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	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.501
	1970
	2
	Rel-16
	Handling of LADN information when the UE is operating in SNPN access mode
	F
	16.5.1
	C1-125e
	C1-205248
	SHARP
	Vertical_LAN
	6.2.6
	 

	24.501
	2251
	2
	Rel-16
	Alternative 2: UE behaviour regarding N1 mode capability upon T3247 expiry
	F
	16.5.1
	C1-125e
	C1-205427
	Nokia, Nokia Shanghai Bell
	Vertical_LAN
	5.3.20.3, 5.5.1.2.5, 5.5.1.3.5, 5.6.1.5
	 

	24.501
	2252
	1
	Rel-16
	Alternative 2: Handling of a UE not allowed to access SNPN services via a PLMN by subscription with 5GMM cause value #72
	B
	16.5.1
	C1-125e
	C1-204524
	Nokia, Nokia Shanghai Bell
	Vertical_LAN
	4.14.2, 5.3.20.3, 5.5.1.2.5, 5.5.1.3.5, 5.6.1.5, A.2
	 

	24.501
	2459
	-
	Rel-16
	Correction of counters in an SNPN
	F
	16.5.1
	C1-125e
	C1-204734
	vivo
	Vertical_LAN
	5.3.20.3
	 

	24.501
	2460
	-
	Rel-16
	Provisioning of a CAG information list in Service Request procedure
	F
	16.5.1
	C1-125e
	C1-204735
	vivo
	Vertical_LAN
	4.14.3
	 

	24.501
	2480
	-
	Rel-16
	Minimum length of port management information container in SM messages
	F
	16.5.1
	C1-125e
	C1-204796
	ZTE
	Vertical_LAN
	8.3.1.1, 8.3.7.1, 8.3.9.1, 8.3.10.1, 9.11.4.25
	 

	24.501
	2491
	-
	Rel-16
	CAG information list in Registration reject message.
	F
	16.5.1
	C1-125e
	C1-204869
	Huawei, HiSilicon
	Vertical_LAN
	5.5.1.2.5, 5.5.1.3.5
	 

	24.501
	2503
	-
	Rel-16
	UE behavior on SNPN access mode when accessing to PLMN services via a SNPN
	F
	16.5.1
	C1-125e
	C1-204913
	SHARP
	Vertical_LAN
	4.14.2
	 

	24.501
	2507
	1
	Rel-16
	#76 cause handling in case of reception of Registration Reject in roaming scenarios
	F
	16.5.1
	C1-125e
	C1-205281
	LG Electronics , Ericsson
	Vertical_LAN
	5.4.4.3, 5.5.1.2.4, 5.5.1.2.5, 5.5.1.3.4, 5.5.1.3.5
	 

	24.501
	2512
	1
	Rel-16
	Add definition of "allowed CAG list"
	F
	16.5.1
	C1-125e
	C1-205441
	LG Electronics , Qualcomm Incorporated
	Vertical_LAN
	4.14.3
	 

	24.501
	2526
	-
	Rel-16
	Finding a suitable cell in a PLMN where a UE is allowed to access a non-CAG cell
	F
	16.5.1
	C1-125e
	C1-204949
	Nokia, Nokia Shanghai Bell
	Vertical_LAN
	5.4.4.3, 5.5.1.2.4, 5.5.1.2.5, 5.5.1.3.4, 5.5.1.3.5, 5.5.2.3.2, 5.6.1.5
	 

	24.501
	2527
	1
	Rel-16
	5GMM cause value #76 mapped to a different 5GMM cause value
	F
	16.5.1
	C1-125e
	C1-205459
	Nokia, Nokia Shanghai Bell
	Vertical_LAN
	3.1, 5.5.1.2.5, 5.5.1.2.8, 5.5.1.3.5, 5.5.1.3.8, 5.5.2.2.7, 5.5.2.3.5, 5.6.1.5, 5.6.1.8
	 

	24.501
	2528
	1
	Rel-16
	EAB not applicable for a UE operating in SNPN access mode
	F
	16.5.1
	C1-125e
	C1-205488
	Nokia, Nokia Shanghai Bell
	Vertical_LAN
	4.5.2A
	 

	24.501
	2530
	1
	Rel-16
	T3245 for a UE operating in SNPN access mode
	F
	16.5.1
	C1-125e
	C1-205439
	Nokia, Nokia Shanghai Bell
	Vertical_LAN
	5.3.19a, 5.3.19a.1 (new), 5.3.19a.2 (new)
	 

	24.501
	2531
	1
	Rel-16
	Handling of back-off due to 5GSM cause value #27 "missing or unknown DNN" by a UE operating in SNPN access mode
	F
	16.5.1
	C1-125e
	C1-205456
	Nokia, Nokia Shanghai Bell
	Vertical_LAN, SINE_5G
	6.4.1.4.3
	 

	24.501
	2562
	1
	Rel-16
	Clarification to the usage of last visited registered TAI in SNPN registration
	F
	16.5.1
	C1-125e
	C1-205373
	Huawei, HiSilicon
	Vertical_LAN
	4.14.2
	 



