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	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.122
	560
	-
	Rel-17
	Periodic removal of "forbidden location areas for regional provision of service"
	F
	16.6.1
	C1-125e
	C1-204577
	Ericsson
	5GProtoc17
	3.2
	 

	23.122
	574
	1
	Rel-17
	Removal of a VPLMN from the forbidden PLMNs list upon T3247 expiry
	F
	16.6.1
	C1-125e
	C1-205533
	Nokia, Nokia Shanghai Bell
	5GProtoc17
	3.1
	 

	23.122
	580
	1
	Rel-17
	Clarification on the successfully received SoR case when UE is in manual mode
	F
	16.6.1
	C1-125e
	C1-205361
	Apple, Blackberry
	5GProtoc17
	C.2
	 

	24.008
	3236
	1
	Rel-17
	Updating the description of back-off timer
	F
	16.5.0
	C1-125e
	C1-205478
	China Mobile
	5GProtoc17
	11.2.3
	 

	24.008
	3240
	1
	Rel-17
	Fix of Table/Figure numbering issue
	F
	16.5.0
	C1-125e
	C1-205537
	Nokia, Nokia Shanghai Bell
	5GProtoc17
	10.5.7.5
	 

	24.301
	3417
	-
	Rel-17
	Referencing 5G-IA and 5G-EA definitions in 24.501
	F
	16.5.1
	C1-125e
	C1-204779
	Ericsson
	5GProtoc17
	3.1
	 

	24.301
	3428
	1
	Rel-17
	Include Additional GUTI IE in TAU request for N1 mode to S1 mode change
	F
	16.5.1
	C1-125e
	C1-205305
	Huawei, HiSilicon
	5GProtoc17
	8.2.29.5
	 

	24.301
	3432
	1
	Rel-17
	Reordering of EMM cause #31
	D
	16.5.1
	C1-125e
	C1-205434
	Huawei, HiSilicon
	5GProtoc17
	5.5.1.2.5, 5.5.1.3.5, 5.5.3.2.5, 5.5.3.3.5
	 

	24.501
	2248
	3
	Rel-17
	Update of emergency number list using Configuration Update Command
	F
	16.5.1
	C1-125e
	C1-205367
	Apple, Deutsche Telekom
	5GProtoc17
	5.4.4.2
	 

	24.501
	2383
	3
	Rel-17
	Single-registration mode without N26 for EPS NAS message container IE
	F
	16.5.1
	C1-125e
	C1-205432
	Huawei, HiSilicon
	5GProtoc17
	5.5.1.3.2, 8.2.6.16
	 

	24.501
	2404
	1
	Rel-17
	Clarification on the applicable access type for persistent PDU session
	F
	16.5.1
	C1-125e
	C1-205400
	ZTE
	5GProtoc17
	3.1
	 

	24.501
	2406
	1
	Rel-17
	Clarification on protection of initial NAS messages
	D
	16.5.1
	C1-125e
	C1-205401
	ZTE
	5GProtoc17
	4.4.6
	 

	24.501
	2408
	1
	Rel-17
	Fixing several typos and adding full form of abbreviation W-AGF
	F
	16.5.1
	C1-125e
	C1-205403
	ZTE
	5GProtoc17
	3.2, 4.5.3, 4.6.2.4, 5.5.1.2.4, 5.5.1.3.4
	 

	24.501
	2425
	-
	Rel-17
	Not capitalized 5GSM IE names
	D
	16.5.1
	C1-125e
	C1-204590
	Ericsson
	5GProtoc17
	6.2.4.2, 6.2.15, 6.2.16, 6.3.2.2, 6.3.2.3, 6.3.2.5, 6.4.1.2, 6.4.1.3, 6.4.2.2,
	 

	24.501
	2426
	-
	Rel-17
	Incorrect IE names
	F
	16.5.1
	C1-125e
	C1-204591
	Ericsson
	5GProtoc17
	6.4.2.2
	 

	24.501
	2427
	-
	Rel-17
	Selected PDU session type
	F
	16.5.1
	C1-125e
	C1-204592
	Ericsson
	5GProtoc17
	6.4.1.3
	 

	24.501
	2429
	-
	Rel-17
	Overlapping requirements in 5.3.23
	F
	16.5.1
	C1-125e
	C1-204596
	Ericsson
	5GProtoc17-non3GPP, 5WWC
	5.3.23
	 

	24.501
	2432
	-
	Rel-17
	Minor corrections
	F
	16.5.1
	C1-125e
	C1-204607
	Ericsson
	5GProtoc17
	4.6.2.2, 5.3.1.3, 5.3.7, 5.4.5.2.5, 5.5.1.2.2, 5.5.1.2.7, 5.5.1.3.2, 6.4.1.4.3
	 

	24.501
	2435
	-
	Rel-17
	Dual-registration mode list correction
	F
	16.5.1
	C1-125e
	C1-204610
	Ericsson
	5GProtoc17
	4.8.3
	 

	24.501
	2448
	2
	Rel-17
	QoS error checks for unstructured PDU session type
	F
	16.5.1
	C1-125e
	C1-205548
	Samsung
	5GProtoc17
	6.3.2.4, 6.4.1.3
	 

	24.501
	2454
	1
	Rel-17
	Abbreviations correction
	D
	16.5.1
	C1-125e
	C1-205270
	vivo
	5GProtoc17
	3.2
	 

	24.501
	2456
	1
	Rel-17
	Definition of Routing Indicator
	F
	16.5.1
	C1-125e
	C1-205273
	vivo
	5GProtoc17
	3.1
	 

	24.501
	2457
	-
	Rel-17
	Service Request procedure over non-3GPP access
	F
	16.5.1
	C1-125e
	C1-204732
	vivo
	5GProtoc17
	5.6.2.2.1
	 

	24.501
	2458
	-
	Rel-17
	Several editorial changes
	D
	16.5.1
	C1-125e
	C1-204733
	vivo
	5GProtoc17
	5.5.1.3.4, 9.11.3.4
	 



