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	The GTP-U Path Interface Type IE in GTP-U Path QoS Report is incorrectly defined with the "Remote GTP-U Peer" IE Type.
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	The IE Type of the GTP-U Path Interface Type IE is corrected.
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Table 7.4.5.1.5-1: GTP-U Path QoS Report IE within PFCP Node Report Request
	Octet 1 and 2
	
	
	GTP-U Path QoS Report IE Type = 239 (decimal)

	Octets 3 and 4
	
	
	Length = n

	Information elements
	P
	Condition / Comment
	Appl.
	IE Type

	
	
	
	Sxa
	Sxb
	Sxc
	N4
	

	Remote GTP-U Peer  
	M
	This IE shall include the IP address of the remote GTP-U peer for which QoS information is reported, and the network instance used towards the remote GTP-U peer if available.
	-
	-
	-
	X
	Remote GTP-U Peer

	GTP-U Path Interface Type  
	C
	This IE shall be present, if available. When present, it shall indicate the interface type of the GTP-U path towards the remote GTP-U peer.
	-
	-
	-
	X
	GTP-U Path Interface Type  Remote GTP-U Peer

	QoS Report Trigger
	M
	This IE shall indicate the trigger for this report.
	-
	-
	-
	X
	QoS Report Trigger

	Time Stamp
	M
	This shall shall provide the timestamp when the collection of the information in this report was generated.
	-
	-
	-
	X
	Time Stamp

	Start Time
	C
	This shall shall provide the timestamp when the collection of the information in this report was started.
	-
	-
	-
	X
	Start Time

	QoS Information
	M
	This IE shall contain the measured QoS information.
More than one IE with this type may be included to represent multiple QoS Information, e.g. for different DSCP values.
	-
	-
	-
	X
	QoS Information



* * * For Information * * * *
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The GTP-U Path Interface Type IE shall be encoded as shown in Figure 8.2.166-1.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1 to 2
	Type = 241 (decimal)
	

	
	3 to 4
	Length = n
	

	
	5
	Spare
	N3
	N9
	

	
	6 to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.2.166-1: GTP-U Path Interface Type
Octet 5 shall be encoded as follows:
-	Bit 1 – N9: when set to "1", this indicates the N9 interface type.
-	Bit 2 –N3: when set to "1", this indicates the N3 interface type.
-	Bit 3 to 8: Spare, for future use and set to "0".
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