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	Reason for change:
	For notification, SBI template has changed Custom Operation URI to Callback URI in the General subclause of Notification, and indicated the callback URI in the subclause Target URI since resource URI and callback URI have different structures.

As resource URI has the specific structure as below:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>

For callback URI, it is defined as:
URI = scheme ":" "//" host [ ":" port ] / path

Specification shall be updated to clarify some URIs to callback URI to avoid different implementations and to align with SBI template.

	
	

	Summary of change:
	Correct the resource URI to callback URI and update the notification tables to align with SBI template.

	
	

	Consequences if not approved:
	Cause wrong implementation on Callback URI structure for the API defined in current specification.
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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28012675][bookmark: _Toc36038947][bookmark: _Toc44688363][bookmark: _Toc45133779][bookmark: _Toc49611061][bookmark: _Toc51762535]5.3.1	General
Notifications shall comply with subclause 6.2 of 3GPP TS 29.500 [4] and subclause 4.6.2.3 of 3GPP TS 29.501 [5].
This subclause describes the resources to provide notification to NF service consumers which have subscribed to be notified when policy data is changed. 
Table 5.3.1-1: Notifications overview
	Notification
	CallbackCustom operation URI
	Mapped HTTP method or custom operation
	Description
(service operation)

	Policy Data Change Notification
	{notificationUri}
	POST
	Used for policy data change notification




*** Next Change ***
[bookmark: _Toc28012676][bookmark: _Toc36038948][bookmark: _Toc44688364][bookmark: _Toc45133780][bookmark: _Toc49611062][bookmark: _Toc51762536]5.3.2	Policy Data Change Notification
The POST method shall be used for policy data change notification and the URI shall be provided during the subscription procedure.
Callback URI: {notificationUri}
This method shall support the URI query parameters specified in table 5.3.2-1.
Table 5.3.2-1: URI query parameters supported by the POST method
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.3.2-2 and the response data structures and response codes specified in table 5.3.2-3.
Table 5.3.2-2: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	array(PolicyDataChangeNotification)
	M
	1..N
	Notification of policy data changes.



Table 5.3.2-3: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	The reception of the notification is acknowledged.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



*** Next Change ***
[bookmark: _Toc28012793][bookmark: _Toc36039080][bookmark: _Toc44688496][bookmark: _Toc45133912][bookmark: _Toc49611194][bookmark: _Toc51762668]6.3.1	General
Notifications shall comply with subclause 6.2 of 3GPP TS 29.500 [4] and subclause 4.6.2.3 of 3GPP TS 29.501 [5].
Table 6.3.1-1: Notifications overview
	Notification
	Custom operationCallback URI
	Mapped HTTP method or custom operation
	Description
(service operation)

	Influence Data Update Notification
	{notificationUri}
	POST
	One of notification reference provided by the service consumer during the subscription of the AF Influence Data.

	Application Data Change Notification
	{notificationUri}
	POST
	Application Data Change Notification



*** Next Change ***
[bookmark: _Toc28012797][bookmark: _Toc36039084][bookmark: _Toc44688500][bookmark: _Toc45133916][bookmark: _Toc49611198][bookmark: _Toc51762672]6.3.3.2	Operation Definition
The POST method shall be used for traffic influence data change notification and the URI shall be provided during the subscription procedure.
Callback URI: {notificationUri}
This method shall support the URI query parameters specified in table 6.3.3.2-1.
Table 6.3.3.2-1: URI query parameters supported by the POST method
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.3.3.2-2 and the response data structures and response codes specified in table 6.3.3.2-3.
Table 6.3.3.2-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(TrafficInfluData or TrafficInfluDataNotif)
	M
	1..N
	Provides Information about observed Influence Data. If the EnhancedInfluDataNotification feature is supported, the TrafficInfluDataNotif data type shall be sent.



Table 6.3.3.2-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The receipt of the Notification is acknowledged.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



*** Next Change ***
[bookmark: _Toc28012798][bookmark: _Toc36039085][bookmark: _Toc44688501][bookmark: _Toc45133917][bookmark: _Toc49611199][bookmark: _Toc51762673]6.3.4	Application Data Change Notification
The POST method shall be used for application data change notification and the URI shall be provided during the subscription procedure.
Callback URI: {notificationUri}
This method shall support the URI query parameters specified in table 6.3.4-1.
Table 6.3.4-1: URI query parameters supported by the POST method
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.3.4-2 and the response data structures and response codes specified in table 6.3.4-3.
Table 6.3.4-2: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	array(ApplicationDataChangeNotif)
	M
	1..N
	Notification of application data changes.



Table 6.3.4-3: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	The reception of the notification is acknowledged.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.




*** Next Change ***
[bookmark: _Toc28012870][bookmark: _Toc36039159][bookmark: _Toc44688575][bookmark: _Toc45133991][bookmark: _Toc49611273][bookmark: _Toc51762747]7.6.1	General
Notifications shall comply with subclause 6.2 of 3GPP TS 29.500 [4] and subclause 4.6.2.3 of 3GPP TS 29.501 [5].
This subclause describes the resources to provide Notification to NF service consumers which have subscribed to be notified when exposure data is changed. 
Table 7.6.1-1: Notifications overview
	Notification
	Custom operationCallback URI
	Mapped HTTP method or custom operation
	Description
(service operation)

	Exposure Data Change Notification
	{notificationUri}
	POST
	Exposure Data Change Notification



*** Next Change ***
[bookmark: _Toc28012871][bookmark: _Toc36039160][bookmark: _Toc44688576][bookmark: _Toc45133992][bookmark: _Toc49611274][bookmark: _Toc51762748]7.6.2	Exposure Data Change Notification
The POST method shall be used for Data Change Notifications and the URI shall be as provided during the subscription procedure.
Resource Callback URI: {notificationUri}
Support of URI query parameters is specified in table 7.6.2-1.
Table 7.6.2-1: URI query parameters supported by the POST method
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



Support of request data structures is specified in table 7.6.2-2 and of response data structures and response codes is specified in table 7.6.2-3.
Table 7.6.2-2: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	array(ExposureDataChangeNotification)
	M
	1..N
	Each element in the array provides the changed exposure data for one user.



Table7.6.2-3: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



*** End of Changes ***
