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* * * * * * * FIRST CHANGE * * * * * * *
[bookmark: _Toc20215692][bookmark: _Toc27496185][bookmark: _Toc36107926][bookmark: _Toc44598679][bookmark: _Toc44602534][bookmark: _Toc45197711][bookmark: _Toc45695744][bookmark: _Toc51851200]11.3.3.2	Sending a list of deferred group communications
To send the list of deferred group communications, the participating MCData function:
1)	shall build the SIP MESSAGE request as specified in subclause 6.3.2.1;
2)	shall generate DEFERRED DATA RESPONSE message as specified in subclause 15.1.12.1;
3)	shall include in the SIP request, the DEFERRED DATA RESPONSE message in an application/vnd.3gpp.mcdata-signalling MIME body as specified in subclause E.1; and
4)	shall send the SIP MESSAGE request towards the MCData client participating MCData function according to rules and procedures of 3GPP TS 24.229 [5].
When generating a DEFERRED DATA RESPONSE message as specified in subclause 15.1.12, the participating MCData functionMCData client:
1)	shall set the number of payloads IE to the number of FD using HTTP communication which are deferred as per the stored file list:
a)	for each deferred file from the list, shall copy the payload IE value from the stored list to the payload IE value of the outgoing message being generated;
* * * * * * *END CHANGE * * * * * * *

