3GPP TSG-CT Meeting #90e	CP-203214
E-Meeting, 06th – 08th December 2020

Source:	CT1
[bookmark: _GoBack]Title:	CR pack on TEI17 # 1


	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.122
	639
	1
	Rel-17
	Secured packet upload of ME
	F
	17.0.0
	C1-127e
	C1-207549
	Huawei, HiSilicon
	TEI17
	C.1, C.2
	 

	24.002
	7
	-
	Rel-17
	Correction in PLMN access reference configuration
	F
	16.0.0
	C1-126e
	C1-206162
	Nokia, Nokia Shanghai Bell
	TEI17
	3
	 

	24.007
	131
	1
	Rel-17
	Recommendation about the use of type 2 IEs
	F
	16.4.0
	C1-126e
	C1-206708
	Huawei, HiSilicon, InterDigital
	TEI17
	11.2.4
	 

	24.007
	139
	-
	Rel-17
	Coding of successive half-octet IEs
	F
	16.4.0
	C1-127e
	C1-207301
	MediaTek Inc., Ericsson, Huawei, HiSilicon, Nokia, Nokia Shanghai Bell, InterDigital
	TEI17
	11.2.3.3
	 

	24.008
	3243
	2
	Rel-17
	Clarification on timer T3211 normal stop
	F
	17.0.0
	C1-126e
	C1-206744
	Huawei, HiSilicon, Apple
	TEI17
	4.4.4.5, 4.5.3.1
	 

	24.008
	3244
	1
	Rel-17
	Update of the timers table for PDU session authentication command
	F
	17.0.0
	C1-126e
	C1-206667
	MediaTek Inc.
	TEI17
	11.2.3
	 

	24.008
	3250
	1
	Rel-17
	Correction of T3247 in timer table
	F
	17.0.0
	C1-127e
	C1-207742
	vivo
	TEI17
	11.2
	 

	24.008
	3251
	-
	Rel-17
	Correct octect numbering of additional parameters list
	F
	17.0.0
	C1-127e
	C1-207456
	ZTE
	TEI17
	10.5.6.3.1
	 

	24.011
	68
	-
	Rel-17
	Removal of the extra occurrence of "Cause Value" in RP-Cause element
	F
	16.0.0
	C1-127e
	C1-207121
	InterDigital
	TEI17
	8.2.5.4
	 

	24.167
	224
	1
	Rel-17
	Handover from non-3GPP access to NR parameters
	B
	17.0.0
	C1-127e
	C1-207413
	Ericsson
	TEI17
	4, 5.X (new), 5.Y (new)
	 

	24.173
	145
	1
	Rel-17
	Handling of lower layer congestion notification for MMTEL video
	B
	16.2.0
	C1-127e
	C1-207631
	MediaTek Inc.
	TEI17
	J.2.1.4 and M.2.1.3
	Core: TS 24.501 CR 2811 and TS 24.301 CR 3463

	24.174
	14
	1
	Rel-17
	Correction to call flows
	F
	17.0.0
	C1-126e
	C1-206587
	Lenovo, Motorola Mobility
	TEI17
	A.3.1, A.3.2
	 

	24.229
	6439
	4
	Rel-17
	Correction to anonymous emergency calls
	F
	17.0.0
	C1-127e
	C1-207733
	Deutsche Telekom
	TEI17
	5.2.10.1, 5.2.10.2
	 

	24.229
	6442
	-
	Rel-17
	Correction in the P-CSCF operation upon recipt of REGISTER request for RLOS
	F
	17.0.0
	C1-126e
	C1-205860
	Nokia, Nokia Shanghai Bell
	TEI17
	L.3.2.8.2
	 

	24.229
	6454
	1
	Rel-17
	Correction on TCP connection reuse
	F
	17.0.0
	C1-126e
	C1-206738
	Huawei, HiSilicon
	TEI17
	3.1; 5.2.2.2
	 

	24.229
	6455
	-
	Rel-17
	Clarification on number of retry attempts when receiving invalid challenges
	F
	17.0.0
	C1-126e
	C1-206450
	Qualcomm Incorporated
	TEI17
	5.1.1.5.12
	 

	24.229
	6476
	1
	Rel-17
	Adding handling of the UE configuration parameter "Access_Point_Name_Parameter_Reading_Rule" for the UE to read the APN name parameter from correct input source.
	B
	17.0.0
	C1-127e
	C1-207642
	MediaTek Inc
	TEI17
	B.2.2.1, L.2.2.1, O.2.2.1 and R.2.2.1
	Core: TS 24.623 CR 0079

	24.229
	6478
	-
	Rel-17
	Addition of missing abbreviations.
	F
	17.0.0
	C1-127e
	C1-207369
	NTT
	TEI17
	3.2
	 

	24.229
	6480
	1
	Rel-17
	Improve readability of section L.3.2.8.2 for P-CSCF handling of REGISTER request for RLOS
	F
	17.0.0
	C1-127e
	C1-207627
	MediaTek Inc
	TEI17
	L.3.2.8.2
	 

	24.229
	6481
	1
	Rel-17
	Policy for handover between WLAN and 5GS
	B
	17.0.0
	C1-127e
	C1-207610
	Ericsson
	TEI17
	R.2.2.1, U.2.2.1, W.2.2.1
	 



