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[bookmark: _Toc20129598][bookmark: _Toc27584225]* * * First Change * * * *
7.6.8.x1	SMSF 3GPP Delivery Outcome Indicator
This parameter indicates that the delivery outcome IE is associated to the SM delivery via the SMSF for 3GPP access.
7.6.8.x2	SMSF Non-3GPP Delivery Outcome Indicator
This parameter indicates that the delivery outcome IE is associated to the SM delivery via the SMSF for Non-3GPP access.
7.6.8.x3	SMSF 3GPP SM Delivery Outcome
This parameter is used to indicate the delivery outcome at the SMSF for 3GPP access.
7.6.8.x4	SMSF Non-3GPP SM Delivery Outcome
This parameter is used to indicate the delivery outcome at the SMSF for non-3GPP access.
7.6.8.x5	SMSF 3GPP Absent Subscriber Diagnostic SM
This parameter is used to indicate the reason why the subscriber is absent for 5G 3GPP access. For the values for this parameter see 3GPP TS 23.040.
7.6.8.x6	SMSF Non 3GPP Absent Subscriber Diagnostic SM
This parameter is used to indicate the reason why the subscriber is absent for 5G Non 3GPP access. For the values for this parameter see 3GPP TS 23.040.
* * * For Information * * * *
[bookmark: _Toc11331959][bookmark: _Toc36545442]12.3.2	Service primitives
Table 12.3/1: MAP-REPORT-SM-DELIVERY-STATUS
	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	MSISDN
	M
	M(=)
	
	

	IMSI
	C
	C(=)
	
	

	Service Centre Address
	M
	M(=)
	
	

	SM Delivery Outcome
	M
	M(=)
	
	

	Absent Subscriber Diagnostic SM
	C
	C(=)
	
	

	GPRS Support Indicator
	C
	C(=)
	
	

	Delivery Outcome Indicator
	C
	C(=)
	
	

	Additional SM Delivery Outcome
	C
	C(=)
	
	

	Additional Absent Subscriber Diagnostic SM
	C
	C(=)
	
	

	IP-SM-GW-Indicator
	C
	C(=)
	
	

	IP-SM-GW SM Delivery Outcome
	C
	C(=)
	
	

	IP-SM-GW Absent Subscriber Diagnostic SM
	C
	C(=)
	
	

	Single Attempt Delivery
	C
	C(=)
	
	

	Correlation ID
	C
	C(=)
	
	

	SMSF 3GPP Delivery Outcome Indicator
	C
	C(=)
	
	

	SMSF 3GPP SM Delivery Outcome
	C
	C(=)
	
	

	SMSF 3GPP Absent Subscriber Diagnostic SM
	C
	C(=)
	
	

	SMSF non-3GPP Delivery Outcome Indicator
	C
	C(=)
	
	

	SMSF non-3GPP SM Delivery Outcome
	C
	C(=)
	
	

	SMSF non-3GPP Absent Subscriber Diagnostic SM
	C
	C(=)
	
	

	MSIsdn-Alert
	
	
	C
	C(=)

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O



[bookmark: _Toc11331960][bookmark: _Toc36545443]* * * Next Change * * * *
12.3.3	Parameter use
Invoke id
See definition in clause 7.6.1.
MSISDN
See definition in clause 7.6.2.
When REPORT-SM-DELIVERY-STATUS is sent by the SMS-GMSC to the HLR following an T4 Submit Trigger (see 3GPP TS 23.682 [148]), MSISDN may not be available. In this case the UE shall be identified by the IMSI and the MSISDN shall take the dummy MSISDN value (see clause 3 of 3GPP TS 23.003 [17]).
When REPORT-SM-DELIVERY-STATUS is sent by the SMS-GMSC to the HLR in a retry context of SMS for IMS UE to IMS UE without MSISDN (see 3GPP TS 23.204 [134]), MSISDN may not be available. In this case the UE shall be identified by a Correlation ID (SIP-URI-B) and the MSISDN shall take the dummy MSISDN value (see clause 3 of 3GPP TS 23.003 [17]).
IMSI
See definition in clause 7.6.2. When REPORT-SM-DELIVERY-STATUS is sent by the SMS-GMSC to the HLR in a retry context of SMS for IMS UE to IMS UE without MSISDN (see 3GPP TS 23.204 [134]), IMSI may not be available. In this case the IMSI parameter shall be populated with an HLR-ID).
Service Centre Address
See definition in clause 7.6.2.
SM Delivery Outcome
See definition in clause 7.6.8. This parameter indicates the status of the mobile terminated SM delivery.
Absent Subscriber Diagnostic SM
See definition in clause 7.6.8.
GPRS Support Indicator
See definition in clause 7.6.8. The presence of this parameter is mandatory if the SMS-GMSC supports handling of two delivery outcomes.
Delivery Outcome Indicator
See definition in clause 7.6.8.
Additional SM Delivery Outcome
See definition in clause 7.6.8.
Additional Absent Subscriber Diagnostic SM
See definition in clause 7.6.8.
IP-SM-GW Indicator
See definition in clause 7.6.8.
IP-SM-GW SM Delivery Outcome
See definition in clause 7.6.8.
IP-SM-GW Absent Subscriber Diagnostic SM
See definition in clause 7.6.8.
Single Attempt Delivery
This parameter indicates the short message is only valid for delivering once, and the HLR/HSS does not need to add the received SC address into MWD list. It may only be present in the case the delivery of the short message failed due to absent subscriber or MS memory capacity exceeded.
Editor's Note:	Description of the use of this parameter might be needed in 3GPP TS 23.040.
Correlation ID
The Correlation ID parameter contains the SIP-URI-B identifying the (MSISDN-less) destination user. SIP-URI-A and HLR-ID shall be absent from this parameter.
SMSF 3GPP Delivery Outcome Indicator
See definition in clause 7.6.8.
SMSF 3GPP SM Delivery Outcome
See definition in clause 7.6.8.
SMSF 3GPP Absent Subscriber Diagnostic SM
See definition in clause 7.6.8.
SMSF Non-3GPP Delivery Outcome Indicator
See definition in clause 7.6.8.
SMSF Non-3GPP SM Delivery Outcome
See definition in clause 7.6.8.
SMSF Non-3GPP Absent Subscriber Diagnostic SM
See definition in clause 7.6.8.
MSIsdn-Alert
See definition in clause 7.6.2. This parameter shall be present in case of unsuccessful delivery, when the MSISDN received in the operation is different from the stored MSIsdn-Alert; the stored MSIsdn-Alert is the value that is returned to the gateway MSC.
User error
The following errors defined in clause 7.6.1 may be used, depending on the nature of the fault:
-	Unknown Subscriber;
-	Message Waiting List Full;
-	Unexpected Data Value;
-	Data missing.
Provider error
For definition of provider errors see clause 7.6.1.
[bookmark: _Toc11331961][bookmark: _Toc36545444]* * * For Information * * * *
[bookmark: _Toc11332230][bookmark: _Toc36545713]17.7.6	Short message data types
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*******text not shown for clarity*********


ReportSM-DeliveryStatusArg ::= SEQUENCE {
	msisdn	ISDN-AddressString,
	serviceCentreAddress	AddressString,
	sm-DeliveryOutcome	SM-DeliveryOutcome,
	absentSubscriberDiagnosticSM	[0] AbsentSubscriberDiagnosticSM
				OPTIONAL,
	extensionContainer	[1] ExtensionContainer	OPTIONAL,
	...,
	gprsSupportIndicator	[2]	NULL	OPTIONAL,
	-- gprsSupportIndicator is set only if the SMS-GMSC supports
	-- handling of two delivery outcomes
	deliveryOutcomeIndicator	[3]	NULL	OPTIONAL,
	-- DeliveryOutcomeIndicator is set when the SM-DeliveryOutcome
	-- is for GPRS
	additionalSM-DeliveryOutcome	[4]	SM-DeliveryOutcome	OPTIONAL,
	-- If received, additionalSM-DeliveryOutcome is for GPRS
	-- If DeliveryOutcomeIndicator is set, then AdditionalSM-DeliveryOutcome shall be absent
	additionalAbsentSubscriberDiagnosticSM	[5]	AbsentSubscriberDiagnosticSM OPTIONAL,
	-- If received additionalAbsentSubscriberDiagnosticSM is for GPRS
	-- If DeliveryOutcomeIndicator is set, then AdditionalAbsentSubscriberDiagnosticSM
	-- shall be absent
	ip-sm-gw-Indicator	[6]	NULL	OPTIONAL,
	-- the ip-sm-gw indicator indicates by its presence that sm-deliveryOutcome
	-- is for delivery via IMS
	-- If present, deliveryOutcomeIndicator shall be absent.
	ip-sm-gw-sm-deliveryOutcome	[7]	SM-DeliveryOutcome	OPTIONAL,
	-- If received ip-sm-gw-sm-deliveryOutcome is for delivery via IMS
	-- If ip-sm-gw-Indicator is set, then ip-sm-gw-sm-deliveryOutcome shall be absent
	ip-sm-gw-absentSubscriberDiagnosticSM	[8]	AbsentSubscriberDiagnosticSM	OPTIONAL,
	-- If received ip-sm-gw-sm-absentSubscriberDiagnosticSM is for delivery via IMS
	-- If ip-sm-gw-Indicator is set, then ip-sm-gw-sm-absentSubscriberDiagnosticSM
	-- shall be absent
	imsi		[9] IMSI	OPTIONAL,
	singleAttemptDelivery	[10] NULL	OPTIONAL,
	correlationID	[11]	CorrelationID	OPTIONAL,
	smsf-3gpp-deliveryOutcomeIndicator	[12]	NULL		OPTIONAL,
	-- smsf-3gpp-deliveryOutcome is set when the SM-DeliveryOutcome
	-- is for 3GPP-SMSF
	smsf-3gpp-deliveryOutcome	[13]	SM-DeliveryOutcome	OPTIONAL,
	-- If smsf-3gpp-deliveryOutcomeIndicator is set, then smsf-3gpp-deliveryOutcome
	-- shall be absent
	smsf-3gpp-absentSubscriberDiagSM	[14]	AbsentSubscriberDiagnosticSM	OPTIONAL,
	-- If smsf-3gpp-deliveryOutcomeIndicator is set, then
	-- smsf-3gpp-absentSubscriberDiagSM shall be absent
	smsf-non-3gpp-deliveryOutcomeIndicator	[15]	NULL	OPTIONAL,
	-- smsf-non-3gpp-deliveryOutcomeIndicator is set when the SM-DeliveryOutcome
	-- is for non-3GPP-SMSF
	smsf-non-3gpp-deliveryOutcome	[16]	SM-DeliveryOutcome	OPTIONAL,
	-- If smsf-non-3gpp-deliveryOutcomeIndicator is set, then smsf-non-3gpp-deliveryOutcome
	-- shall be absent
	smsf-non-3gpp-absentSubscriberDiagSM	[17]	AbsentSubscriberDiagnosticSM	OPTIONAL
	-- If smsf-non-3gpp-deliveryOutcomeIndicator is set, then
	-- smsf-non-3gpp-absentSubscriberDiagSM shall be absent

}

*******text not shown for clarity*********

* * * End of Change * * * *
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