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	Reason for change:
	3GPP TS 32.422 has specified following MDT measurements for LTE:

The parameter can have the following values in LTE:
· M1: RSRP, RSRQ and SINR measurement by UE with Periodic, event A2 as reporting triggers
· M2: Power Headroom (PH) measurement by UE
· M3: Received Interference Power measurement by eNB
· M4: Data Volume measurement separately for DL and UL by eNB
· M5: Scheduled IP Throughput measurement separately for DL and UL, per RAB per UE and per UE for the DL, per UE for the UL, by eNB
· M6: Packet Delay measurement, separately for DL and UL, per QCI per UE, UL PDCP Delay, by the UE, and Packet Delay in the DL per QCI, by the eNB
· M7: Packet Loss rate measurement, separately for DL and UL per QCI per UE, by the eNB
· M8: RSSI measurement by UE for WLAN and Bluetooth®
· M9: RTT measurement by UE only for WLAN
· And any combination of above

But ts 29.571 only support LTE measurement update to M5.


	
	

	Summary of change:
	1/ Add new value for M6~M9 in enumeration MeasurementLteForMdt.

2/ Update OpenAPI accordingly.


	
	

	Consequences if not approved:
	LTE Measurement M6~M9 cannot be supported, stage 2 requirement cannot be fulfilled.
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	Other comments:
	This CR introduces backward compatible corrections in OpenAPI files of following API:
TS29503_Nudm_SDM.yaml
TS29505_Subscription_Data.yaml
TS29571_CommonData.yaml

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc11339834]* * * First Change * * * *
[bookmark: _Toc43026149][bookmark: _Toc49763683][bookmark: _Toc51873063][bookmark: _Toc24925911][bookmark: _Toc24926089][bookmark: _Toc24926265][bookmark: _Toc33964125][bookmark: _Toc33980892][bookmark: _Toc36462693][bookmark: _Toc36462889][bookmark: _Toc43026143][bookmark: _Toc49763677][bookmark: _Toc51873057][bookmark: _Toc43026152][bookmark: _Toc49763686][bookmark: _Toc51873066][bookmark: _Toc43026153][bookmark: _Toc49763687][bookmark: _Toc51873067]5.6.3.5	Enumeration: MeasurementLteForMdt
The enumeration MeasurementLteForMdt defines Measurements used for MDT in LTE in the trace. See 3GPP TS 32.422 [19] for further description of the values. It shall comply with the provisions defined in table 5.6.3.5-1.
Table 5.6.3.5-1: Enumeration MeasurementLteForMdt
	Enumeration value
	Description

	"M1"
	M1

	"M2"
	M2

	"M3"
	M3

	"M4_DL"
	M4 for DL

	"M4_UL"
	M4 for UL

	"M5_DL"
	M5 for DL

	"M5_UL"
	M5 for UL

	"M6_DL"
	M6 for DL

	"M6_UL"
	M6 for UL

	"M7_DL"
	M7 for DL

	"M7_UL"
	M7 for UL

	"M8"
	M8

	"M9"
	M9
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[bookmark: _Toc24925935][bookmark: _Toc24926113][bookmark: _Toc24926289][bookmark: _Toc33964149][bookmark: _Toc33980916][bookmark: _Toc36462718][bookmark: _Toc36462914][bookmark: _Toc43026185][bookmark: _Toc49763719][bookmark: _Toc51873100]A.2	Data related to Common Data Types
openapi: 3.0.0

info:
  version: '1.2.1'
  title: 'Common Data Types'
  description: |
    Common Data Types for Service Based Interfaces.
    © 2020, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.571 Common Data Types for Service Based Interfaces, version 16.5.0
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.571/'

paths: {}
components:
  schemas:

********************* Text Skipped for Clarity ************************

    MeasurementLteForMdt:
      anyOf:
        - type: string
          enum:
            - M1
            - M2
            - M3
            - M4_DL
            - M4_UL
            - M5_DL
            - M5_UL
            - M6_DL
            - M6_UL
            - M7_DL
            - M7_UL
            - M8
            - M9
        - type: string


********************* Text Skipped for Clarity ************************
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