

	
3GPP TSG-CT WG4 Meeting #101e	C4-205705
E-Meeting, 3rd – 13th November 2020	
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	29.503
	CR
	0555
	rev
	-
	Current version:
	17.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Network Configuration Parameter Aggregation

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	

	
	

	Work item code:
	5G_CIoT
	
	Date:
	2020-11-10

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	Inconsistency was observed between clause 4.15.3.2.3b and 4.15.6.3a in 23.502 regarding how to handle multiple input from event specific parameters and/or network configuration parameters, i.e. Maximum Detection Time (MDT)/ Maximum Latency (ML), Maximum Response time, and Suggested Number of Downlink Packets.

Regardless the aspect of inconsistency, in general stage 2 has specified that UDM shall perform the aggregation of the Network Configuration parameters from different AFs (via PP or via Event Monitoring Configuration) which will finally reflect on the Subscribed Registration Timer and/or Active Time in AMF. Base on the motivation, it is recommended that the UDM aggregate the network configuration parameters and set the Active Time/Subscribed Registration Timer, and update AMF if these two IEs are changed, which is aligned to the behavior as specified in 4.15.3.2.3b:

[bookmark: _Toc27894889][bookmark: _Toc36191967][bookmark: _Toc45193057][bookmark: _Toc47592689][bookmark: _Toc51834776][bookmark: _Toc51835718]"4.15.3.2.3b	Specific NEF service operations information flow for loss of connectivity and UE reachability
…

2.	[Conditional] If the subscribed periodic registration timer has not been set according to any subscription request, or a Network Configuration as defined in clause 4.15.6.3a the UDM shall set the subscribed periodic registration timer using the Maximum Detection Time or Maximum Latency; otherwise if the subscribed periodic registration timer was previously set by a different subscription identified by a different Notification Target Address (+ Notification Correlation ID), or set by a different Network Configuration identified by a different NEF reference ID for the same UE, and if the newly received Maximum Detection Time or Maximum Latency is lower than the provided subscribed periodic registration timer, the UDM shall set the subscribed periodic registration timer using the newly received Maximum Detection Time or Maximum Latency.
	If Nudm_EventExposure_Unsubscribe request is performed in step 1, the UDM shall recalculate the subscribed periodic registration timer based on the remaining event subscriptions and/or Network Configurations.
	In addition for UE reachability subscription, if the newly received Maximum Response Time is longer than the provided subscribed Active Time (i.e. previously provided Maximum Response Time), the UDM shall set the subscribed Active Time using the newly received Maximum Response Time. If the suggested number of downlink packets is newly received, the UDM shall add the newly received suggested number of downlink packets to the currently used value of suggested number of downlink packets if the aggregated value is within the operator defined range.
	If Nudm_EventExposure_Unsubscribe request is performed in step 1, the UDM shall recalculate the subscribed Active Time and/or Suggested Number of Downlink Packets based on the remaining event subscriptions and/or Network Configurations.
	If Nudm_EventExposure_Unsubscribe request is performed in step 1, the UDM shall recalculate the subscribed Active Time and/or Suggested Number of Downlink Packets based on the remaining event subscriptions and/or Network Configurations.
	If the subscribed periodic registration timer or the subscribed Active Time are set or modified, the UDM sends the Nudm_SDM_Notification request to related serving AMF(s). If the AMF receives a subscribed periodic registration timer value from the UDM, it allocates the received value to the UE as the periodic registration timer at subsequent Registration procedure. The AMF starts monitoring of the expiration of the mobile reachable timer for Loss of Connectivity (if required) and starts monitoring of the UE entering connected mode for UE reachability (if required).
	If the suggested number of downlink packets are set or modified, the UDM sends the Nudm_SDM_Notification request to related serving SMF(s). The SMF configures the data buffer at the SMF/UPF according the suggested number of downlink packets.
	If the provided value is updated by the UDM, the UDM may notify the NEF (which then notifies the AF) of the actual value that is being applied in the 3GPP network."


	
	

	Summary of change:
	1/ Add description in service operation for UDM handling of network configuration parameters.

2/ Delete redundant attribute from AM Subscription Data (max response time, max latency and DL packet count).

3/ Remove data type MaximumResponseTime and MaximumLatency.

4/ Update OpenAPI accordingly.

	
	

	Consequences if not approved:
	Inconsistent handling of UDM/AMF/SMF on network configuration parameter handling, which leads to unexpected behavior in the core network for exposed functions.
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* * * First Change * * * *
[bookmark: _Toc45028608][bookmark: _Toc45027773][bookmark: _Toc36456895][bookmark: _Toc27584953][bookmark: _Toc11338350][bookmark: _Toc39154297]5.2.2.2.3	Access and Mobility Subscription Data Retrieval
Figure 5.2.2.2.3-1 shows a scenario where the NF service consumer (e.g. AMF) sends a request to the UDM to receive the UE's Access and Mobility Subscription data (see also 3GPP TS 23.502 [3] figure 4.2.2.2.2-1 step 14). The request contains the UE's identity (/{supi}), the type of the requested information (/am-data) and query parameters (supported-features, plmn-id).


Figure 5.2.2.2.3-1: Requesting a UE's Access and Mobility Subscription Data
1.	The NF service consumer (e.g. AMF) sends a GET request to the resource representing the UE's Access and Mobility Subscription Data, with query parameters indicating the supported-features and/or plmn-id.
2a.	On Success, the UDM responds with "200 OK" with the message body containing the UE's Access and Mobility Subscription Data as relevant for the requesting NF service consumer.
NOTE X1:	If the UDM initiated a request to obtain SoR information from the SOR-AF, the UDM starts an operator configurable timer up to which the UDM shall wait for a response from the SOR-AF for retrieving the SoR information. The UDM responds back to the NF service consumer for Access and Mobility Subscription Data Retrieval service operation before the timer expires. If the SOR-AF has not provided a response with the SoR information before the timer expires, the UDM shall behave as specified in clause C.2 of 3GPP°TS°23.122 [20] (step 3d).2b.	If there is no valid subscription data for the UE, HTTP status code "404 Not Found" shall be returned including additional error information in the response body (in the "ProblemDetails" element).
NOTE X2:	Upon reception of any Nudm_EventExposure operation or Nudm_PP operation, or when the validity of an event subscription or provisioned parameter with its associated maximum latency, maximum response time or DL Buffering Suggested Packet Count value expires, UDM may need to adjust the values of active time and/or periodic registration timer and/or DL Buffering Suggested Packet Count. The UDM shall notify AMF and/or SMF if the values are updated (see clause 4.15.3.2.3b and 4.15.6.3a of 3GPP TS 23.502 [3]).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the GET response body.
* * * Next Change * * * *
[bookmark: _Toc51867496][bookmark: _Toc45028735][bookmark: _Toc45027900][bookmark: _Toc36457017][bookmark: _Toc27585064][bookmark: _Toc11338449]5.6.2.2.2	Subscription data update
Figure 5.6.2.2.2-1 shows a scenario where the NF service consumer (e.g. NEF, AMF) sends a request to the UDM to update a UE's subscription data (see 3GPP TS 23.502 [3] figure 4.15.6.2-1 step 2 and also 3GPP TS 23.273 [38] Figure 6.12.1-1 step 2). The request contains the identifier of the UE's parameter provision data ( .../{ueId}/pp-data) and the modification instructions. The values ueId shall take are specified in Table 6.5.3.2.2-1.


Figure 5.6.2.2.2-1: NF service consumer updates subscription data
1.	The NF service consumer (e.g. NEF, AMF) sends a PATCH request to the resource that represents a UE's modifiable subscription data.
2.	The UDM responds with "204 No Content".
NOTE:	Upon reception of an update or removal of maximum latency, maximum response time or DL Buffering Suggested Packet Count, UDM may need to adjust the value of active time and/or periodic registration timer and/or DL Buffering Suggested Packet Count and the UDM shall notify AMF and/or SMF if the values are updated (see clause 4.15.6.3a of 3GPP TS 23.502 [3]).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the PATCH response body.

[bookmark: _Toc51867690][bookmark: _Toc45028929][bookmark: _Toc45028094][bookmark: _Toc36457200][bookmark: _Toc27585234][bookmark: _Toc11338582]* * * Next Change * * * *

[bookmark: _Toc45028924][bookmark: _Toc45028089][bookmark: _Toc36457195][bookmark: _Toc27585229][bookmark: _Toc11338577]6.1.6.1	General
This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the data types defined for the Nudm_SDM service API.
Table 6.1.6.1-1: Nudm_SDM specific Data Types
	Data type
	Clause defined
	Description

	Nssai
	6.1.6.2.2
	Network Slice Selection Assistance Information

	SdmSubscription
	6.1.6.2.3
	A subscription to notifications

	AccessAndMobilitySubscriptionData
	6.1.6.2.4
	Access and Mobility Subscription Data

	SmfSelectionSubscriptionData
	6.1.6.2.5
	SMF Selection Subscription Data

	DnnInfo
	6.1.6.2.6
	Data Network Name and associated information (LBO roaming allowed flag)

	SnssaiInfo
	6.1.6.2.7
	S-NSSAI and associated information (DNN Info)

	SessionManagementSubscriptionData
	6.1.6.2.8
	User subscribed session management data

	DnnConfiguration
	6.1.6.2.9
	User subscribed data network configuration

	PduSessionTypes
	6.1.6.2.11
	Default/allowed session types for a data network

	SscModes
	6.1.6.2.12
	Default/allowed SSC modes for a data network

	SmsSubscriptionData
	6.1.6.2.13
	

	SmsManagementSubscriptionData
	6.1.6.2.14
	SMS Management Subscription Data

	SubscriptionDataSets
	6.1.6.2.15
	

	UeContextInSmfData
	6.1.6.2.16
	UE Context In SMF Data

	PduSession
	6.1.6.2.17
	

	IdTranslationResult
	6.1.6.2.18
	SUPI that corresponds to a given GPSI

	ModificationNotification
	6.1.6.2.21
	

	IpAddress
	6.1.6.2.22
	IP address (IPv4, or IPv6, or IPv6 prefix)

	UeContextInSmsfData
	6.1.6.2.23
	

	SmsfInfo
	6.1.6.2.24
	

	AcknowledgeInfo
	6.1.6.2.25
	

	SorInfo
	6.1.6.2.26
	Steering Of Roaming Information

	SharedData
	6.1.6.2.27
	Subscription Data shared by multiple UEs

	PgwInfo
	6.1.6.2.28
	Information about the DNNs/APNs and PGW-C+SMF FQDNs used in interworking with EPS

	TraceDataResponse
	6.1.6.2.29
	Contains Trace Data or a shared data Id identifying shared Trace Data

	SteeringContainer
	6.1.6.2.30
	

	SdmSubsModification
	6.1.6.2.31
	Modification instruction for a subscription to notifications

	EmergencyInfo
	6.1.6.2.32
	Information about emergency session

	UpuInfo
	6.1.6.2.33
	UE Parameters Update Information

	GroupIdentifiers
	6.1.6.2.34
	

	NiddInformation
	6.1.6.2.35
	Non-IP Data Delivery information

	CagData
	6.1.6.2.36
	

	CagInfo
	6.1.6.2.37
	

	DataSetName
	6.1.6.3.3
	

	PduSessionContinuityInd
	6.1.6.3.7
	

	AdditionalSnssaiData
	6.1.6.2.38
	Additional information specific to a slice

	VnGroupData
	6.1.6.2.39
	

	AppDescriptor
	6.1.6.2.40
	

	[bookmark: OLE_LINK15]AppPortId
	6.1.6.2.41
	Application Port Id

	LcsPrivacyData
	6.1.6.2.42
	

	Lpi
	6.1.6.2.43
	

	UnrelatedClass
	6.1.6.2.44
	

	PlmnOperatorClass
	6.1.6.2.45
	

	ValidTimePeriod
	6.1.6.2.46
	

	LcsMoData
	6.1.6.2.47
	

	EcRestrictionDataWb
	6.1.6.2.48
	Enhance Coverage Restriction Data

	ExpectedUeBehaviourData
	6.1.6.2.49
	Expected UE Behaviour Data

	MaximumResponseTime
	6.1.6.2.50
	Maximum Response Time

	MaximumLatency
	6.1.6.2.51
	Maximum Latency

	SuggestedPacketNumDl
	6.1.6.2.52
	Suggested Number of Downlink Packets

	SmfRegistrationInfo
	6.1.6.2.53
	

	FrameRouteInfo
	6.1.6.2.54
	Frame Route Information

	SorUpdateInfo
	6.1.6.2.55
	

	EnhancedCoverageRestrictionData
	6.1.6.2.56
	Enhanced Coverage Restriction Data

	EdrxParameters
	6.1.6.2.57
	eDRX Parameters

	PtwParameters
	6.1.6.2.58
	Paging Time Window Parameters

	OperationMode
	6.1.6.3.12
	Operation Mode

	SorUpdateIndicator
	6.1.6.3.13
	SoR Update Indicator

	ExternalUnrelatedClass
	6.1.6.2.62
	

	AfExternal
	6.1.6.2.63
	

	LcsClientExternal
	6.1.6.2.64
	

	LcsClientGroupExternal
	6.1.6.2.65
	

	ServiceTypeUnrelatedClass
	6.1.6.2.66
	

	UeId
	6.1.6.2.67
	

	DefaultUnrelatedClass
	6.1.6.2.68
	

	UeContextInAmfData
	6.1.6.2.70
	

	V2xSubscriptionData
	6.1.6.2.71
	V2X Subscription Data

	LcsBroadcastAssistanceTypesData
	6.1.6.2.72
	[bookmark: _Hlk40710916]LCS Broadcast Assistance Data Types

	DatasetNames
	6.1.6.2.73
	Data Set Names

	PlmnRestriction
	6.1.6.2.74
	

	DefaultDnnIndicator
	6.1.6.3.2
	

	LboRoamingAllowed
	6.1.6.3.2
	

	UeUsageType
	6.1.6.3.2
	

	MpsPriorityIndicator
	6.1.6.3.2
	

	McsPriorityIndicator
	6.1.6.3.2
	

	3GppChargingCharacteristics
	6.1.6.3.2
	3GPP Charging Characteristics

	DlPacketCount
	6.1.6.3.2
	

	MicoAllowed
	6.1.6.3.2
	

	SmsSubscribed
	6.1.6.3.2
	

	SharedDataId
	6.1.6.3.2
	

	IwkEpsInd
	6.1.6.3.2
	Interworking with EPS Indication

	SecuredPacket
	6.1.6.3.2
	

	UpuRegInd
	6.1.6.3.2
	

	ExtGroupId
	6.1.6.3.2
	

	NbIoTUePriority
	6.1.6.3.2
	

	CodeWord
	6.1.6.3.2
	

	AfId
	6.1.6.3.2
	

	LcsClientId
	6.1.6.3.2
	

	DataSetName
	6.1.6.3.3
	

	PduSessionContinuityInd
	6.1.6.3.7
	

	LocationPrivacyInd
	6.1.6.3.8
	

	PrivacyCheckRelatedAction
	6.1.6.3.9
	

	LcsClientClass
	6.1.6.3.10
	

	LcsMoServiceClass
	6.1.6.3.11
	

	OperationMode
	6.1.6.3.12
	

	SorUpdateIndicator
	6.1.6.3.13
	

	CodeWordInd
	6.1.6.3.14
	

	MdtUserConsent
	6.1.6.3.15
	MDT User Consent

	SharedDataTreatmentInstruction
	6.1.6.3.16
	



Table 6.1.6.1-2 specifies data types re-used by the Nudm_SDM service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudm_SDM service API.
Table 6.1.6.1-2: Nudm_SDM re-used Data Types
	Data type
	Reference
	Comments

	Dnn
	3GPP TS 29.571 [7]
	Data Network Name with Network Identifier only; this type is used as key in a map of:
- DnnConfigurations; see clause 6.1.6.2.8;
- EpsIwkPgws; see clause 6.2.6.2.2;
- ExpectedUeBehaviourData; see clause 6.1.6.2.8;

	DurationSec
	3GPP TS 29.571 [7]
	Time value in seconds

	ProblemDetails
	3GPP TS 29.571 [7]
	Common data type used in response bodies

	Snssai
	3GPP TS 29.571 [7]
	Single NSSAI

	Uri
	3GPP TS 29.571 [7]
	Uniform Resource Identifier

	Gpsi
	3GPP TS 29.571 [7]
	Generic Public Subscription Identifier

	RatType
	3GPP TS 29.571 [7]
	Radio Access Technology Type

	Area
	3GPP TS 29.571 [7]
	

	ServiceAreaRestriction
	3GPP TS 29.571 [7]
	

	CoreNetworkType
	3GPP TS 29.571 [7]
	

	SupportedFeatures
	3GPP TS 29.571 [7]
	see 3GPP TS 29.500 [4] clause 6.6

	PlmnId
	3GPP TS 29.571 [7]
	PLMN Identity

	PduSessionType
	3GPP TS 29.571 [7]
	

	SubscribedDefaultQos
	3GPP TS 29.571 [7]
	Subscribed Default QoS

	Ambr
	3GPP TS 29.571 [7]
	

	PduSessionId
	3GPP TS 29.571 [7]
	PduSessionId is used as key in a map of PduSessions; see clause 6.1.6.2.16.

	NfInstanceId
	3GPP TS 29.571 [7]
	

	Supi
	3GPP TS 29.571 [7]
	

	RfspIndex
	3GPP TS 29.571 [7]
	

	SscMode
	3GPP TS 29.571 [7]
	

	Ipv4Addr
	3GPP TS 29.571 [7]
	

	Ipv6Addr
	3GPP TS 29.571 [7]
	

	Ipv6Prefix
	3GPP TS 29.571 [7]
	

	SorMac
	3GPP TS 29.509 [24]
	

	SteeringInfo
	3GPP TS 29.509 [24]
	

	AckInd
	3GPP TS 29.509 [24]
	

	CounterSor
	3GPP TS 29.509 [24]
	

	UpuMac
	3GPP TS 29.509 [24]
	

	UpuData
	3GPP TS 29.509 [24]
	

	UpuAckInd
	3GPP TS 29.509 [24]
	

	CounterUpu
	3GPP TS 29.509 [24]
	

	[bookmark: _Hlk519761610]TraceData
	3GPP TS 29.571 [7]
	Trace control and configuration parameters

	NotifyItem
	3GPP TS 29.571 [7]
	

	UpSecurity
	3GPP TS 29.571 [7]
	

	ServiceName
	3GPP TS 29.510 [19]
	

	OdbPacketServices
	3GPP TS 29.571 [7]
	

	GroupId
	3GPP TS 29.571 [7]
	This type is also used as key of a map in attributes:
- vnGroupInfo and sharedVnGroupDataIds; see clause 6.1.6.2.4, 6.1.6.2.8, 6.1.6.2.27;

	DateTime
	3GPP TS 29.571 [7]
	

	CagId
	3GPP TS 29.571 [7]
	

	StnSr
	3GPP TS 29.571 [7]
	Session Transfer Number for SRVCC

	CMsisdn
	3GPP TS 29.571 [7]
	Correlation MSISDN

	OsId
	3GPP TS 29.519 [33]
	

	Uint16
	3GPP TS 29.571 [7]
	

	RgWirelineCharacteristics
	3GPP TS 29.571 [7]
	

	GeographicArea
	3GPP TS 29.572 [34]
	

	LcsServiceType
	3GPP TS 29.572 [34]
	

	ScheduledCommunicationTime
	6.5.6.2.9
	

	LocationArea
	6.5.6.2.10
	

	StationaryIndication
	6.5.6.3.3
	

	TrafficProfile
	6.5.6.3.4
	

	ScheduledCommunicationType
	6.5.6.3.5
	

	BatteryIndication
	6.5.6.2.14
	

	ScheduledCommunicationTime
	6.5.6.2.9
	

	LocationArea
	6.5.6.2.10
	

	StationaryIndication
	6.5.6.3.3
	

	TrafficProfile
	6.5.6.3.4
	

	ScheduledCommunicationType
	6.5.6.3.5
	

	BatteryIndication
	6.5.6.3.14
	

	AcsInfo
	3GPP TS 29.571 [7]
	ACS Information

	IPv4AddrMask
	3GPP TS 29.571 [7]
	

	NefId
	3GPP TS 29.510 [19]
	

	PatchResult
	3GPP TS 29.571 [7]
	

	NrV2xAuth
	3GPP TS 29.571 [7]
	

	LteV2xAuth
	3GPP TS 29.571 [7]
	

	BitRate
	3GPP TS 29.571 [7]
	

	MdtConfiguration
	3GPP TS 29.571 [7]
	

	Uint64
	3GPP TS 29.571 [7]
	



* * * Next Change * * * *
6.1.6.2.4	Type: AccessAndMobilitySubscriptionData
Table 6.1.6.2.4-1: Definition of type AccessAndMobilitySubscriptionData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See clause 6.1.8
	

	gpsis
	array(Gpsi)
	O
	0..N
	List of Generic Public Subscription Identifier; see 3GPP TS 29.571 [7]
	

	internalGroupIds
	array(GroupId)
	O
	1..N
	List of internal group identifier; see 3GPP TS 23.501 [2] clause 5.9.7
	

	sharedVnGroupDataIds
	map(SharedDataId)
	O
	1..N
	A map of identifiers of shared 5G VN group data (list of key-value pairs whereGroupId serves as key; see clause 6.1.6.1).
This attribute is only applicable to the Nudm interface and shall not be included over the Nudr interface.
	

	subscribedUeAmbr
	AmbrRm
	O
	0..1
	
	

	nssai
	Nssai
	O
	0..1
	Network Slice Selection Assistance Information
	

	ratRestrictions
	array(RatType)
	O
	0..N
	List of RAT Types that are restricted in 5GC and EPC; see 3GPP TS 29.571 [7] (NOTE 2)
	

	forbiddenAreas
	array(Area)
	O
	0..N
	List of forbidden areas in 5GS
	

	serviceAreaRestriction
	ServiceAreaRestriction
	O
	0..1
	Subscribed Service Area Restriction
	

	coreNetworkTypeRestrictions
	array(CoreNetworkType)
	O
	0..N
	List of Core Network Types that are restricted.
The use of the value "5GC" is deprecated on Nudm and shall be discarded by the receiving AMF.
	

	rfspIndex
	RfspIndexRm
	O
	0..1
	Index to RAT/Frequency Selection Priority;
	

	subsRegTimer
	DurationSecRm
	O
	0..1
	Subscribed periodic registration timer; (see clause 5.20 of 3GPP TS 23.501 [2], clause 4.15.3.2.3b and 4.15.6.3a of 3GPP TS 23.502 [3] and 3GPP TS 29.571 [7]).
	

	ueUsageType
	UeUsageType
	O
	0..1
	
	

	mpsPriority
	MpsPriorityIndicator
	O
	0..1
	
	

	mcsPriority
	McsPriorityIndicator
	O
	0..1
	
	

	activeTime
	DurationSecRm
	O
	0..1
	subscribed active time for PSM UEs (see clause 5.20 of 3GPP TS 23.501 [2] and clause 4.15.3.2.3b and 4.15.6.3a of 3GPP TS 23.502 [3]).
	

	dlPacketCount
	DlPacketCount
	O
	0..1
	DL Buffering Suggested Packet Count indicates whether extended buffering of downlink packets for High Latency Communication is requested.
	

	sorInfo
	SorInfo
	O
	0..1
	On Nudm, this IE shall be present if the UDM shall send the information for Steering of Roaming during registration or the subscription data update to the UE. The UDM may detect the need to send sorInfo by retrieving context information from the UDR.
(NOTE 4)
	

	sorInfoExpectInd
	Boolean
	C
	0..1
	Contains the indication on whether or not the UE is expecting to receive SoR information at initial registration.
-	When set to true; it indicates that the UE is expecting to receive SoR information at initial registration in a VPLMN, i.e. the UDM shall send SoR information to the AMF on Nudm even when nothing was received from UDR or SOR-AF. In case the UDM was not able to obtain SoR information, SoR information sent on Nudm shall contain the indication that "no change" is needed.
-	When set to false: it indicates that the UE is not expecting to receive SoR information at initial registration, i.e. the UDM shall send SoR information to the AMF based on operator policy.

This attribute may be present on Nudr interface and shall be absent on UDM interface.

The UDM shall ignore this attribute if the UE is not roaming out of its HPLMN.
	

	sorafRetrieval
	boolean
	C
	0..1
	Contains the indication on whether or not SoR information shall be retrieved from the SOR-AF.
-	When set to true: it indicates that the UDM shall retrieve SoR information from the SOR-AF.
-	When set to false or absent: it indicates that the retrieval of SorInfo from the SOR-AF is not required.

This attribute may be present on Nudr interface and shall be absent on Nudm interface.

The UDM shall ignore this attribute if it is received in Nudr but the UE is not roaming out of its HPLMN.
	

	sorUpdateIndicatorList
	array(SorUpdateIndicator)
	C
	1..N
	When present, it contains the list of SoR Update Indicators;
-	It shall indicate that the AMF shall retrieve SoR information when the UE performs Registration with NAS Registration Type "Initial Registration" if the value "INITIAL_REGISTRATION" is included;
-	And/or it shall indicate that the AMF shall retrieve SoR information when the UE performs Registration with NAS Registration Type "Emergency Registration" if the value "EMERGENCY_REGISTRATION" is included.

When absent on Nudm interface, it indicates that the AMF is not requested to retrieve SoR information when the UE performs Registration with either NAS Registration Type "Initial Registration" or NAS Registration Type "Emergency Registration".

The UDM shall ignore this attribute if the UE is not roaming out of its HPLMN.
	

	upuInfo
	UpuInfo
	O
	0..1
	This IE shall be present if the UDM shall send the information for UE Parameters Update after the UE has been successfully authenticated and registered to the 5G system.
	

	micoAllowed
	MicoAllowed
	O
	0..1
	Indicates whether the UE subscription allows MICO mode.
	

	sharedAmDataIds
	array(SharedDataId)
	O
	0..N
	Identifier of shared Access And Mobility Subscription data
	SharedData

	odbPacketServices
	OdbPacketServices
	O
	0..1
	Operator Determined Barring for Packet Oriented Services (NOTE 3).
	

	subscribedDnnList
	array(Dnn)
	O
	0..N
	List of the subscribed DNNs for the UE (including optionally the Wildcard DNN). Used to determine the list of LADN available to the UE as defined in clause 5.6.5 of TS 23.501 [2].
When present, this IE shall contain the Network Identifier only.
	

	serviceGapTime
	DurationSec
	O
	0..1
	Used to set the Service Gap timer for Service Gap Control (see TS 23.501 [2] clause 5.26.16 and TS 23.502 [3] clause 4.2.2.2.2).
	

	mdtUserConsent
	MdtUserConsent
	O
	0..1
	When present, this IE shall indicate whether the user has given his consent for MDT activation or not (see clause 4.9 of 3GPP TS 32.422 [48]).
When absent, "CONSENT_NOT_GIVEN" is the default value.
	

	mdtConfiguration
	MdtConfiguration
	C
	0..1
	This IE shall be present if the MDT task is activated.
When present, this IE shall contain MDT configuration data for UE (see clause 4.1.2.17 of 3GPP TS 32.422 [48]).
	

	traceData
	TraceData
	O
	0..1
	Trace requirements about the UE, only sent to AMF in the HPLMN or one of its equivalent PLMN(s)
	

	cagData
	CagData
	O
	0..1
	Closed Access Group Data.
Shall be absent if both
- no CAG is subscribed for the serving PLMN and
- an acknowledgement from the UE is not pending.
	CAGFeature

	stnSr
	StnSr
	O
	0..1
	This IE shall be present if the UE is subscribed to 5G SRVCC.
When present, it indicates the STN-SR (Session Transfer Number for SRVCC) of the UE.
	

	cMsisdn
	CMsisdn
	O
	0..1
	This IE shall be present if the UE is subscribed to 5G SRVCC.
When present, it indicates the C-MSISDN (Correlation MSISDN) of the UE.
	

	nbIoTUePriority
	NbIoTUePriority
	O
	0..1
	Indicates NB IoT UE priority which is used by the NG-RAN to prioritise resource allocation between UEs accessing via NB-IoT(see clause 5.31.17 of 3GPP TS 23.501 [2]).
	

	nssaiInclusionAllowed
	boolean
	O
	0..1
	Indicates that the UE is allowed to include NSSAI in the RRC connection establishment in clear text for 3GPP access.

true: indicates that NSSAI can be included in RRC connection establishment by the UE.

false or absent: indicates that NSSAI cannot be included.
	

	rgWirelineCharacteristics
	RgWirelineCharacteristics
	O
	0..1
	Indicates the RG Level Wireline Access Characteristics as specified in 3GPP TS 23.316 [37].
	

	ecRestrictionDataWb
	EcRestrictionDataWb
	O
	0..1
	Indicates Enhanced Coverage Restriction Data for WB-N1 mode.
If absent, indicates Enhanced Coverage is not restricted for WB-N1 mode.
	

	ecRestrictionDataNb
	boolean
	O
	0..1
	If present, this IE shall indicate whether Enhanced Coverage for NB-N1 mode is restricted or not.

true: Enhanced Coverage for NB-N1 mode is restricted.
false or absent: Enhanced Coverage for NB-N1 mode is allowed.
	

	expectedUeBehaviour
	ExpectedUeBehaviourData
	O
	0..1
	Indicates Expected UE Behaviour parameters associated with AMF(see clause 5.20 of 3GPP TS 23.501 [2] and clause  4.15.6.3 of 3GPP TS 23.502 [3]).
This attribute is only applicable to the Nudm interface and shall not be included over the Nudr interface.
	

	maximumResponseTimeList
	array(MaximumResponseTime)
	O
	1..N
	Indicates Maximum Response Time associated with AMF (see clause 5.20 of 3GPP TS 23.501 [2] and clause  4.15.6.3a of 3GPP TS 23.502 [3]).
This attribute is only applicable to the Nudm interface and shall not be included over the Nudr interface.
	

	maximumLatencyList
	array(MaximumLatency)
	O
	1..N
	Indicates Maximum Latency associated with AMF (see clause 5.20 of 3GPP TS 23.501 [2] and clause  4.15.6.3a of 3GPP TS 23.502 [3]).
This attribute is only applicable to the Nudm interface and shall not be included over the Nudr interface.
	

	primaryRatRestrictions
	array(RatType)
	O
	0..N
	List of RAT Types that are restricted for use as primary RAT in 5GC and EPC; see 3GPP TS 29.571 [7] (NOTE 2)
	

	secondaryRatRestrictions
	array(RatType)
	O
	0..N
	List of RAT Types that are restricted for use as secondary RAT in 5GC and EPC; see 3GPP TS 29.571 [7] (NOTE 2)
	

	edrxParametersList
	array(EdrxParameters)
	O
	1..N
	List of subscribed the extended idle mode DRX parameters (see clause 5.31.7.2.1 of 3GPP TS 23.501 [2]).
	

	ptwParametersList
	array(PtwParameters)
	O
	1..N
	List of subscribed the Paging Time Window parameters (see clause 5.31.7.2.1 of 3GPP TS 23.501 [2]).
	

	iabOperationAllowed
	boolean
	O
	0..1
	Indicates that the UE is allowed for IAB operation as specified in 3GPP TS 23.501 [2].

true: indicates that the UE is allowed for IAB operation.

false or absent: indicates that the UE is not allowed for IAB operation.
	

	adjacentPlmnRestrictions
	map(PlmnRestriction)
	O
	1..N
	A map (list of key-value pairs where PlmnId converted to string serves as key; see 3GPP TS 29.571 [7]) of PlmnRestrictions for adjacent PLMNs
	

	NOTE 1:	AccessAndMobilitySubscriptionData can be UE-individual data or shared data. 
UE-individual data take precedence over shared data unless treatment instructions associated to the shared data indicate otherwise. 
E.g.: When an attribute of type array is present but empty within UE-Individual data and present (with any cardinality) in shared data and no treatment instructions are applicable, the empty array takes precedence. Similarly, when a nullable attribute is present with value null within the individual data and present (with any value) in shared data and no treatment instructions are applicable, the null value takes precedence (i.e. for the concerned UE the attribute is considered absent).
NOTE 2:	If the primaryRatRestrictions and secondaryRatRestrictions attributes are supported by the sender, the sender shall include the list of RAT Types that are restricted, if any, in the ratRestrictions attribute, shall include the list of RAT Types that are restricted for use as primary RAT, if any, in the primaryRatRestrictions attribute and shall include the list of RAT Types that are restricted for use as secondary RAT, if any, in the secondaryRatRestrictions attribute. If the primaryRatRestrictions and secondaryRatRestrictions attributes are supported by the receiver, the receiver shall use the data in the primaryRatRestrictions attribute, if received, as the list of RAT Types that are restricted for use as primary RAT, and shall use the data in the secondaryRatRestrictions attribute, if received, as the list of RAT Types that are restricted for use as secondary RAT, otherwise the receiver shall use the data in the ratRestrictions attribute, if received, as the list of RAT Types that are restricted.
If the secondaryRatRestictions attribute is included in the subscription profile, the content may be sent to MME during inter RAT handover from NR SA to EN-DC, for the purpose of adequate SGW selection at MME based on subscription profile, and to avoid allocating unnecessary resources for secondary RAT at EPC if it is restricted.
NOTE 3:	The AMF shall take responsibility to perform PDU session related actions subject to change of OdbPacketService, e.g. release existing PDU session.
NOTE 4:	The UDM shall ignore the content of sorInfo received on Nudr if "sorafRetrieval" is set to true.
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* * * Next Change * * * *
6.1.6.2.50	Type: MaximumResponseTimeVoid
Table 6.1.6.2.50-1: Definition of type MaximumResponseTime
	Attribute name
	Data type
	P
	Cardinality
	Description

	maximumResponseTime
	DurationSec
	M
	1
	Value in seconds.

	validityTime
	DateTime
	O
	0..1
	If present, identifies the time to which the Network Configuration Parameters expire and shall be deleted locally if it expire (see TS 23.502 [3] clause 4.15.6.3a).
(NOTE 1)

	NOTE 1:	If this attribute is omitted, no expiry for the expected UE behaviour parameters applies.
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* * * Next Change * * * *
6.1.6.2.51	Type: MaximumLatencyVoid
Table 6.1.6.2.51-1: Definition of type MaximumLatency
	Attribute name
	Data type
	P
	Cardinality
	Description

	maximumLatency
	DurationSec
	M
	1
	Value in seconds.

	validityTime
	DateTime
	O
	0..1
	If present, identifies the time to which the Network Configuration Parameters expire and shall be deleted locally if it expire (see TS 23.502 [3] clause 4.15.6.3a).
(NOTE 1)

	NOTE 1:	If this attribute is omitted, no expiry for the expected UE behaviour parameters applies.



* * * Next Change * * * *
6.5.6.2.3	Type: CommunicationCharacteristics
Table 6.5.6.2.3-1: Definition of type CommunicationCharacteristics
	Attribute name
	Data type
	P
	Cardinality
	Description

	ppSubsRegTimer
	PpSubsRegTimer
	O
	0..1
	AF provisionedSubscribed periodic registration timer; nullable (NOTE x)

	ppActiveTime
	PpActiveTime
	O
	0..1
	AF provisioned active time; nullable (NOTE x)

	ppDlPacketCount
	PpDlPacketCount
	O
	0..1
	AF provisioned DL Buffering Suggested Packet Count; nullable

	ppDlPacketCountExt
	PpDlPacketCountExt
	C
	0..1
	AF provisioned DL Buffering Suggested Packet Count Extension; nullable.
Shall be absent if ppDlPacketCount is absent, and shall be null if ppDlPacketCount is null.

	ppMaximumResponseTime
	PpMaximumResponseTime
	O
	0..1
	AF provisioned Maximum Response Time; nullable

	ppMaximumLatency
	PpMaximumLatency
	O
	0..1
	AF provisioned Maximum Latency; nullable

	NOTE:	If ppDlPacketCountExt is absent and ppDlPacketCount (whether the value is null or not) is present in a modification request, it shall result in deletion of ppDlPacketCountExt.
NOTE x:	These IEs are deprecated. An NF service consumer (i.e. AF) supporting this release shall use ppMaximumResponseTime IE to influence the Subscribed Active Time of the UE; use ppMaximumLatency IE to influence the Subscribed Periodic Registration Timer of the UE.


[bookmark: _Toc27585280][bookmark: _Toc36457246][bookmark: _Toc45028140][bookmark: _Toc45028975][bookmark: _Toc51867736][bookmark: _Toc27585555][bookmark: _Toc36457562][bookmark: _Toc45028480][bookmark: _Toc45029315]
* * * Next Change * * * *
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openapi: 3.0.0

info:
  version: '2.2.0.alpha-1'
  title: 'Nudm_SDM'
  description: |
    Nudm Subscriber Data Management Service.
    © 2020, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.503 Unified Data Management Services, version 17.0.0
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.503/'

servers:
  - url: '{apiRoot}/nudm-sdm/v2'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause clause 4.4 of 3GPP TS 29.501.

security:
  - oAuth2ClientCredentials:
    - nudm-sdm
  - {}


******************* Text Skipped for Clarity *******************

    AccessAndMobilitySubscriptionData:
      type: object
      properties:
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        gpsis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        internalGroupIds:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'
          minItems: 1
        sharedVnGroupDataIds:
          type: object
          additionalProperties:
            $ref: '#/components/schemas/SharedDataId'
          minProperties: 1
        subscribedUeAmbr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AmbrRm'
        nssai:
          $ref: '#/components/schemas/Nssai'
        ratRestrictions:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/RatType'
        forbiddenAreas:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Area'
        serviceAreaRestriction:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ServiceAreaRestriction'
        coreNetworkTypeRestrictions:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/CoreNetworkType'
        rfspIndex:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RfspIndexRm'
        subsRegTimer:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSecRm'
        ueUsageType:
          $ref: '#/components/schemas/UeUsageType'
        mpsPriority:
          $ref: '#/components/schemas/MpsPriorityIndicator'
        mcsPriority:
          $ref: '#/components/schemas/McsPriorityIndicator'
        activeTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSecRm'
        dlPacketCount:
          $ref: '#/components/schemas/DlPacketCount'
        sorInfo:
          $ref: '#/components/schemas/SorInfo'
        sorInfoExpectInd:
          type: boolean
        sorafRetrieval:
          type: boolean
          default: false
        sorUpdateIndicatorList:
          type: array
          items:
            $ref: '#/components/schemas/SorUpdateIndicator'
          minItems: 1
        upuInfo:
          $ref: '#/components/schemas/UpuInfo'
        micoAllowed:
          $ref: '#/components/schemas/MicoAllowed'
        sharedAmDataIds:
          type: array
          items:
            $ref: '#/components/schemas/SharedDataId'
          minItems: 1
        odbPacketServices:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/OdbPacketServices'
        subscribedDnnList:
          type: array
          items:
            anyOf:
              - $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
              - $ref: 'TS29571_CommonData.yaml#/components/schemas/WildcardDnn'
        serviceGapTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        mdtUserConsent:
          $ref: '#/components/schemas/MdtUserConsent'
        mdtConfiguration:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MdtConfiguration'
        traceData:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TraceData'
        cagData:
          $ref: '#/components/schemas/CagData'
        stnSr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/StnSr'
        cMsisdn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/CMsisdn'
        nbIoTUePriority:
          $ref: '#/components/schemas/NbIoTUePriority'
        nssaiInclusionAllowed:
          type: boolean
          default: false
        rgWirelineCharacteristics:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RgWirelineCharacteristics'
        ecRestrictionDataWb:
          $ref: '#/components/schemas/EcRestrictionDataWb'
        ecRestrictionDataNb:
          type: boolean
          default: false
        expectedUeBehaviourList:
          $ref: '#/components/schemas/ExpectedUeBehaviourData'
        maximumResponseTimeList:
          type: array
          items:
            $ref: '#/components/schemas/MaximumResponseTime'
          minItems: 1
        maximumLatencyList:
          type: array
          items:
            $ref: '#/components/schemas/MaximumLatency'
          minItems: 1
        primaryRatRestrictions:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/RatType'
        secondaryRatRestrictions:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/RatType'
        edrxParametersList:
          type: array
          items:
            $ref: '#/components/schemas/EdrxParameters'
          minItems: 1
        ptwParametersList:
          type: array
          items:
            $ref: '#/components/schemas/PtwParameters'
          minItems: 1
        iabOperationAllowed:
          type: boolean
          default: false
        adjacentPlmnRestrictions:
          description: A map (list of key-value pairs where PlmnId serves as key) of PlmnRestriction
          type: object
          additionalProperties:
            $ref: '#/components/schemas/PlmnRestriction'


******************* Text Skipped for Clarity *******************

    MaximumResponseTime:
      type: object
      required:
        - maximumResponseTime
      properties:
        maximumResponseTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        validityTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'

    MaximumLatency:
      type: object
      required:
        - maximumLatency
      properties:
        maximumLatency:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        validityTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'

******************* Text Skipped for Clarity *******************


* * * End of Changes * * * *
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