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	Reason for change:
	SBI binding level of PCF/SMF/I-SMF/V-SMF is included in UE Context, which will be sent from the source AMF to target AMF.

But the definition of SbiBindingLevel IE does not include the binding level of binding to NF service instance. As the producer may optionally send the binding indication to consumer, if the SbiBindingLevel is not included in the UE context, there are different understandings:

· The producer does not send the binding indication to the consumer;
· The producer sends the binding indication to the consumer, and the binding level is binding to NF service instance.

It is proposed to define the enumeration on binding to NF service instance into the SbiBindingLevel IE.

	
	

	Summary of change:
	Add enumeration value for binding to NF service instance into SbiBindingLevel IE.

	
	

	Consequences if not approved:
	Different implementation if the SbiBindingLevel IE is not received, which may cause inter-operation issue.
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	6.1.6.3.20, A.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR introduces backward compatible corrections to the OpenAPI file for Namf_Communication API.
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[bookmark: _Toc11343213][bookmark: _Toc18495025][bookmark: _Toc25156433][bookmark: _Toc34124737][bookmark: _Toc43207863][bookmark: _Toc49857334][bookmark: _Toc51925547]6.1.6.3.20	Enumeration: SbiBindingLevel
Table 6.1.6.3.20-1: Enumeration SbiBindingLevel
	Enumeration value
	Description

	"NF_INSTANCE_BINDING"
	Indicates binding to NF instance

	"NF_SET_BINDING"
	Indicates binding to NF Set

	"NF_SERVICE_SET_BINDING"
	Indicates binding to NF Service Set

	"NF_SERVICE_INSTANCE_BINDING"
	Indicates binding to NF Service instance



* * * Next Change * * * *

[bookmark: _Toc25156615][bookmark: _Toc34124920][bookmark: _Toc43208056][bookmark: _Toc49857523][bookmark: _Toc51925743]A.2	Namf_Communication API
openapi: 3.0.0
info:
  version: 1.1.1
  title: Namf_Communication
  description: |
    AMF Communication Service
    © 2020, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
[…]
    SbiBindingLevel:
      anyOf:
      - type: string
        enum:
          - NF_INSTANCE_BINDING
          - NF_SET_BINDING
          - NF_SERVICE_SET_BINDING
          - NF_SERVICE_INSTANCE_BINDING
      - type: string
[…]
* * * End of Changes * * * *

