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* * * * Begin of Change * * * *

5.2.2.3.2
Subscription to notifications of data change

Figure 5.2.2.3.2-1 shows a scenario where the NF service consumer sends a request to the UDM to subscribe to notifications of data change (see also 3GPP TS 23.502 [3] figure 4.2.2.2.2-1 step 14). The request contains a callback URI and the URI of the monitored resource.


[image: image1.emf]NF service 

consumer

UDM

1. POST…/{ueId}/sdm-subscriptions (SdmSubscription)

2a. 201 Created (SdmSubscription)

2b. 404 Not Found

2c. 501 Not Implemented


Figure 5.2.2.3.2-1: NF service consumer subscribes to notifications

1.
The NF service consumer sends a POST request to the parent resource (collection of subscriptions) (.../{ueId}/sdm-subscriptions), to create a subscription as present in message body. The payload body of the POST request shall contain a representation of the individual subscription resource to be created. There shall be only one subscription per UE per NF service consumer identified by the ueId in URI and NfInstanceId in SdmSubscription.
2a.
On success, the UDM responds with "201 Created" with the message body containing a representation of the created subscription. The Location HTTP header shall contain the URI of the created subscription.
In case of partial success, "201 Created" should contain only the monitores resource Uris that are supported by the UDM.
2b.
If there is no valid subscription data for the UE, HTTP status code "404 Not Found" shall be returned including additional error information in the response body (in the "ProblemDetails" element).

2c.
If the UE subscription data exist, but the requested subscription to data change notification cannot be created (e.g. due to an invalid/unsupported data reference to be monitored, contained in the SdmSubscription parameter), HTTP status code "501 Not Implemented" shall be returned including additional error information in the response body (in the "ProblemDetails" element).
"501 Not Implemented" shall be returned only when none of the montitoredResourceUris are supported by the UDM.
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the POST response body.

* * * * End Of Change * * * *

