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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28005320][bookmark: _Toc45133293][bookmark: _Toc51761982]5.5.2.2.1	PFD retrieval
This procedure enables the SMF to retrieve PFDs for application identifier(s) from the PFDF as depicted in figure 5.5.2.2.1-1 when:
-	a PCC rule with the application identifier(s) is provided or activated and PFDs for the corresponding application identifier(s) provisioned by the PFDF are not available at the SMF; and
-	the caching timer for an application identifier expires and the PCC Rule for this application identifier is still active.
The SMF may retrieve PFDs for one or more application identifiers in the same Request. All PFDs related to an application identifier are provided in the response from the UDR to NEF (PFDF) to the SMF.




Figure 5.5.2.2.1-1: PFD retrieval by SMF
1.	In order to retrieve the PFDs of individual application identifier, the SMF shall invoke Nnef_PFDmanagement_Fetch service operation by sending an HTTP GET request message to the resource "Individual application PFD".
	In order to retrieve the PFDs of all application identifiers, the SMF shall invoke the Nnef_PFDmanagement_Fetch service operation by sending an HTTP GET request message to the resource "PFD of applications".
	In order to retrieve the PFDs of collection of application identifiers, the SMF shall invoke the Nnef_PFDmanagement_Fetch service operation by sending an HTTP GET request message to the resource "PFD of applications" with query parameters indicating the requested application identifiers.
NOTE 1:	For details of Nnef_PFDmanagement_Fetch service operation refer to 3GPP TS 29.551 [25].
2.	If the requested PFDs are not available in PFDF, PFDF shall invoke Nudr_DataRepository_Query service operation by sending an HTTP GET request message to the UDR to the resource "Individual PFD Data" as specified in 3GPP TS 29.519 [12].
NOTE 2:	The SMF in step 1 can include PFD management request for multiple applications, but the UDR service for PFD management only supports one application at a time.
3.	The UDR shall send an HTTP GET response message including the requested PFDs to the NEF.
4.	The NEF (PFDF) sends the HTTP GET response message "200 OK" including the PFDs for the requested application identifier(s) to the SMF.
*** End of Changes ***
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