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	Reason for change:
	For UE communication, only one SUPI or internal group Id shall be provided during the event subscription/request, and the analytics result of UE communication is per SUPI or internal group Id, as described in TS 23.288:
===== subclause 6.7.3.1 of TS 23.288 =====
The consumer of these analytics may indicate in the request:
-	The Target of Analytics Reporting which is a single UE or a group of UEs.
===== subclause 6.7.3.3 of TS 23.288 =====
Table 6.7.3.3-1: UE Communication Statistics
	Information
	Description

	UE group ID or UE ID
	Identifies an UE or a group of UEs, e.g. internal group ID defined in TS 23.501 [2] clause 5.9.7 or SUPI (see NOTE).

	UE communications (1..max)
	List of communication time slots.

	……
	



Current specification allowes more than one SUPI or internal group Id can be provided during the event subscription/request to filter the target of analytics reporting, but the analytics result is per subscription/request level (multiple SUPIs or internal group Ids), which is misalignment with stage 2 requirement.
Two following solutions can be considerred to update current specification that:
1. only one SUPI or internal group Id can be provided as target of analytics reporting during event subscription/request, or 
2. the NWDAF shall provide analytics result of UE communication per SUPI or internal group Id.
Considerring that NBC issue (SUPI or Internal group Id shall be included in each UeCommunication data type as defined in subclause 5.1.6.2.13) will be introduced if using Solution 2, it’s proposed to update the specification as Solution 1, which fully align with stage 2.
Except Service Experience event, all other events (i.e. UE mobility event, Abnormal behaviour event, Network Performance event, NF load event and User data congestion event), which can provided SUPI or internal group Id as target of analytics reporting, have the same issue.

	
	

	Summary of change:
	Update the specification that only one SUPI or internal group Id can be provided as target of analytics reporting during event subscription/request for some events.

	
	

	Consequences if not approved:
	Misalignment with stage 2 requirement.

	
	

	Clauses affected:
	5.1.6.2.8

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not impact the OpenAPI file.

	
	

	This CR's revision history:
	



Page 1


Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc36102462][bookmark: _Toc43563504][bookmark: _Toc45134047][bookmark: _Toc50032695][bookmark: _Toc28012821][bookmark: _Toc34266291][bookmark: _Toc51763007]5.1.6.2.8	Type TargetUeInformation
Table 5.1.6.2.8-1: Definition of type TargetUeInformation
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	anyUe
	boolean
	O
	0..1
	Identifies any UE when setting to true.
	ServiceExperience
NetworkPerformance
NfLoad
UserDataCongestion
AbnormalBehaviour
QoSSustainability

	supis
	array(Supi)
	O
	1..N
	Identifies a SUPI for an UE.
(NOTE 2)
	UeMobility
UeCommunication
NetworkPerformance 
AbnormalBehaviour
UserDataCongestion
NfLoad
ServiceExperience

	intGroupIds
	array(GroupId)
	O
	1..N
	Represents an internal group identifier and identifies a group of UEs.
(NOTE 2)
	UeMobility
UeCommunication
NetworkPerformance 
AbnormalBehaviour
ServiceExperience

	NOTE 1:	For an applicable feature, only one attribute identifying the target UE shall be provided.
NOTE 2:	Only one element in the attribute shall be provided for the applicable events except the "SERVICE_EXPERIENCE" event.



*** End of Changes ***
