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The Application Function Exposure Service, as defined in 3GPP TS 23.502 [3] and 3GPP TS 23.288 [4], is provided by the Application Function (AF).
This service:
-	allows NF service consumers to subscribe, modify and unsubscribe for application events; and
-	notifies NF service consumers with a corresponding subscription about observed events on the AF.
The types of observed events include:
-	Service Experience informationdata of for an application;
-	UE mobility information;
-	UE communication information; and
-	Exceptions information.
When the event occurs, to which the NF service consumer has subscribed occursto, the AF reports the requested information to the NF service consumer based on the event reporting information definition requested by the NF service consumer (see 3GPP TS 23.502 [3]).
* * * Next changes * * * *
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The Data Analytics Architecture is defined in 3GPP TS 23.288 [4].
The Application Function Exposure Service (Naf_EventExposure) is part of the Naf service-based interface exhibited by the Application Function (AF).
The known NF service consumers of the Naf_EventExposure service are the Network Exposure Function (NEF) and the Network Data Analytics Function (NWDAF).
The Naf_EventExposure service is provided by the AF and consumed by NF service consumers (e.g. the NEF, and the NWDAF), as shown in figure 4.1.2-1 for the SBI representation model and in figure 4.1.2-2 for reference point representation model.


Figure 4.1.2-1: Naf_EventExposure service Architecture, SBI representation


Figure 4.1.2-2: Naf_EventExposure service Architecture, reference point representation

* * * Next changes * * * *
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The AF is a functional element that provides service or application related information to the NF service consumers.
The AF allows NF service consumers to subscribe to and unsubscribe from periodic notifications and/or notifications when related to the detection of subscribed event is detected.

* * * Next changes * * * *
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The Network Data Analytics Function (NWDAF):
-	supports (un)subscribing to notifications of subscribed event(s) from the AF;
-	supports receiving the notifications of subscribed event(s) from the AF.
The Network Exposure Function (NEF):
-	supports (un)subscribing to notifications of service experience information from the AF;
-	supports receiving the notifications of subscribed event(s) from the AF.

* * * Next changes * * * *
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This service operation is used by an NF service consumer to subscribe for event notifications on specific event(s), or to modify an existing subscription. 
The following are the types of events for which a subscription can be made:
-	Service Experience informationdata for an application; 
-	UE mobility information;
-	UE communication information; and
-	Exceptions information.
The following procedures using the Naf_EventExposure_Subscribe service operation are supported:
-	creating a new subscription;
-	modifying an existing subscription.

* * * Next changes * * * *
4.2.2.2	Creating a new subscription
Figure 4.2.2.2-1 illustrates the creation of a subscription.


Figure 4.2.2.2-1: Creation of a subscription
To subscribe to event notifications, the NF service consumer shall send an HTTP POST request to the AF with: "{apiRoot}/naf-eventexposure/<apiVersion>/subscriptions/" as request URI as shown in step 1 of figure 4.2.2.2-1, and the "AfEventExposureSubsc" data structure as request body. 
The "AfEventExposureSubsc" data structure shall include:
-	description of subscribed event information as "eventsSubs" attribute by using one or more "EventsSubs" data;
-	description of the event reporting information as "eventsRepInfo" attribute;
-	a URI where to receive the requested notifications as "notifUri" attribute; 
-	a Notification Correlation Identifier assigned by the NF service consumer for the requested notifications as "notifId" attribute.
The "EventsSubs" data shall include:
-	a event to subscribe as a "event" attribute; and
-	event filter information as "eventFilter" attribute associated with the event.
The "eventsRepInfo" attribute may include:
-	event notification method (periodic, one time, on event detection) as "notifMethod" attribute; 
-	Maximum Number of Reports as "maxReportNbr" attribute; 
-	Monitoring Duration as "monDur" attribute;
-	repetition period for periodic reporting as "repPeriod" attribute;
-	immediate reporting indication as "immRep" attribute;
-	sampling ratio as "sampRatio" attribute; and/or
-	group reporting guard time as "grpRepTime" attribute.
The "eventFilter" shall include:
-	identification of target UE(s) to which the subscription applies via : 
1)	identification of individual UE(s) via "gpsis" attribute or "supis" attribute; or
2)	identification of group(s) of UE(s) via "exterGroupIds" attribute or "interGroupIds" attribute; or
3)	identification of any UE via "anyUeInd" attribute.
Depending on the event type:
-	if the feature "ServiceExperience" is supported and the event is "SVC_EXPERIENCE", the "eventFilter" attribute may provide:
1)	identification of application to which the subscription applies via "appIds" attribute;
2)	an area of interest via "locArea" attribute.
-	if the feature "Exceptions" is supported and the event is "EXCEPTIONS", the "eventFilter" attribute may provide:
1)	identification of application to which the subscription applies via "appIds" attribute;
2)	an area of interest via "locArea" attribute;
-	if the feature "UeCommunication" is supported and the event is "UE_COMM", the "eventFilter" attribute may provide:
1)	identification of application to which the subscription applies via "appIds" attribute;
2)	an area of interest via "locArea" attribute.
-	if the feature "UeMobility" is supported and the event is "UE_MOBILITY", the "eventFilter" attribute may provide:
1)	identification of application to which the subscription applies via "appIds" attribute;
2)	an area of interest via "locArea" attribute.
If the AF cannot successfully fulfil the received HTTP POST request due to the an internal error or an error in the HTTP POST request, the AF shall send the HTTP error response as specified in subclause 5.7.
Upon successful reception of the HTTP POST request with "{apiRoot}/naf-eventexposure/<apiVersion>/subscriptions/" as request URI and "AfEventExposureSubsc" data structure as request body, the AF shall create a new "Individual Application Event Subscription" resource, shall store the subscription and shall send an HTTP "201 Created" response as shown in step 2 of figure 4.2.2.2-1. , containingThe AF shall include in the "201 Created" response:
-	a Location header field; and
-	an "AfEventExposureSubsc" data type in the payload body.
The Location header field shall contain the URI of the created individual application session context resource i.e. "{apiRoot}/naf-eventexposure/<apiVersion>/subscriptions/{subscriptionId}".
The "AfEventExposureSubsc" data type payload body shall contain the representation of the created "Individual Application Event Subscription". 
When the "monDur" attribute is included in the response by the AF, it represents AF selected expiry time that is equal or less than the received expiry time received in the request.
When the "immRep" attribute is included and sets to "true" in the subscription and the subscribed events are available, the AF shall include the reports of the events subscribed, if available, in the HTTP POST response. 
When the sampling ratio as, the "sampRatio" attribute, is included in the subscription, the AF shall select a random subset of UEs among the target UEs according to the sampling ratio and only report the event(s) related to the selected subset of UEs.
When the group reporting guard time as the "grpRepTime" attribute is included in the subscription, the AF shall accumulate all the event reports for the target UEs until the group reporting guard time expires. Then the AF shall notify the NF service consumer using the Naf_EventExposure_Notify service operation, as described in subclause 4.2.4.2.

* * * Next changes * * * *
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Figure 4.2.2.3-1 illustrates the modification of an existing subscription.



Figure 4.2.2.3-1: Modification of an existing subscription
To modify an existing subscription to event notifications, the NF service consumer shall send an HTTP PUT request with: "{apiRoot}/naf-eventexposure/<apiVersion>/subscriptions/{subscriptionId}" as request URI, as shown in step 1 of figure 4.2.2.3-1, where "{subscriptionId}" is the subscription correlation ID of the existing subscription. The "AfEventExposureSubsc" data structure is included as request body as described in subclause 4.2.2.2.
NOTE 1:	An alternate NF service consumer than the one that requested the generation of the subscription resource can send the PUT request. 
NOTE 2:	The "notifUri" attribute within the AfEventExposureSubsc data structure can be modified to request that subsequent notifications are sent to a new NF service consumer.
NOTE 3:	The "monDur" attribute within the AfEventExposureSubsc data structure can be modified to extend the expiry time to keep receiving notifications.
If the AF cannot successfully fulfil the received HTTP PUT request due to the an internal error or an error in the HTTP PUT request, the AF shall send the an HTTP error response as specified in subclause 5.7.
Upon successful reception of an HTTP PUT request with: "{apiRoot}/naf-eventexposure/<apiVersion>/subscriptions/{subscriptionId}" as request URI and "AfEventExposureSubsc" data structure as request body, the AF shall store update the subscription and shall send either a HTTP "200 OK" response as shown in step 2 of figure 4.2.2.3-1, with the "AfEventExposureSubsc" data structure as response body containing the representation of the modified "Individual Application Event Subscription", or an HTTP "204 No Content" response, as shown in step 2 of figure 4.2.2.3-1. 
The "AfEventExposureSubsc" data structure payload body shall contain the representation of the modified "Individual Application Event Subscription".
When the "monDur" attribute is included in the response by the AF, it represents AF selected expiry time that is equal or less than the received expiry time received in the request.
When the "immRep" attribute is included and sets to "true" in the subscription and the subscribed events are available, the AF shall include the reports of the events subscribed, if available, in the HTTP PUT response.
When the sampling ratio, as the "sampRatio" attribute, is included in the subscription, the AF shall select a random subset of UEs among the target UEs according to the sampling ratio and only report the event(s) related to the selected subset of UEs.
When the group reporting guard time, as the "grpRepTime" attribute, is included in the subscription, the AF shall accumulate all the event reports for the target UEs until the group reporting guard time expires. Then, the AF shall notify the NF service consumer using the Naf_EventExposure_Notify service operation, as described in subclause 4.2.4.2.

* * * Next changes * * * *
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Figure 4.2.3.2-1 illustrates the unsubscription from event notifications.


Figure 4.2.3.2-1: Unsubscription from event notifications
To unsubscribe from event notifications, the NF service consumer shall send an HTTP DELETE request with "{apiRoot}/naf-eventexposure/<apiVersion>/subscriptions/{subscriptionId}" as request URI, as shown in step 1 of figure 4.2.3.2-1, where "{subscriptionId}" is the subscription correlation identifier of the existing resource subscription that is to be deleted. 
If the AF cannot successfully fulfil the received HTTP DELETE request due to the an internal error or the an error in the HTTP DELETE request, the AF shall send the an HTTP error response as specified in subclause 5.7.
Upon successful reception of the HTTP DELETE request with: "{apiRoot}/naf-eventexposure/<apiVersion>/subscriptions/{subscriptionId}" as request URI, the AF shall remove the corresponding subscription and shall send an HTTP "204 No Content" response as shown in step 2 of figure 4.2.3.2-1.

* * * Next changes * * * *
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Figure 4.2.4.2-1 illustrates the notification about subscribed events.


Figure 4.2.4.2-1: Notification about subscribed events
If the AF observes application related event(s) for which an NF service consumer has subscribed to, the AF shall send an HTTP POST request as shown in step 1 of figure 4.2.4.2-1, with the "{notifUri}" as request URI with containing the value previously provided by the NF service consumer within the corresponding subscription, and the "AfEventExposureNotif" data structure.
The "AfEventExposureNotif" data structure shall include:
a)	the notification correlation ID provided by the NF service consumer during the subscription as "notifId" attribute; and
b)	information about the observed event(s) within the "eventNotifs" attribute that shall contain for each observed event an "AfEventNotification" data structure that shall include:
1)	the application related event as "event" attribute;
2)	the time at which the event was observed encoded as "timeStamp" attribute;
3)	if the "event" attribute is "SVC_EXPERIENCE": 
-	service experience information about the application involved in the reported event in the "svcExprcInfos" attribute;
4)	if the "event" attribute is "UE_MOBILITY":
-	UE mobility information associated with the application as "ueMobilityInfos" attribute;
5)	if the "event" attribute is "UE_COMM":
-	application communication information associated with the application as "ueCommInfos" attribute; and
6)	if the "event" attribute is "EXCEPTIONS":
-	exceptions information associated with a service flow as "excepInfos" attribute.
If the NF service consumer cannot successfully fulfil the received HTTP POST request due to the an internal error or an error in the HTTP POST request, the NF service consumer shall send the an HTTP error response as specified in subclause 5.7.
Upon successful reception of the HTTP POST request with "{notifUri}" as request URI and a "AfEventExposureNotif" data structure as request body, the NF service consumer shall send a "204 No Content" HTTP response, as shown in step 2 of figure 4.2.4.2-1.
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The Naf_EventExposure Service shall use the Naf_EventExposure API.
The API URI of the Naf_EventExposure API shall be: 
{apiRoot}/<apiName>/<apiVersion>/
The request URIs used in HTTP requests from the NF service consumer towards the AF shall have the Resource URI structure defined in subclause 4.4.1 of 3GPP TS 29.501 [6], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [6].
-	The <apiName> shall be "naf-eventexposure".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in subclause 5.3.
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5.2.1	General
If the AF is untrusted, support of HTTP/1.1 (IETF RFC 7230 [21], IETF RFC 7231 [22], IETF RFC 7232 [23], IETF RFC 7233 [24], IETF RFC 7234 [25] and IETF RFC 7235 [26]) over TLS (IETF RFC 5246 [20]) is mandatory and support of HTTP/2 (IETF RFC 7540 [7]) over TLS (IETF RFC 5246 [20]) is recommended.
If the AF is trusted, HTTP/2, IETF RFC 7540 [7], shall be used as specified in subclause 5.2 of 3GPP TS 29.500 [5].
HTTP/2 shall be transported as specified in subclause 5.3 of 3GPP TS 29.500 [5].
The OpenAPI [8] specification of HTTP messages and content bodies for the Naf_EventExposure is contained in Annex A.
[bookmark: _Toc493665972][bookmark: _Toc493774019][bookmark: _Toc494194768][bookmark: _Toc528159062][bookmark: _Toc532198024][bookmark: _Toc34123778][bookmark: _Toc36038522][bookmark: _Toc36038610][bookmark: _Toc36038801][bookmark: _Toc44680741][bookmark: _Toc45133653][bookmark: _Toc45133744][bookmark: _Toc49417442][bookmark: _Toc51762409]* * * Next changes * * * *
5.2.2.1	General
See subclause 5.2.2 of 3GPP TS 29.500 [5] for the usage of HTTP standard headers.
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5.2.2.2	Content type
JSON, IETF RFC 8259 [9], shall be used as content type of the HTTP bodies specified in the present specification as specified in subclause 5.4 of 3GPP TS 29.500 [5]. The use of the JSON format shall be signalled by the content type "application/json".
[bookmark: _Hlk525213471][bookmark: _Hlk525213025]"Problem Details" JSON object shall be used to indicate additional details of the error in a HTTP response body and shall be signalled by the content type "application/problem+json", as defined in IETF RFC 7807 [10].
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5.2.3.1	General
[bookmark: _Toc512328827][bookmark: _Toc512340087]The mandatory HTTP custom header fields specified in subclause 5.2.3.2 of 3GPP TS 29.500 [5] shall be applicable.
In this Release of the specification, no specific custom headers are defined for the Naf_EventExposure API.
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5.3.1	Resource Structure


Figure 5.3.1-1: Resource URI structure of the Naf_EventExposure API
Table 5.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 5.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	Application Event Subscriptions
	{apiRoot}/naf-eventexposure/
<apiVersion>/subscriptions
	POST
	Subscription to the notification of application events and creation of an Individual Application Event Subscription resource.

	Individual Application Event Subscription
	{apiRoot}/naf-eventexposure/
<apiVersion>/subscriptions/
{subscriptionId}
	GET
	Reads an Individual Application Event Subscription resource.

	
	
	PUT
	Modifies an Individual Application Event Subscription.

	
	
	DELETE
	Cancels an individual subscription to notifications of application event.



* * * Next changes * * * *
[bookmark: _Toc532198032][bookmark: _Toc34123786][bookmark: _Toc36038530][bookmark: _Toc36038618][bookmark: _Toc36038809][bookmark: _Toc44680749][bookmark: _Toc45133661][bookmark: _Toc45133752][bookmark: _Toc49417450][bookmark: _Toc51762417]5.3.2.2	Resource definition
Resource URI: {apiRoot}/naf-eventexposure/<apiVersion>/subscriptions/
This resource shall support the resource URI variables defined in table 5.3.2.2-1.
Table 5.3.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See subclause 5.1

	apiVersion
	string
	See subclause 5.1



* * * Next changes * * * *
[bookmark: _Toc524425220][bookmark: _Toc532198038][bookmark: _Toc34123791][bookmark: _Toc36038535][bookmark: _Toc36038623][bookmark: _Toc36038814][bookmark: _Toc44680754][bookmark: _Toc45133666][bookmark: _Toc45133757][bookmark: _Toc49417455][bookmark: _Toc51762422]5.3.3.2	Resource definition
Resource URI: {apiRoot}/naf-eventexposure/<apiVersion>/subscriptions/{subscriptionId}
This resource shall support the resource URI variables defined in table 5.3.3.2-1.
Table 5.3.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See subclause 5.1

	apiVersion
	string
	See subclause 5.1

	subscriptionId
	string
	Identifies a subscription to the AF event exposure service.



[bookmark: _Toc493665998][bookmark: _Toc493774045][bookmark: _Toc494194794][bookmark: _Toc528159088][bookmark: _Toc532198046][bookmark: _Toc34123797][bookmark: _Toc36038541][bookmark: _Toc36038629][bookmark: _Toc36038820][bookmark: _Toc44680761][bookmark: _Toc45133673][bookmark: _Toc45133764][bookmark: _Toc49417462][bookmark: _Toc51762429]* * * Next changes * * * *
5.5.1	General
Notifications shall comply with subclause 6.2 of 3GPP TS 29.500 [5] and subclause 4.6.2.3 of 3GPP TS 29.501 [6].
Table 5.5.1-1: Notifications overview
	Notification
	Custom operation URI
	Mapped HTTP method
	Description

	Application Event Notification
	{notifUri}
	POST
	Notification of application related event reporting.



[bookmark: _Toc493666002][bookmark: _Toc493774049][bookmark: _Toc494194798][bookmark: _Toc528159092][bookmark: _Toc532198053][bookmark: _Toc34123804][bookmark: _Toc36038548][bookmark: _Toc36038636][bookmark: _Toc36038827][bookmark: _Toc44680768][bookmark: _Toc45133680][bookmark: _Toc45133771][bookmark: _Toc49417469][bookmark: _Toc51762436]* * * Next changes * * * *
5.6.1	General
This subclause specifies the application data model supported by the API.
Table 5.6.1-1 specifies the data types defined for the Naf_EventExposure service based interface protocol.
Table 5.6.1-1: Naf_EventExposure specific Data Types
	Data type
	Section defined
	Description
	Applicability

	AfEvent
	5.6.3.3
	Application Events.
	

	AfEventExposureSubsc
	5.6.2.2
	Represents an Individual Application Event Subscription resource.
	

	AfEventExposureNotif
	5.6.2.3
	Describes notifications about application event that occurred in an Individual Application Event Subscription resource.
	

	AfEventNotification
	5.6.2.6
	AfEventNotification
	

	CommunicationCollection
	5.6.2.13
	
	

	EventFilter
	5.6.2.5
	Represents event filter information
	

	EventsSubs
	5.6.2.4
	
	

	ExceptionInfo
	5.6.2.14
	Describes the exceptions information provided by AF.
	

	SvcExperience
	5.6.2.9
	Mean opinion score with the customized range.
	

	ServiceExperienceInfoPerApp
	5.6.2.7
	Contains service experience associated with the application
	

	ServiceExperienceInfoPerFlow
	5.6.2.8
	Contains service experience associated with the service flow
	

	UeCommunicationCollection
	5.6.2.11
	Contains UE communication information associated with the application.
	

	UeMobilityCollection
	5.6.2.10
	Contains UE mobility information associated with the application.
	

	UeTrajectoryCollection
	5.6.2.12
	
	



Table 5.6.1-2 specifies data types re-used by the Naf_EventExposure service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Naf_EventExposure service based interface.
Table 5.6.1-2: Naf_EventExposure re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	ApplicationId
	3GPP TS 29.571 [13]
	
	

	DateTime
	3GPP TS 29.571 [13]
	
	

	Dnai
	3GPP TS 29.571 [13]
	
	

	EthFlowDescription
	3GPP TS 29.514 [18]
	
	

	Exception
	3GPP TS 29.520 [19]
	
	

	Float
	3GPP TS 29.571 [13]
	
	

	FlowInfo
	3GPP TS 29.122 [17]
	
	

	Gpsi
	3GPP TS 29.571 [13]
	
	

	GroupId
	3GPP TS 29.571 [13]
	
	

	LocationArea5G
	3GPP TS 29.122 [17]
	
	

	ReportingInformation
	3GPP TS 29.523 [12]
	
	

	SupportedFeatures
	3GPP TS 29.571 [13]
	
	

	TimeWindow
	3GPP TS 29.122 [17]
	
	

	Uri
	3GPP TS 29.571 [13]
	
	

	Volume
	3GPP TS 29.122 [17]
	
	

	Supi
	3GPP TS 29.571 [13]
	
	

	ExtGroupId
	3GPP TS 29.503 [27]
	
	



[bookmark: _Toc493666004][bookmark: _Toc493774051][bookmark: _Toc494194800][bookmark: _Toc528159094][bookmark: _Toc532198055][bookmark: _Toc34123806][bookmark: _Toc36038550][bookmark: _Toc36038638][bookmark: _Toc36038829][bookmark: _Toc44680770][bookmark: _Toc45133682][bookmark: _Toc45133773][bookmark: _Toc49417471][bookmark: _Toc51762438]* * * Next changes * * * *
5.6.2.1	Introduction
[bookmark: _Toc493666005][bookmark: _Toc493774052][bookmark: _Toc494194801][bookmark: _Toc528159095]This subclause defines the structures to be used in resource representations.
[bookmark: _Toc532198056][bookmark: _Toc34123807][bookmark: _Toc36038551][bookmark: _Toc36038639][bookmark: _Toc36038830][bookmark: _Toc44680771][bookmark: _Toc45133683][bookmark: _Toc45133774][bookmark: _Toc49417472][bookmark: _Toc51762439]* * * Next changes * * * *
5.6.2.2	Type AfEventExposureSubsc
Table 5.6.2.2-1: Definition of type AfEventExposureSubsc
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	eventsSubs
	array(EventsSubs)
	M
	1..N
	Subscribed events and the related event filters.
	

	eventsRepInfo
	ReportingInformation
	M
	1
	Represents the reporting requirements of the subscription.
	

	notifUri
	Uri
	M
	1
	Notification URI for event reporting.
	

	notifId
	string
	M
	1
	Notification Correlation ID assigned by the NF service consumer.
	

	eventNotifs
	array(AfEventNotification)
	C
	1..N
	Represents the Events to be reported.
Shall only be present if the immediate reporting indication in the "immRep" attribute within the "eventsRepInfo" attribute sets to true in the event subscription, and the reports are available.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	This IE represents a list of Supported features used as described in subclause 5.8. 
Shall be present in the HTTP POST request/response; or in the HTTP GET response if the "supp-feat" attribute query parameter is included in the HTTP GET request. (NOTE)
	

	NOTE: 	In the HTTP POST request it represents the set of NF service consumer supported features. In the HTTP POST and GET responses it represents the set of features supported by both the NF service consumer and the AF.



[bookmark: _Toc34123810][bookmark: _Toc36038554][bookmark: _Toc36038642][bookmark: _Toc36038833][bookmark: _Toc44680774][bookmark: _Toc45133686][bookmark: _Toc45133777][bookmark: _Toc49417475][bookmark: _Toc51762442]* * * Next changes * * * *
5.6.2.5	Type EventFilter
Table 5.6.2.5-1: Definition of type EventFilter
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability
(NOTE 4)

	gpsis
	array(Gpsi)
	O
	1..N
	Each element represents external UE identifier.
(NOTE 1, NOTE 2)
	

	supis
	array(Supi)
	O
	1..N
	Each element represents a SUPI identifying a UE (NOTE 1, NOTE 2)
	

	exterGroupIds
	array(ExtGroupId)
	O
	1..N
	Each element represents a group of UEs identified by an External Group Identifier.
(NOTE 1, NOTE 2)
	

	interGroupIds
	array(GroupId)
	O
	1..N
	Each element represents a group of UEs identified by an Internal Group Identifier (NOTE 1, NOTE 2)
	

	anyUeInd
	boolean
	O
	0..1
	Identifies whether the request applies to any UE. 
This attribute shall set to "true" if applicable for any UE, otherwise, set to "false".
May only be present and sets to "true" if "AfEvent" sets to "SVC_EXPERIENCE" or "EXCEPTIONS".
(NOTE 1, NOTE 2)
	ServiceExperience
Exceptions

	appIds
	array(ApplicationId)
	O
	1..N
	Each element indicates an application identifier.
If absent, the EventFilter data applies to any application (i.e. all applications)
(NOTE 3)
	

	locArea
	LocationArea5G
	O
	0..1
	Represents area of interest.
	

	NOTE 1:	For untrusted AF, only gpsis and exterGroupIds are applicable. For trusted AF, only supis and interGroupIds are applicable.
NOTE 2:	For an applicable feature, only one attribute identifying the target UE shall be provided.
NOTE 3:	For event "UE_COMM", "UE_MOBILITY" and "EXCEPTIONS", the "appIds" attribute, if present, shall include only one element. 
NOTE 4:	Properties marked with a feature as defined in subclause 5.8 are applicable as described in subclause 6.6 of 3GPP TS 29.500 [5]. If no features are indicated, the related property applies for all the features.



[bookmark: _Toc493666008][bookmark: _Toc493774055][bookmark: _Toc494194804][bookmark: _Toc528159098][bookmark: _Toc532198065][bookmark: _Toc34123821][bookmark: _Toc36038565][bookmark: _Toc36038653][bookmark: _Toc36038844][bookmark: _Toc44680785][bookmark: _Toc45133697][bookmark: _Toc45133788][bookmark: _Toc49417486][bookmark: _Toc51762453]* * * Next changes * * * *
5.6.3.1	Introduction
[bookmark: _Toc493666009][bookmark: _Toc493774056][bookmark: _Toc494194805][bookmark: _Toc528159099]This subclause defines simple data types and enumerations that can be referenced from data structures defined in the previous subclauses.
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5.7.1	General
HTTP error handling shall be supported as specified in subclause 5.2.4 of 3GPP TS 29.500 [5].
For the Naf_EventExposure API, HTTP error responses shall be supported as specified in subclause 4.8 of 3GPP TS 29.501 [6]. Protocol errors and application errors specified in table 5.2.7.2-1 of 3GPP TS 29.500 [5] shall be supported for an HTTP method if the corresponding HTTP status codes are specified as mandatory for that HTTP method in table 5.2.7.1-1 of 3GPP TS 29.500 [5].
In addition, the requirements in the following subclauses are applicable for the Naf_EventExposure API.

[bookmark: _Toc492899751][bookmark: _Toc492900030][bookmark: _Toc492967832][bookmark: _Toc492972920][bookmark: _Toc492973140][bookmark: _Toc493774060][bookmark: _Toc494194809][bookmark: _Toc528159103][bookmark: _Toc532198072][bookmark: _Toc34123828][bookmark: _Toc36038572][bookmark: _Toc36038660][bookmark: _Toc36038851][bookmark: _Toc44680792][bookmark: _Toc45133704][bookmark: _Toc45133795][bookmark: _Toc49417493][bookmark: _Toc51762460]* * * Next changes * * * *
5.8	Feature negotiation
The optional features in table 5.8-1 are defined for the Naf_EventExposure API. They shall be negotiated using the extensibility mechanism defined in subclause 6.6 of 3GPP TS 29.500 [5].
Table 5.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	ServiceExperience
	This feature indicates support for the event related to service experience.

	2
	UeMobility
	This feature indicates support for the event related to UE mobility.

	3
	UeCommunication
	This feature indicates support for the event related to UE communication information.

	4
	Exceptions
	This feature indicates support for the event related to exception information.
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5.9	Security
TLS (IETF RFC 5246 [20]) shall be used to support the security communication between the NF Service Consumer and the AF as defined in clause 12.3 and clause 13.1 of 3GPP TS 33.501 [14].
If the AF is trusted, as indicated in 3GPP TS 33.501 [14] and 3GPP TS 29.500 [5], the access to the Naf_EventExposure API may be authorized by means of the OAuth 2.0 protocol (see IETF RFC 6749 [15]), based on local configuration, using the "Client Credentials" authorization grant, where the NRF (see 3GPP TS 29.510 [16]) plays the role of the authorization server.
If OAuth 2.0 is used, an NF Service Consumer, prior to consuming services offered by the Naf_EventExposure API, shall obtain a "token" from the authorization server, by invoking the Access Token Request service, as described in 3GPP TS 29.510 [16], subclause 5.4.2.2.
NOTE:	When multiple NRFs are deployed in a network, the NRF used as authorization server is the same NRF that the NF Service Consumer used for discovering the Naf_EventExposure service.
[bookmark: _Hlk530142087]The Naf_EventExposure API defines a single scope "naf-eventexposure" for the entire service, and it does not define any additional scopes at resource or operation level.
If the AF is untrusted, the access to Naf_EventExposure API shall be authorized by means of OAuth2 protocol (see IETF RFC 6749 [15]), based on local configuration, using the "Client Credentials" authorization grant. If OAuth2 is used, a NF Service Consumer (e.g. NEF), prior to consuming services offered by the Naf_EventExposure API, shall obtain a "token" from the authorization server.

* * * Next changes * * * *
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openapi: 3.0.0
info:
  version: 1.0.0
  title: Naf_EventExposure
  description: |
    AF Event Exposure Service.
    © 2020, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.517 V16.1.0; 5G System; Application Function Event Exposure Service; Stage 3.
  url: http://www.3gpp.org/ftp/Specs/archive/29_series/29.517/

servers:
  - url: '{apiRoot}/naf-eventexposure/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in subclause 4.4 of 3GPP TS 29.501
        
security:
  - {}
  - oAuth2ClientCredentials: []


paths:
  /subscriptions:
    post:
      summary: Creates a new Individual Application Event Exposure Subscription resource
      operationId: PostAfEventExposureSubsc
      tags:
        - Application Event Subscription (Collection)
      requestBody:
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/AfEventExposureSubsc'
      responses:
        '201':
          description: Success
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AfEventExposureSubsc'
          headers:
            Location:
              description: 'Contains the URI of the created individual application event subscription resource'
              required: true
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
      callbacks:
        AfEventExposureNotif:
          '{$request.body#/notifUri}': 
            post:
              requestBody:
                required: true
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/AfEventExposureNotif'
              responses:
                '204':
                  description: No Content, Notification was successful
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                default:
                  $ref: 'TS29571_CommonData.yaml#/components/responses/default'
  /subscriptions/{subscriptionId}:
    get:
      summary: "Reads an existing Individual Application Event Subscription"
      operationId: GetAfEventExposureSubsc
      tags:
        - Individual Application Event Subscription (Document)
      parameters:
        - name: subscriptionId
          in: path
          description: Application Event Subscription ID
          required: true
          schema:
            type: string
        - name: supp-feat
          in: query
          description: Features supported by the NF service consumer
          required: false
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      responses:
        '200':
          description: OK. Resource representation is returned
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AfEventExposureSubsc'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '406':
          $ref: 'TS29571_CommonData.yaml#/components/responses/406'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
    put:
      summary: "Modifies an existing Individual Application Event Subscription "
      operationId: PutAfEventExposureSubsc
      tags:
        - Individual Application Event Subscription (Document)
      requestBody:
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/AfEventExposureSubsc'
      parameters:
        - name: subscriptionId
          in: path
          description: Application Event Subscription ID
          required: true
          schema:
            type: string
      responses:
        '200':
          description: OK. Resource was successfully modified and representation is returned
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AfEventExposureSubsc'
        '204':
          description: No Content. Resource was successfully modified
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
    delete:
      summary: "Cancels an existing Individual Application Event Subscription "
      operationId: DeleteAfEventExposureSubsc
      tags:
        - Individual Application Event Subscription (Document)
      parameters:
        - name: subscriptionId
          in: path
          description: Application Event Subscription ID
          required: true
          schema:
            type: string
      responses:
        '204':
          description: No Content. Resource was successfully deleted
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{tokenUri}'
          scopes: {}
      description: for trusted AF, the 'naf-eventexposure' shall be used as 'scopes' and '{nrfApiRoot}/oauth2/token' shall be used as 'tokenUri'.

  schemas:
    AfEventExposureNotif:
      type: object
      properties:
        notifId:
          type: string
        eventNotifs:
          type: array
          items:
            $ref: '#/components/schemas/AfEventNotification'
          minItems: 1
      required:
        - notifId
        - eventNotifs
    AfEventExposureSubsc:
      type: object
      properties:
        eventsSubs:
          type: array
          items:
            $ref: '#/components/schemas/EventsSubs'
          minItems: 1
        eventsRepInfo:
          $ref: 'TS29523_Npcf_EventExposure.yaml#/components/schemas/ReportingInformation'
        notifUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        notifId:
          type: string
        eventNotifs:
          type: array
          items:
            $ref: '#/components/schemas/AfEventNotification'
          minItems: 1
        suppFeat:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - eventsSubs
        - eventsRepInfo
        - notifId
        - notifUri
    AfEventNotification:
      type: object
      properties:
        event:
          $ref: '#/components/schemas/AfEvent'
        timeStamp:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        svcExprcInfos:
          type: array
          items:
            $ref: '#/components/schemas/ServiceExperienceInfoPerApp'
          minItems: 1
        ueMobilityInfos:
          type: array
          items:
            $ref: '#/components/schemas/UeMobilityCollection'
          minItems: 1
        ueCommInfos:
          type: array
          items:
            $ref: '#/components/schemas/UeCommunicationCollection'
          minItems: 1
        excepInfos:
          type: array
          items:
            $ref: '#/components/schemas/ExceptionInfo'
          minItems: 1
      required:
        - event
        - timeStamp
    EventsSubs:
      type: object
      properties:
        event:
          $ref: '#/components/schemas/AfEvent'
        eventFilter:
          $ref: '#/components/schemas/EventFilter'
      required:
        - event
        - eventFilter
    EventFilter:
      type: object
      properties:
        gpsis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
          minItems: 1
        supis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
          minItems: 1
        exterGroupIds:
          type: array
          items:
            $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/ExtGroupId'
          minItems: 1
        interGroupIds:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'
        anyUeInd:
          type: boolean
        appIds:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/ApplicationId'
          minItems: 1
        locArea:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/LocationArea5G'
    ServiceExperienceInfoPerApp:
      type: object
      properties:
        appId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ApplicationId'
        svcExpPerFlows:
          type: array
          items:
            $ref: '#/components/schemas/ServiceExperienceInfoPerFlow'
          minItems: 1
        gpsis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
          minItems: 1
        supis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
          minItems: 1
      required:
        - svcExpPerFlows
    ServiceExperienceInfoPerFlow:
      type: object
      properties:
        svcExprc:
          $ref: '#/components/schemas/SvcExperience'
        timeIntev:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/TimeWindow'
        dnai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnai'
        ipTrafficFilter:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/FlowInfo'
        ethTrafficFilter:
          $ref: 'TS29514_Npcf_PolicyAuthorization.yaml#/components/schemas/EthFlowDescription'
    SvcExperience:
      type: object
      properties:
        mos:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Float'
        upperRange:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Float'
        lowerRange:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Float'
    UeMobilityCollection:
      type: object
      properties:
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        appId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ApplicationId'
        ueTrajs:
          type: array
          items:
            $ref: '#/components/schemas/UeTrajectoryCollection'
          minItems: 1
      required:
        - appId
        - ueTrajs
    UeCommunicationCollection:
      type: object
      properties:
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        exterGroupId:
          $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/ExtGroupId'
        interGroupId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'
        appId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ApplicationId'
        comms:
          type: array
          items:
            $ref: '#/components/schemas/CommunicationCollection'
          minItems: 1
      required:
        - appId
        - comms
    UeTrajectoryCollection:
      type: object
      properties:
        ts:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        locArea:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/LocationArea5G'
      required:
        - ts
        - locArea
    CommunicationCollection:
      type: object
      properties:
        startTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        endTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        ulVol:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/Volume'
        dlVol:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/Volume'
      required:
        - startTime
        - endTime
        - ulVol
        - dlVol
    ExceptionInfo:
      type: object
      properties:
        ipTrafficFilter:
          $ref: 'TS29122_CommonData.yaml#/components/schemas/FlowInfo'
        ethTrafficFilter:
          $ref: 'TS29514_Npcf_PolicyAuthorization.yaml#/components/schemas/EthFlowDescription'
        exceps:
          type: array
          items:
            $ref: 'TS29520_Nnwdaf_EventsSubscription.yaml#/components/schemas/Exception'
          minItems: 1

# Simple data types and Enumerations

    AfEvent:
      anyOf:
      - type: string
        enum:
          - SVC_EXPERIENCE
          - UE_MOBILITY
          - UE_COMM
          - EXCEPTIONS
      - type: string

* * * End of changes * * * *
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