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	23.122
	604
	-
	Rel-16
	Clarification on High Priority Search in 5GMM-Connected Mode with RRC Inactive
	F
	16.7.0
	C1-126e
	C1-206221
	Apple
	5GProtoc16
	4.4.3.3.1
	 

	23.122
	606
	-
	Rel-17
	Clarification on High Priority Search in 5GMM-Connected Mode with RRC Inactive
	A
	17.0.0
	C1-126e
	C1-206224
	Apple
	5GProtoc16
	4.4.3.3.1
	 

	23.122
	633
	-
	Rel-16
	Correction of the Service Operation of SoR-AF
	F
	16.7.0
	C1-127e
	C1-207232
	vivo
	5GProtoc16
	C.2
	 

	23.122
	587
	2
	Rel-17
	Correction of the Service Operation of SoR-AF
	A
	17.0.0
	C1-127e
	C1-207633
	vivo
	5GProtoc16
	C.2
	 

	27.007
	704
	-
	Rel-16
	Editorial correction for QoS commands
	D
	16.6.0
	C1-126e
	C1-206035
	MediaTek Inc.
	5GProtoc16
	10.1.26, 10.1.49
	 

	24.501
	2691
	1
	Rel-16
	EN resolution on 5QI as criteria type for ODAC
	F
	16.6.0
	C1-126e
	C1-206723
	Huawei, HiSilicon, Intel, InterDigital, Nokia, Nokia Shanghai Bell, LG Electronics, MediaTek Inc., vivo, ZTE, OPPO, Apple
	5GProtoc16
	4.5.3, 9.11.3.38
	 

	24.501
	2692
	1
	Rel-17
	EN resolution on 5QI as criteria type for ODAC
	A
	17.0.0
	C1-126e
	C1-206724
	Huawei, HiSilicon, Intel, InterDigital, Nokia, Nokia Shanghai Bell, LG Electronics, MediaTek Inc., vivo, ZTE, OPPO, Apple
	5GProtoc16
	4.5.3, 9.11.3.38
	 

	24.526
	93
	1
	Rel-16
	EN resolution on domain descriptors in URSP
	F
	16.5.0
	C1-126e
	C1-206719
	Huawei, HiSilicon, ZTE
	5GProtoc16
	4.2.1
	 

	24.526
	94
	1
	Rel-17
	EN resolution on domain descriptors in URSP
	A
	17.0.0
	C1-126e
	C1-206720
	Huawei, HiSilicon, ZTE
	5GProtoc16
	4.2.1
	 

	23.122
	578
	4
	Rel-16
	In SoR error cases, UE to always send Registration Complete at the end of Registration procedure if UE is either in Manual mode of operation or camped in UPLMN
	F
	16.7.0
	C1-126e
	C1-206657
	Apple
	5GProtoc16
	C.2
	 

	23.122
	601
	1
	Rel-17
	In SoR error cases, UE to always send Registration Complete at the end of Registration procedure if UE is either in Manual mode of operation or camped in UPLMN
	A
	17.0.0
	C1-126e
	C1-206658
	Apple
	5GProtoc16
	C.2
	 

	24.501
	2634
	2
	Rel-16
	QoS parameter handling for the PDU session transfer between 3GPP and non-3GPP access
	F
	16.6.0
	C1-127e
	C1-207174
	Apple, ZTE, MediaTek Inc.
	5GProtoc16
	6.1.4.1, 6.4.1.3
	Core: TS 23.502 CR 2453 (SA2)

	24.501
	2635
	2
	Rel-17
	QoS parameter handling for the PDU session transfer between 3GPP and non-3GPP access
	A
	17.0.0
	C1-127e
	C1-207175
	Apple, ZTE, MediaTek Inc.
	5GProtoc16
	6.1.4.1, 6.4.1.3
	Core: TS 23.502 CR 2453 (SA2)

	23.122
	608
	1
	Rel-16
	Resolve an issue when camping on a MCC=441 cell
	F
	16.7.0
	C1-127e
	C1-207618
	NTT DOCOMO INC.
	5GProtoc16
	1.2
	 

	24.501
	2878
	-
	Rel-16
	Shared 5G NAS security context
	F
	16.6.0
	C1-127e
	C1-207242
	vivo
	5GProtoc16
	5.4.2.2
	 

	24.501
	2879
	-
	Rel-17
	Shared 5G NAS security context
	A
	17.0.0
	C1-127e
	C1-207243
	vivo
	5GProtoc16
	5.4.2.2
	 

	23.122
	588
	1
	Rel-16
	Skipping step 9 if UDM has not requested an acknowledgment from the UE
	F
	16.7.0
	C1-126e
	C1-206631
	vivo, NTT DOCOMO
	5GProtoc16
	C.2
	 

	23.122
	621
	1
	Rel-17
	Skipping step 9 if UDM has not requested an acknowledgment from the UE
	A
	17.0.0
	C1-127e
	C1-207244
	vivo, NTT DOCOMO
	5GProtoc16
	C.2
	 

	23.122
	594
	3
	Rel-16
	Suspending transmission of 5GSM messages during SOR procedure
	F
	16.7.0
	C1-126e
	C1-206753
	NTT DOCOMO
	5GProtoc16
	C.2, C.3
	 

	23.122
	595
	3
	Rel-17
	Suspending transmission of 5GSM messages during SOR procedure
	A
	17.0.0
	C1-126e
	C1-206754
	NTT DOCOMO
	5GProtoc16
	C.2, C.3
	 



