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***** change *****
6.2.1.2.1
Message definition
The PMFP ECHO REQUEST message is sent by the UE to the UPF or by the UPF to the UE to initiate detection of RTT.

See table 6.2.1.2.1-1.

Message type:
PMFP ECHO REQUEST
Significance:
dual

Direction:

UE to UPF or UPF to UE 

Table 6.2.1.2.1-1: PMFP ECHO REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PMFP echo request message identity
	Message type

6.2.2.1
	M
	V
	1

	
	EPTI
	Extended procedure transaction identity

6.2.2.2
	M
	V
	2

	
	RI
	Request identity

6.2.2.5
	M
	V
	1

	TBD
	Padding
	Padding

6.2.2.6
	O
	TVL-E
	3-1000


***** change *****
6.2.1.3.1
Message definition
The PMFP ECHO RESPONSE message is sent by the UPF to the UE or by the UE to the UPF as response to an PMFP ECHO RESPONSE message to enable detection of RTT.

See table 6.2.1.3.1-1.

Message type:
PMFP ECHO RESPONSE
Significance:
dual

Direction:

UE to UPF or UPF to UE 

Table 6.2.1.3.1-1: PMFP ECHO RESPONSE message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PMFP echo response message identity
	Message type

6.2.2.1
	M
	V
	1

	
	EPTI
	Extended procedure transaction identity

6.2.2.2
	M
	V
	2

	
	RI
	Request identity

6.2.2.5
	M
	V
	1

	TBD
	Padding
	Padding

6.2.2.6
	O
	TVL-E
	3-1000


***** change *****
6.2.1.4.1
Message definition
The PMFP ACCESS REPORT message is sent by the UE to the UPF to inform the UPF about access availability or unavailability.

See table 6.2.1.4.1-1.

Message type:
PMFP ACCESS REPORT

Significance:
dual

Direction:

UE to UPF

Table 6.2.1.4.1-1: PMFP ACCESS REPORT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PMFP access report message identity
	Message type

6.2.2.1
	M
	V
	1

	
	EPTI
	Extended procedure transaction identity

6.2.2.2
	M
	V
	2

	
	Access availability state
	Access availability state

6.2.2.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

6.2.2.4
	M
	V
	1/2


***** change *****
6.2.1.5.1
Message definition
The PMFP ACKNOWLEDGEMENT message is sent by the UPF to the UE to acknowledge reception of a PMFP ACCESS REPORT message.

See table 6.2.1.5.1-1.

Message type:
PMFP ACKNOWLEDGEMENT
Significance:
dual

Direction:

UPF to UE 

Table 6.2.1.5.1-1: PMFP ACKNOWLEDGEMENT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PMFP acknowledgement message identity
	Message type

6.2.2.1
	M
	V
	1

	
	EPTI
	Extended procedure transaction identity

6.2.2.2
	M
	V
	2


