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***** change *****
3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
E-UTRA-PC5: PC5 reference point over E-UTRA. The term E-UTRA-PC5 used in the present document corresponds to the term LTE PC5 defined in 3GPP TS 23.287 [3].
NR-PC5: PC5 reference point over NR. The term NR-PC5 used in the present document corresponds to the term NR PC5 defined in 3GPP TS 23.287 [3].
PC5 QoS flow context: A context which includes a V2X service identifier, a PQFI value and a set of PC5 QoS parameters.
PC5 QoS rule: A rule which includes a PC5 QoS rule identifier, a PQFI value, a precedence value and optionally a set of packet filters. The PC5 QoS rule is associated with a PC5 QoS flow context.
[bookmark: _Hlk52363029]V2X service identifier: an identifier of a V2X service, e.g. PSID, ITS-AID, or AID of the V2X application. The term V2X service identifier used in the present document corresponds to the term V2X service type defined in 3GPP TS 23.287 [3].
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.287 [3] apply:
Application Identifier (AID)
Intelligent Transport Systems (ITS)
ITS Application Identifier (ITS-AID)
Provider Service Identifier (PSID)
V2X communication
V2X message
V2X service
[bookmark: _Toc22039949][bookmark: _Toc25070658][bookmark: _Toc34388573][bookmark: _Toc34404344]For the purposes of the present document, the following terms and definitions given in 3GPP TS 24.501 [6] apply:
5G-EA
5G-IA
For the purposes of the present document, the following terms and definitions given in 3GPP TS 24.501 [6] apply:
UE local configuration
[bookmark: _Toc22039973][bookmark: _Toc25070683][bookmark: _Toc34388598][bookmark: _Toc34404369][bookmark: _Toc45282197][bookmark: _Toc45882583][bookmark: _Toc51951133][bookmark: _Toc525231185][bookmark: _Toc8836202][bookmark: historyclause][bookmark: _Toc533170271]***** change *****
6.1.2.2.2	PC5 unicast link establishment procedure initiation by initiating UE
The initiating UE shall meet the following pre-conditions before initiating this procedure:
a)	a request from upper layers to transmit the packet for V2X service over PC5;
b)	the communication mode is unicast mode (e.g. pre-configured as specified in clause 5.2.3 or indicated by upper layers);
c)	the link layer identifier for the initiating UE (i.e. layer-2 ID used for unicast communication) is available (e.g. pre-configured or self-assigned) and is not being used by other existing PC5 unicast links within the initiating UE;
d)	the link layer identifier for the unicast initial signaling (i.e. destination layer-2 ID used for unicast initial signaling) is available to the initiating UE (e.g. pre-configured, obtained as specified in clause 5.2.3 or known via prior V2X communication);
NOTE 1:	In the case where different V2X services are mapped to distinct default destination layer-2 IDs, when the initiating UE intends to establish a single unicast link that can be used for more than one V2X service typeV2X service identifiers, the UE can select any of the default destination layer-2 ID for unicast initial signalling.
e)	the initiating UE is either authorised for V2X communication over PC5 in NR-PC5 in the serving PLMN, or has a valid authorization for V2X communication over PC5 in NR-PC5 when not served by E-UTRA and not served by NR. The UE considers that it is not served by E-UTRA and not served by NR if the following conditions are met:
1)	not served by NR and not served by E-UTRA for V2X communication over PC5;
2)	in limited service state as specified in 3GPP TS 23.122 [2], if the reason for the UE being in limited service state is one of the following;
i)	the UE is unable to find a suitable cell in the selected PLMN as specified in 3GPP TS 38.304 [9];
ii)	the UE received a REGISTRATION REJECT message or a SERVICE REJECT message with the 5GMM cause #11 "PLMN not allowed" as specified in 3GPP TS 24.501 [6]; or
iii)	the UE received a REGISTRATION REJECT message or a SERVICE REJECT message with the 5GMM cause #7 "5GS services not allowed" as specified in 3GPP TS 24.501 [6]; or
3)	in limited service state as specified in 3GPP TS 23.122 [2] for reasons other than i), ii) or iii) above, and located in a geographical area for which the UE is provisioned with "non-operator managed" radio parameters as specified in clause 5.2.3;
f)	there is no existing PC5 unicast link for the pair of peer application layer IDs, or there is an existing PC5 unicast link for the pair of peer application layer IDs and:
1)	the network layer protocol of  the existing PC5 unicast link is not identical to the network layer protocol required by the upper layer in the initiating UE for this V2X service; or
2)	the security policy (either signalling security policy or user plane security policy) corresponding to the V2X service identifier is not compatible with the security policy of the existing PC5 unicast link; and
g)	the number of established PC5 unicast links is less than the implementation-specific maximum number of established NR PC5 unicast links allowed in the UE at a time.
After receiving the service data or request from the upper layers, the initiating UE shall derive the PC5 QoS parameters and assign the PQFI(s) for the PC5 QoS flows(s) to be established as specified in clause 6.1.2.12.
In order to initiate the PC5 unicast link establishment procedure, the initiating UE shall create a DIRECT LINK ESTABLISHMENT REQUEST message. The initiating UE:
a)	shall include the source user info set to the initiating UE’s application layer ID received from upper layers; 
b)	shall include the V2X service identifier(s) received from upper layer;
c)	shall include the target user info set to the target UE’s application layer ID if received from upper layers;
d)	shall include the Key establishment information container if the UE PC5 unicast signalling integrity protection policy is set to "signalling integrity protection required" or "signalling integrity protection preferred", and may include the Key establishment information container if the UE PC5 unicast signalling integrity protection policy is set to "signalling integrity protection not needed";
NOTE 2:	The Key establishment information container is provided by upper layers.
e)	shall include a Nonce_1 set to the 128-bit nonce value generated by the initiating UE for the purpose of session key establishment over this PC5 unicast link if the UE PC5 unicast signalling integrity protection policy is set to "signalling integrity protection required" or "signalling integrity protection preferred";
f)	shall include its UE security capabilities indicating the list of algorithms that the initiating UE supports for the security establishment of this PC5 unicast link;
g)	shall include the 8 MSBs of KNRP-sess ID chosen by the initiating UE as specified in 3GPP TS 33.536 [20] if the UE PC5 unicast signalling integrity protection policy is set to "signalling integrity protection required" or "signalling integrity protection preferred";
h)	may include a KNRP ID if the initiating UE has an existing KNRP for the target UE; and
i)	shall include its UE PC5 unicast signalling security policy. In the case where the different V2X services are mapped to the different PC5 unicast signalling security policies, when the initiating UE intends to establish a single unicast link that can be used for more than one V2X service, each of the signalling security polices of those V2X services shall be compatible, e.g. "signalling integrity protection not needed" and "signalling integrity protection required" are not compatible.
After the DIRECT LINK ESTABLISHMENT REQUEST message is generated, the initiating UE shall pass this message to the lower layers for transmission along with the initiating UE's layer-2 ID for unicast communication and the destination layer-2 ID used for unicast initial signaling, and start timer T5000. The UE shall not send a new DIRECT LINK ESTABLISHMENT REQUEST message to the same target UE identified by the same application layer ID while timer T5000 is running.
NOTE 3:	In order to ensure successful PC5 unicast link establishment, T5000 should be set to a value larger than the sum of T5006 and T5007.


Figure 6.1.2.2.2: PC5 unicast link establishment procedure
[bookmark: _Toc45282266][bookmark: _Toc45882652][bookmark: _Toc51951202][bookmark: _Toc22039983][bookmark: _Toc25070697][bookmark: _Toc34388652][bookmark: _Toc34404423]***** change *****
[bookmark: OLE_LINK48]6.1.2.12	PC5 QoS flow establishment over PC5 unicast link
In order to establish a PC5 QoS flow establishment over PC5 unicast link, the UE shall derive the PC5 QoS parameters based on the V2X application requirements provided by the upper layers (if available) and the V2X service typeV2X service identifier (e.g. PSID or ITS-AID) according to the PC5 QoS mapping rules defined in clause 5.2.3. The UE shall create the PC5 QoS flow(s) based on the derived PC5 QoS parameters. For each PC5 QoS flow to be created, the UE shall perform the following operations:
a)	self-assign a PQFI;
b)	create a PC5 QoS flow context, which contains:
1)	the PQFI;
2)	the V2X service indentifier(s); and
3)	the derived PC5 QoS parameters;
c)	create a new PC5 QoS rule which contains:
1)	a PC5 QoS rule identifier;
2)	the PQFI;
3)	a set of packet filters; and
4)	a precedence value; and
d)	pass the following parameters to the lower layers:
1)	the PQFI;
2)	the PC5 QoS parameters;
3)	the PC5 link identifier; and
4)	optionally, the source and destination layer-2 IDs.
[bookmark: _Toc45282267][bookmark: _Toc45882653][bookmark: _Toc51951203]***** change *****
6.1.2.13	PC5 QoS flow match over PC5 unicast link
When service data or request from the upper layers is received, the UE determines if there is any existing PC5 QoS flow(s) matching the service data or request, i.e. based on the PC5 QoS rules for the existing PC5 QoS flow(s).
If there is no PC5 QoS rules for the existing PC5 QoS flow(s) matching the service data or request, the UE shall derive the PC5 QoS parameters based on the V2X application requirements provided by the upper layers (if available) and the V2X service typeV2X service identifier (e.g. PSID or ITS-AID) according to the PC5 QoS mapping rules defined in clause 5.2.3 and shall perform the following:
a)	if there is no existing PC5 QoS flow that fulfils the derived PC5 QoS parameters, then the UE shall create a new PC5 QoS flow as specified in clause 6.1.2.12;
b)	if there is an existing PC5 QoS flow that fulfils the derived PC5 QoS parameters, then the UE shall update the PC5 packet filter set in the PC5 QoS rule of this PC5 QoS flow, e.g. add the new packet filter in the PC5 QoS rule of this existing PC5 QoS flow; and
c)	the UE shall use the new PC5 QoS flow created as described in bullet a) or the existing PC5 QoS flow with the updated PC5 QoS rules as described in bullet b) to perform the transmission of V2X communication over PC5 as specified in clause 6.1.2.9.
If there is a PC5 QoS rule for the existing PC5 QoS flow matching the service data or request, the UE shall use this existing PC5 QoS flow to perform transmission of V2X communication over PC5 as specified in clause 6.1.2.9.
[bookmark: _Toc45282268][bookmark: _Toc45882654][bookmark: _Toc51951204]***** change *****
[bookmark: _Toc34388657][bookmark: _Toc34404428][bookmark: _Toc45282273][bookmark: _Toc45882659][bookmark: _Toc51951209][bookmark: _Toc22039985][bookmark: _Toc25070699]6.1.3.2.1.2	PC5 QoS flow match and establishment
When determining if any existing PC5 QoS flow match the request from upper layers, UE shall proceeds as follows:
a)	according to the PC5 QoS mapping rules specified in clause 5.2.3, the UE shall use the PC5 QoS parameters corresponding to the V2X service identifier and optionally V2X application requirements;
b)	according to the V2X service identifier to destination layer-2 ID for broadcast mapping rules specified in clause 5.2.3, the UE shall use the destination layer-2 ID corresponding to the V2X service identifier;
c)	if there is no existing context for the destination layer-2 ID, then:
1)	build a new context for the destination layer-2 ID;
2)	self-assign a new source layer-2 ID; and
3)	pass the source layer-2 ID and the destination layer-2 ID to lower layers.
d)	if in the context for the destination layer-2 ID, there is no PC5 QoS rule for the existing PC5 QoS flow(s) matching the service data or request, the UE shall derive the PC5 QoS parameters based on the V2X application requirements provided by the upper layers (if available) and the V2X service typeV2X service identifier (e.g. PSID or ITS-AID) according to the PC5 QoS mapping rules defined in clause 5.2.3 and shall perform the following::
1)	if there is no existing PC5 QoS flow that fulfils the derived PC5 QoS parameters, then the UE shall create a new PC5 QoS flow by performing the following operations:
i)	self-assign a new PQFI;
ii)	create a new PC5 QoS flow context which contains:
-	the PQFI;
-	the V2X service identifier(s); and;
-	the derived PC5 QoS parameters;
iii)	create a new PC5 QoS rule which contains:
-	a PC5 QoS rule identifier;
-	the PQFI;
-	a set of packet filters; and
-	a precedence value; and
iv)	pass the following parameters to the lower layers:
-	the PQFI;
-	the PC5 QoS parameters; and
-	the source layer-2 ID and the destination layer-2 ID;
2)	if there is an existing PC5 QoS flow that fulfils the derived PC5 QoS parameters, then the UE shall update the PC5 packet filter set in the PC5 QoS rule of this PC5 QoS flow, e.g. add the new packet filter in the PC5 QoS rule of this existing PC5 QoS flow; and
3)	the UE shall use the new PC5 QoS flow created as described in bullet 1) or the existing PC5 QoS flow with the updated PC5 QoS rules as described in bullet 2) to perform the transmission of V2X communication over PC5 as specified in clause 6.1.3.2.2; and
e)	if in the context for the destination layer-2 ID, there is a PC5 QoS rule for the existing PC5 QoS flow matching the service data or request, the UE shall use this existing PC5 QoS flow to perform transmission of V2X communication over PC5 as specified in clause 6.1.3.2.2.
[bookmark: _Toc533170267][bookmark: _Toc34388658][bookmark: _Toc34404429]Two types of packet filters are supported for V2X communication over PC5, i.e. the IP packet filter set and the V2X packet filter set. A PC5 QoS Rule contains either the IP packet filter set or the V2X packet filter set.
The IP packet filter set is defined as content of the packet filter contents field specified in 3GPP TS 24.501 [6] figure 9.11.4.13.4 and table 9.11.4.13.1.
The V2X packet filter set shall support packet filters based on at least any combination of:
-	V2X Sservice identifiertype (e.g. PSID or ITS-AID);
-	the source layer-2 ID and the destination layer-2 ID; and
-	Application Layer ID (e.g. Station ID);
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