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[bookmark: _Toc22039974][bookmark: _Toc25070684][bookmark: _Toc34388599][bookmark: _Toc34404370][bookmark: _Toc533170247][bookmark: _Toc8836202][bookmark: _Toc533170249]* * * First Change * * * *
[bookmark: _Toc22039961][bookmark: _Toc25070670][bookmark: _Toc34388585][bookmark: _Toc34404356][bookmark: _Toc45282184][bookmark: _Toc45882570][bookmark: _Toc51951120]5.3.2.1	General
The UE-requested V2X policy provisioning procedure enables the UE to request V2X policy from the PCF in the following cases:
a)	if the validity timerT5xyz for a UE policy for V2X communicationV2X policy over PC5 expires; or
b)	if the T5abc for a UE policy for V2X communication over Uu expires; or
cb)	if there are no valid configuration parameters, e.g., for the current area, or due to abnormal situation.
The UE shall follow the principles of PTI handling for UE policy delivery service procedures defined in 3GPP TS 24.501 [6] clause D.1.2.
* * * Second Change * * * *
[bookmark: _Toc45282186][bookmark: _Toc45882572][bookmark: _Toc51951122]5.3.2.3	UE-requested V2X policy provisioning procedure accepted by the network
[bookmark: _Toc533170256]Upon receipt of and accepting the UE POLICY PROVISIONING REQUEST message, the PCF shall create a MANAGE UE POLICY COMMAND message and shall behave as described in clause D.2.1 of 3GPP TS 24.501 [6].
Upon receipt of the MANAGE UE POLICY COMMAND message with the same PTI as included in the UE POLICY PROVISIONING REQUEST message, the UE shall stop timer T5010 and handles the MANAGE UE POLICY COMMAND message as specified in clause D.2.1 of 3GPP TS 24.501 [6].
If new UE policies for V2X communication over PC5 are included in the MANAGE UE POLICY COMMAND message, the UE shall stop timer T5xyz if it is running and start timer T5xyz with the value included in the UE policies for V2X communication over PC5, and start using the new UE policies for V2X communication over PC5 included in the MANAGE UE POLICY COMMAND message.
If new UE policies for V2X communication over Uu are included in the MANAGE UE POLICY COMMAND message, the UE shall stop timer T5abc if it is running and start timer T5abc with the value included in the UE policies for V2X communication over Uu, and start using the new UE policies for V2X communication over Uu included in the MANAGE UE POLICY COMMAND message.
* * * Next Change * * * *
[bookmark: _Toc25070731][bookmark: _Toc34388730][bookmark: _Toc34404501][bookmark: _Toc45282411][bookmark: _Toc45882797][bookmark: _Toc51951345]10.2	Timers of provisioning of parameters for V2X configuration procedures
Timers of provisioning of parameters for V2X configuration are shown in table 10.2.1.
Table 10.2.1: Timers of provisioning of parameters for V2X configuration – UE side
	TIMER NUM.
	TIMER VALUE
	CAUSE OF START
	NORMAL STOP
	ON 
THE
1st, 2nd, 3rd, 4th EXPIRY 

	T5010
	16s
	Transmission of UE POLICY PROVISIONING REQUEST message
	MANAGE UE POLICY COMMAND with UE policies for V2X communication or UE POLICY PROVISIONING REJECT message received
	Retransmission of UE POLICY PROVISIONING REQUEST message

	T5xyz
	NOTE 1
	Start using the new UE policies for V2X communication over PC5 received in MANAGE UE POLICY COMMAND message
	Stop using the old UE policies for V2X communication over PC5
	Initiate the UE-requested V2X policy provisioning procedure
(NOTE 3)

	T5abc
	NOTE 2
	Start using the new UE policies for V2X communication over Uu received in MANAGE UE POLICY COMMAND message
	Stop using the old  UE policies for V2X communication over Uu
	Initiate the UE-requested V2X policy provisioning procedure
(NOTE 3)

	NOTE 1:	The value of this timer is the validity timer value which is one of the configuration parameters for V2X communication over PC5 (see clause 5.2) and it is specified in 3GPP TS 24.588 [7] clause 5.3.
NOTE 2:	The value of this timer is the validity timer value which is one of the configuration parameters for V2X communication over Uu (see clause 5.2) and it is specified in 3GPP TS 24.588 [7] clause 5.4.
NOTE 3:	The timers expire only once.



* * * End of Change * * * *
