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	Rev
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	@ Mtg
	TD#
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	Work Item
	Clauses affected
	Other Aff Specs

	24.587
	140
	1
	Rel-16
	Correction to the title of the UE that sends DIRECT LINK ESTABLISHMENT ACCEPT and some other corrections
	F
	16.2.1
	C1-126e
	C1-206549
	Nokia, Nokia Shanghai Bell
	eV2XARC
	6.1.2.2.3, 6.1.2.7.3
	 

	24.587
	141
	1
	Rel-16
	Correction to PC5 unicast link establishment failure scenario
	F
	16.2.1
	C1-126e
	C1-206539
	Huawei, HiSilicon
	eV2XARC
	6.1.2.2.5
	 

	24.587
	142
	-
	Rel-16
	Correctiong to completion of PC5 unicast link establishment
	F
	16.2.1
	C1-126e
	C1-206369
	Huawei, HiSilicon
	eV2XARC
	6.1.2.2.4
	 

	24.587
	143
	-
	Rel-16
	Correction to T5005 expiry handling
	F
	16.2.1
	C1-126e
	C1-206373
	Huawei, HiSilicon
	eV2XARC
	6.1.2.8.5.2
	 

	24.587
	144
	-
	Rel-16
	Correction to the cause of start of timer T5011
	F
	16.2.1
	C1-126e
	C1-206375
	Huawei, HiSilicon
	eV2XARC
	10.3
	 

	24.587
	145
	-
	Rel-16
	Correction to PC5 unicast link modification reject.
	F
	16.2.1
	C1-126e
	C1-206377
	Huawei, HiSilicon
	eV2XARC
	6.1.2.3.5
	 

	24.587
	150
	1
	Rel-16
	Updates to the PC5 unicast link security mode control procedure
	F
	16.2.1
	C1-127e
	C1-207665
	vivo, OPPO, Nokia, Nokia Shanghai Bell
	eV2XARC
	6.1.2.7.5
	 

	24.587
	151
	-
	Rel-16
	Mismatched figure in the keep alive procedure
	F
	16.2.1
	C1-127e
	C1-207128
	vivo
	eV2XARC
	6.1.2.8.2
	 

	24.587
	152
	1
	Rel-16
	Updates to the abnormal cases of the keep alive procedure
	F
	16.2.1
	C1-127e
	C1-207666
	vivo
	eV2XARC
	6.1.2.8.5.2
	 

	24.587
	156
	-
	Rel-16
	PC5 QoS flow context
	F
	16.2.1
	C1-127e
	C1-207245
	CATT
	eV2XARC
	3.1, 6.1.2.12
	 

	24.587
	157
	1
	Rel-16
	IP address information in security mode control procedure
	F
	16.2.1
	C1-127e
	C1-207540
	CATT
	eV2XARC
	6.1.2.7.3, 7.3.14.2, 7.3.14.3
	 

	24.587
	159
	1
	Rel-16
	Update on the PC5 unicast link privacy timer
	F
	16.2.1
	C1-127e
	C1-207544
	CATT
	eV2XARC
	6.1.2.2.3, 6.1.2.2.4, 6.1.2.5.2, 6.1.2.5.3, 6.1.2.5.4, 6.1.2.5.5, 10.3
	 

	24.587
	161
	1
	Rel-16
	Handling of abnormal scenario in the PC5 unicast link release
	F
	16.2.1
	C1-127e
	C1-207686
	Huawei, HiSilicon, Nokia, Nokia Shanghai Bell
	eV2XARC
	6.1.2.4.2, 6.1.2.4.5.1
	 

	24.587
	162
	-
	Rel-16
	Correction on the Layer-2 ID used for PC5 unicast link release procedure.
	F
	16.2.1
	C1-127e
	C1-207381
	Huawei, HiSilicon
	eV2XARC
	6.1.2.4.2
	 

	24.587
	163
	-
	Rel-16
	Handling of collision between PC5 link update and re-keying procedures.
	F
	16.2.1
	C1-127e
	C1-207392
	Huawei, HiSilicon
	eV2XARC
	6.1.2.5.7.1, 6.1.2.10.5
	 

	24.587
	164
	-
	Rel-16
	Correction on the Layer-2 ID used for PC5 unicast link identifier update procedure.
	F
	16.2.1
	C1-127e
	C1-207394
	Huawei, HiSilicon
	eV2XARC
	6.1.2.5.2, 6.1.2.5.3, 6.1.2.5.4
	 

	24.587
	165
	1
	Rel-16
	Adding missing case for PC5 unicast link release
	F
	16.2.1
	C1-127e
	C1-207689
	Huawei, HiSilicon
	eV2XARC
	6.1.2.4.2
	 

	24.587
	166
	1
	Rel-16
	Addition of abnormal case handling for PC5 unicast link identifier update procedure
	F
	16.2.1
	C1-127e
	C1-207677
	Huawei, HiSilicon, Ericsson
	eV2XARC
	6.1.2.5.7.1
	 

	24.588
	15
	1
	Rel-16
	Corrections in UE policies for V2X communication over PC5
	F
	16.2.0
	C1-126e
	C1-206334
	Ericsson
	eV2XARC
	5.3.1
	 

	24.588
	16
	1
	Rel-16
	Corrections in UE policies for V2X communication over Uu
	F
	16.2.0
	C1-126e
	C1-206335
	Ericsson
	eV2XARC
	5.4.1
	 

	24.588
	21
	1
	Rel-16
	Update RAT selection rule
	F
	16.2.0
	C1-126e
	C1-206486
	OPPO
	eV2XARC
	5.3.1
	Core: TS/TR 24.587 CR 0127

	24.588
	22
	1
	Rel-16
	V2X service identifier
	F
	16.2.0
	C1-126e
	C1-206492
	Ericsson
	eV2XARC
	3.1
	 

	24.588
	23
	1
	Rel-16
	Some corrections on UE policies for V2X communication over PC5
	F
	16.2.0
	C1-127e
	C1-207539
	CATT, Ericsson
	eV2XARC
	5.3.1
	 

	27.007
	691
	2
	Rel-16
	Introduction of +CVAEACT; AT command for VAE layer activation
	F
	16.6.0
	C1-126e
	C1-206012
	Huawei, HiSilicon
	eV2XARC
	16.2 (new), 16.2.1 (new)
	 

	27.007
	692
	2
	Rel-16
	Introduction of +CVAEREG; AT command for VAE layer registration
	F
	16.6.0
	C1-126e
	C1-206013
	Huawei, HiSilicon
	eV2XARC
	16.2 (new), 16.2.2 (new)
	 



