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1st change
[bookmark: _Toc20146159][bookmark: _Toc27488883][bookmark: _Toc45185556][bookmark: _Toc51770396]7.2A.21	Extension to "isub-encoding" tel URIheader field parameter
[bookmark: _Toc20146160][bookmark: _Toc27488884][bookmark: _Toc45185557][bookmark: _Toc51770397]7.2A.21.1	Introduction
This extension defines a new value "user-specified" for the "isub-encoding" tel URIheader field parameter.
[bookmark: _Toc20146161][bookmark: _Toc27488885][bookmark: _Toc45185558][bookmark: _Toc51770398]7.2A.21.2	Syntax
The syntax for the "isub-encoding" tel URIheader field parameter is defined in IETF RFC 4715 [259].
This specification reuses the "isub-encoding" tel URIheader field parameter and defines the new value "user-specified" as listed in table 7.2A.21.2-1.
Table 7.2A.21.2-1: Syntax of extension of "isub-encoding" tel URIheader field parameter
isub-encoding-value =/ "user-specified"

The semantics of this "isub-encoding" value are described below:
user-specified: Indication that the "isub" parameter value needs to be encoded using a user-specified encoding type.
[bookmark: _Toc20146162][bookmark: _Toc27488886][bookmark: _Toc45185559][bookmark: _Toc51770399]7.2A.21.3	IANA registration of "user-specified" tel URIheader field parameter value
Editor's Note [IMSProtoc9TEI15 CR#6056]:	This extension requires an expert's review to be IANA registered. The IANA registration shall be initiated when release 15 is closed.
[bookmark: _Toc20146163][bookmark: _Toc27488887][bookmark: _Toc45185560][bookmark: _Toc51770400]7.2A.21.3.1	Introduction
This subclause defines an extension to the SIP "isub-encoding" tel URIheader field parameter to introduce a new value "user-specified" enabling the IMS network entities to identify that the "isub" tel URI parameter has been encoded using a user specified format.
[bookmark: _Toc20146164][bookmark: _Toc27488888][bookmark: _Toc45185561][bookmark: _Toc51770401]7.2A.21.3.2	IANA considerations
This document adds to the existing IANA registry for the SIP "isub-encoding" tel URIheader field parameter the following value:
Table 7.2A.21.3.2-1: Addition to the IANA Registry for the "isub-encoding" tel URISIP header field parameter
	Header fieldtel URI parameter
	Header fieldtel URI parameter value
	Reference

	isub-encoding
	user-specified
	3GPP TS 24.229
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