

	
[bookmark: _GoBack]3GPP TSG-CT WG1 Meeting #127-e	C1-207106
Electronic meeting, 13-20 November 2020							
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	27.007
	CR
	0706
	rev
	-
	Current version:
	16.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correction of AT commands for exchange of bit rate recommendation and bit rate recommendation queries

	
	

	Source to WG:
	Mediatek Inc.

	Source to TSG:
	C1

	
	

	Work item code:
	TEI16
	
	Date:
	2020-11-05

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)

	
	

	Reason for change:
	There is a typo in AT commands for exchange of bit rate recommendation and bit rate recommendation queries

	
	

	Summary of change:
	Correct the typo in AT commands for exchange of bit rate recommendation and bit rate recommendation queries

	
	

	Consequences if not approved:
	CGBRRREQ command not correct

	
	

	Clauses affected:
	10.1.68

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


*** First change ***
[bookmark: _Toc51866820]10.1.68	Bit rate recommendation request +CGBRRREQ
Table 10.1.68-1: +CGBRRREQ action command syntax
	Command
	Possible response(s)

	+CGBRRREQ=<cid>,<reqBitrate>,<direction>
	+CME ERROR: <err>

	+CGBRRREQ=?
	+CGBRRREGQ: (range of supported <cid>s),(range of supported <reqBitrate>s),(list of supported <direction>s)



Description
The command is used to request the UE to transmit a MAC Control Element containing a Recommended bit rate query to the serving eNB or gNB for the EPS bearer context or the 5G QoS flow identified by <cid> and the direction (uplink or downlink) indicated in <direction> as specified in 3GPP TS 36.321 [158] and in 3GPP TS 38.321 [176]. Refer subclause 9.2 for possible <err> values.
The test command returns the values supported as a compound value.
Defined values
<cid>: A numeric parameter which specifies a particular EPS bearer context or a 5GS QoS flow. The <cid> parameter is local to the TE-MT interface and identifies only EPS bearer contexts or 5GS QoS flows which have been setup via AT command (see the +CGDCONT and +CGDSCONT commands).
<reqBitrate>: integer type; indicates the aggregate requested bit rate in kbit/s for the EPS bearer context or the 5GQoS flow identified by <cid>.
<direction>: integer type; indicates the direction to which the recommended bit rate query applies.
1	The recommended bit rate query is for the uplink direction
2	The recommended bit rate query is for the downlink direction
Implementation
Optional.
*** End of changes ***

