3GPP TSG-CT Meeting #90e	CP-203215
E-Meeting, 06th – 08th December 2020

Source:	CT1
[bookmark: _GoBack]Title:	CR pack on TEI17 #2


	TS
	CR
	Rev
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	Work Item
	Clauses affected
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	24.301
	3444
	1
	Rel-17
	Correction to the conditions of resetting the service request attempt counter
	F
	17.0.0
	C1-126e
	C1-206543
	Nokia, Nokia Shanghai Bell
	TEI17
	5.6.1.1
	 

	24.301
	3460
	-
	Rel-17
	UE behaviour for service reject with #15
	F
	17.0.0
	C1-126e
	C1-206227
	Huawei, HiSilicon
	TEI17
	5.6.1.5
	 

	24.301
	3463
	2
	Rel-17
	Notification to upper layer upper layer for MMTEL video call when T3346 or T3325 running
	B
	17.0.0
	C1-127e
	C1-207637
	MediaTek Inc.
	TEI17
	5.5.3.2.5, 5.5.3.2.6, 5.5.3.3.5, 5.6.1.5, 5.6.1.6
	Core: TS 24.173 CR 0145

	24.301
	3465
	1
	Rel-17
	Correction to handling of SR in DOS
	F
	17.0.0
	C1-126e
	C1-206554
	MediaTek Inc.
	TEI17
	5.3.7b
	 

	24.301
	3470
	1
	Rel-17
	Correction to timeout cases for Attach and TAU procedures
	F
	17.0.0
	C1-127e
	C1-207591
	Nokia, Nokia Shanghai Bell
	TEI17
	5.5.1.2.6, 5.5.3.2.6
	 

	24.301
	3471
	-
	Rel-17
	Stopping timers T3418 and T3420 as a result of an inter-system change to N1 mode
	F
	17.0.0
	C1-127e
	C1-207133
	Nokia, Nokia Shanghai Bell
	TEI17
	5.4.2.7
	 

	24.301
	3475
	1
	Rel-17
	Absence of timer T3448
	F
	17.0.0
	C1-127e
	C1-207552
	Huawei, HiSilicon
	TEI17
	5.6.1.5
	 

	24.301
	3480
	1
	Rel-17
	Miss local detach procedure before entering EMM-DEREGISTERED state
	F
	17.0.0
	C1-127e
	C1-207566
	Huawei, HiSilicon
	TEI17
	5.5.2.2.4
	 

	24.334
	329
	-
	Rel-17
	Miscellaneous fixes
	D
	16.0.0
	C1-127e
	C1-207089
	Huawei, HiSilicon
	TEI17
	6.2.2.5, 11.4.12A.1
	 

	24.501
	2811
	2
	Rel-17
	Notification to upper layer upper layer for MMTEL video call when T3346 or T3525 running
	B
	17.0.0
	C1-127e
	C1-207641
	MediaTek Inc.
	TEI17
	5.5.1.3.5, 5.5.1.3.7, 5.6.1.5, 5.6.1.7
	Core: TS 24.173 CR 0145

	24.587
	146
	1
	Rel-17
	Editorial correction of operation codes for PC5 unicast link modification
	D
	16.2.1
	C1-126e
	C1-206537
	Huawei, HiSilicon
	TEI17
	6.1.2.3.2, 6.1.2.3.5
	 

	24.623
	79
	1
	Rel-17
	Adding handling of the UE configuration parameter "Access_Point_Name_Parameter_Reading_Rule" for the UE to read the XCAP APN name parameter from correct input source.
	B
	16.1.0
	C1-127e
	C1-207724
	MediaTek Inc
	TEI17
	5.2.1.1
	Core: TS 24.229 CR 6476

	24.301
	3452
	-
	Rel-17
	Correction on SMS over SGs for NB-IoT only UEs
	F
	17.0.0
	C1-126e
	C1-206095
	Huawei, HiSilicon
	TEI17, CIoT-CT
	5.5.1.2.4A, 5.5.1.2.6A, 5.5.3.2.4A, 5.5.3.2.6A
	 

	24.587
	134
	1
	Rel-17
	Knpr-sess ID
	F
	16.2.1
	C1-126e
	C1-206491
	Ericsson
	TEI17, eV2XARC
	6.1.2.10.4
	 

	24.587
	153
	-
	Rel-17
	Correction to an error cause name in the PC5 signalling protocol cause IE
	F
	16.2.1
	C1-127e
	C1-207134
	Nokia, Nokia Shanghai Bell
	TEI17, eV2XARC
	8.4.9
	 

	24.587
	154
	-
	Rel-17
	Clarifications to some rejection causes for a PC5 unicast link security mode control procedure
	F
	16.2.1
	C1-127e
	C1-207135
	Nokia, Nokia Shanghai Bell
	TEI17, eV2XARC
	6.1.2.7.5
	 

	24.587
	155
	-
	Rel-17
	Removing cause #6 "authentication failure" from the list of expected causes for PC5 unicast link security mode control procedure
	F
	16.2.1
	C1-127e
	C1-207136
	Nokia, Nokia Shanghai Bell
	TEI17, eV2XARC
	6.1.2.7.5
	 

	24.587
	160
	1
	Rel-17
	Abnormal case handling of LIU procedure
	F
	16.2.1
	C1-127e
	C1-207492
	Qualcomm Incorporated
	TEI17, eV2XARC
	6.1.2.5.7.1
	 

	24.301
	3456
	-
	Rel-17
	Correction in the restricted local operator services
	F
	17.0.0
	C1-126e
	C1-206163
	Nokia, Nokia Shanghai Bell
	TEI17, PARLOS
	5.3.18
	 

	23.122
	624
	1
	Rel-17
	CAG support and CAG information are only applicable when MS is in 5GS
	F
	17.0.0
	C1-127e
	C1-207596
	OPPO
	TEI17, Vertical_LAN
	3.8
	Core: TS/TR 23.501 CR 2486 (SA2)



