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* * * First Change * * * *
[bookmark: _Toc34309555][bookmark: _Toc43231171][bookmark: _Toc43296102][bookmark: _Toc43400219][bookmark: _Toc43400836][bookmark: _Toc45216661][bookmark: _Toc51938213][bookmark: _Toc51938748]6.2.1	Client procedure
Upon receiving a request from a V2X application to register for receiving V2X messages from the V2X AS, the VAE-C shall generate an HTTP POST request according to procedures specified in IETF RFC 2616 [19]. In the HTTP POST request, the VAE-C:
a)	shall set the Request-URI to the URI included in the received HTTP response message for V2X service discovery procedure (see clause 6.6);
b)	shall include a Content-Type header field set to "application/vnd.3gpp.vae-info+xml";
c)	shall include an application/vnd.3gpp.vae-info+xml MIME body with a <registration-info> element in the <VAE-info> root element:
1)	shall include a <V2X-UE-id> element set to the identity of the UE which requests the registration; and
2)	shall include one or more with a <V2X-service-id> element(s), each element set to the V2X service ID which the V2X UE is interested in receiving; and
d)	shall send the HTTP POST request towards the VAE-S according to IETF RFC 2616 [19].
* * * Next Change * * * *
[bookmark: _Toc34309559][bookmark: _Toc43231174][bookmark: _Toc43296105][bookmark: _Toc43400222][bookmark: _Toc43400839][bookmark: _Toc45216664][bookmark: _Toc51938216][bookmark: _Toc51938751]6.3.1	Client procedure
Upon receiving a request from a V2X application to de-register for receiving certain V2X service-IDs from the V2X AS, the VAE-C shall send an HTTP POST request according to procedures specified in IETF RFC 2616 [19]. In the HTTP POST request, the VAE-C:
a)	shall set the Request-URI to the URI included in the received HTTP response message for V2X service discovery procedure (see clause 6.6);
b)	shall include a Content-Type header field set to "application/vnd.3gpp.vae-info+xml";
c)	shall include an application/vnd.3gpp.vae-info+xml MIME body with a <de-registration-info> element in the <VAE-info> root element:
1)	shall include a <V2X-UE-id> element set to the identity of a UE which requests the de-registration; and
2)	shall include one or more a <V2X-service-id> child element(s), each element set to the V2X service ID that the UE is no longer interested in receiving; and
d)	shall send the HTTP POST request towards the VAE-S according to IETF RFC 2616 [19].
* * * End of Change * * * *


