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*** 1st Change ***
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The optional features in table 6.1.8-1 are defined for the Nudr_DataRepository API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [7].
Table 6.1.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	ResourceRemovalNotificationPolicyData
	This feature indicates the support of the complete removal of a Policy Data resource.

	2
	ResourceNotificationExposureDataFix
	This feature indicates the support of corrections to Notifications of data changes in the Exposure Data resource.

	3
	DomainNameProtocol
	This feature supports the additional protocol matching condition for the domain name in PFD data.

	4
	EnhancedBackgroundDataTransfer
	This feature indicates the support of applying the Background Data Transfer Policy to a future PDU session requested by the AF for Policy Data resource and Application Data resource as defined in 3GPP TS 29.519 [3]. This feature requires the support of SessionManagementPolicyDataPatch feature to update Background Data Transfer data within the Session Management Policy Data.

	5
	MacAddressRange
	This feature indicates the support of a set of MAC addresses with a specific range for the traffic filter in the application data resource as specified in 3GPP TS 29.519 [3].

	6
	MultiTemporalCondition
	This feature indicates the support of multiple temporal validity conditions in the Traffic Influence Data resource as specified in 3GPP TS 29.519 [3].

	7
	PatchReport
	If some of the modifications included in the PATCH request are not successfully implemented, the UDM reports the result of PATCH request execution to the consumer. See clause 5.2.7.2 of 3GPP TS 29.500 [7].

	8
	URLLC
	This feature indicates support of Ultra Reliable Low Latency Communication (URLLC) requirements, i.e. AF application relocation and UE address(es) preservation in the Application Data resource as specified in 3GPP TS 29.519 [3].

	9
	SessionManagementPolicyDataPatch
	This feature indicates the support of the HTTP PATCH method to update the session management policy data defined in a Policy Data resource as specified in 3GPP TS 29.519 [3].

	10
	ConditionalSubscriptionwithPartialNotification
	This feature indicates the support of subscription to notification of resource data changes conditioned to the change occurs in a fragment of the resource. It applies for Policy Data resources as specified in 3GPP TS 29.519 [3].

	11
	EnhancedInfluDataNotification
	This feature indicates the support of enhancement of data change Notifications in the Influence Data resource as specified in 3GPP TS 29.519 [3].

	12
	PerUePerSnAuthStatus
	This feature indicates the support of the Individual authentication status per UE per serving network as specified in 3GPP TS 29.505 [2].

	13
	OpSpecDataMapNotification
	This feature indicates the support of the notification of data changes in the OperatorSpecificData resource by including the complete map of Operator Specific Data Containers. It applies to Policy Data resources as specified in 3GPP TS 29.519 [3].

	14
	PlmnSmPolicyData
	This feature indicates the support of a resource in the policy data which represents Session Management Policy Data per PLMN. It applies for Policy Data resources as specified in 3GPP TS 29.519 [3].

	x1
	OSDResource_Create_Delete
	This feature indicates the support of the creation and the removal of the OperatorSpecificData resource by a Policy Data NF service consumer. It applies to Policy Data resources as specified in 3GPP TS 29.519 [3].



*** End of Changes ***
