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* * * First Change * * * *

[bookmark: _Toc11338335][bookmark: _Toc27584938][bookmark: _Toc36456880][bookmark: _Toc45027758][bookmark: _Toc45028593][bookmark: _Toc58582818]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[5]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[6]	3GPP TS 33.501: "Security Architecture and Procedures for 5G System".
[7]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces Stage 3".
[8]	3GPP TS 23.003: "Numbering, addressing and identification".
[9]	3GPP TS 29.504: "5G System; Unified Data Repository Services; Stage 3".
[10]	3GPP TS 29.505: "5G System; Usage of the Unified Data Repository Services for Subscription Data; Stage 3".
[11]	3GPP TS 32.255: "Charging management; 5G data connectivity domain charging".
[12]	3GPP TS 32.298: "Charging management; Charging Data Record (CDR) parameter description".
[13]	IETF RFC 7540: "Hypertext Transfer Protocol Version 2 (HTTP/2)".
[14]	OpenAPI Initiative, "OpenAPI 3.0.0 Specification Version 3.0.0", https://spec.openapis.org/oas/v3.0.0.https://github.com/OAI/OpenAPI-Specification/blob/master/versions/3.0.0.md
[15]	IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[16]	IETF RFC 7807: "Problem Details for HTTP APIs".
[17]	IETF RFC 7396: "JSON Merge Patch".
[18]	IETF RFC 6749: "The OAuth 2.0 Authorization Framework".
[19]	3GPP TS 29.510: "Network Function Repository Services; Stage 3".
[20]	3GPP TS 23.122: "Non-Access-Stratum (NAS) functions related to Mobile Station in idle mode".
[21]	3GPP TS 29.002: "Mobile Application Part (MAP) specification".
[22]	3GPP TS 29.338: "Diameter based protocols to support Short Message Service (SMS) capable Mobile Management Entities (MMEs)"
[23]	ITU-T Recommendation E.164: "The international public telecommunication numbering plan".
[24]	3GPP TS 29.509: "Authentication Server Services; Stage 3".
[25]	IETF RFC 7232: "Hypertext Transfer Protocol (HTTP/1.1): Conditional Requests".
[26]	IETF RFC 7234: "Hypertext Transfer Protocol (HTTP/1.1): Caching".
[27]	3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
[28]	ETSI TS 102 225: "Smart Cards; Secured packet structure for UICC based applications".
[29]	IETF RFC 7542: "The Network Access Identifier".
[30]	3GPP TR 21.900: "Technical Specification Group working methods".
[31]	IETF RFC 3986: "Uniform Resource Identifier (URI): Generic Syntax".
[32]	3GPP TS 23.632: "User Data Interworking, Coexistence and Migration"
[33]	3GPP TS 29.519: "Policy Data, Application Data and Structured Data for Exposure; Stage 3".
[34]	3GPP TS 29.572: "5G System; Location Management Services; Stage 3".
[35]	3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".
[36]	3GPP TS 29.518: "Access and Mobility Management Services".
[37]	3GPP TS 23.316: "Wireless and wireline convergence access support for the 5G System (5GS); Stage 2".
[38]	3GPP TS 23.273: "5G System (5GS) Location Services (LCS); Stage 2".
[39]	3GPP TS 29.515: "5G System; Gateway Mobile Location Services; Stage 3".
[40]	3GPP TS 29.508: "5G System; Session Management Event Exposure Service; Stage 3".
[41]	IETF RFC 6902: "JavaScript Object Notation (JSON) Patch".
[42]	BBF TR-069: "CPE WAN Management Protocol".
[43]	BBF TR-369: "User Services Platform (USP)".
[44]	3GPP TS 29.524: "5G System; Cause codes mapping between 5GC interfaces; Stage 3".
[45]	3GPP TS 29.122: "T8 reference point for Northbound APIs".
[46]	3GPP TS 24.008: "Mobile radio interface Layer 3 specification; Core network protocols; Stage 3".
[47]	3GPP TS 22.071: "Location Services (LCS); Service description; Stage 1".
[48]	3GPP TS 32.422: "Telecommunication management; Subscriber and equipment trace; Trace control and configuration management".
[49]	3GPP TS 24.302: "Access to the 3GPP Evolved Packet Core (EPC) via non-3GPP access networks".
[50]	IETF RFC 7230: "Hypertext Transfer Protocol (HTTP/1.1): Message Syntax and Routing".
[51]	3GPP TS 23.287: "Architecture enhancements for 5G System (5GS) to support Vehicle-to-Everything (V2X) services".
[52]	3GPP TS 29.328: "IP Multimedia (IM) Subsystem Sh interface; Signalling flows and message contents".
[53]	3GPP TS 23.040: "Technical realization of the Short Message Service (SMS)". 
[54]	3GPP TS 29.522: "5G System; Network Exposure Function Northbound APIs; Stage 3".
[55]	3GPP TS 33.535: "Authentication and Key Management for Applications (AKMA) based on 3GPP credentials in the 5G System (5GS)".
* * * Next Change * * * *

[bookmark: _Toc11338605][bookmark: _Toc27585257][bookmark: _Toc36457223][bookmark: _Toc45028117][bookmark: _Toc45028952][bookmark: _Toc58583181]6.1.6.2.27	Type: SharedData
Table 6.1.6.2.27-1: Definition of type SharedData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	sharedDataId
	SharedDataId
	M
	1
	Identifier of the shared data
	

	sharedAmData
	AccessAndMobilitySubscriptionData
	O
	0..1
	Shared Access and Mobility Subscription Data
	

	sharedSmsSubsData
	SmsSubscriptionData
	O
	0..1
	Shared SMS Subscription Data
	

	sharedSmsMngSubsData
	SmsManagementSubscriptionData
	O
	0..1
	Shared SMS Management Subscription Data
	

	sharedDnnConfigurations
	map(DnnConfiguration)
	O
	1..N
	A map of Sshared DNN configurations (list of key-value pairs where DNN, or optionally the Wildcard DNN, serves as key)
	

	sharedTraceData
	TraceData
	O
	0..1
	Shared Trace Data
	

	sharedSnssaiInfos
	map(SnssaiInfo)
	O
	1..N
	A map of Shared Snssai Infos (list of key-value pairs where singleNssai converted to string serves as key; see 3GPP TS 29.571 [7])
	

	sharedVnGroupDatas
	map(VnGroupData)
	O
	1..N
	A map of shared 5G VN group data (list of key-value pairs where GroupId serves as key; see clause 6.1.6.1).
	

	treatmentInstructions
	map(SharedDataTreatmentInstruction)
	O
	1..N
	A map of SharedDataTreatmentInstructions (list of key-value pairs where a JSON pointer pointing to an attribute within the SharedData serves as key)
	SharedDataTreatment

	Note 1:	Exactly one of sharedAmData, sharedSmsSubsData, sharedSmsMngSubsData sharedDnnConfigurations, sharedTraceData and sharedSnssaiInfos shall be present.
Note 2:	The attributes sharedAmData, sharedSmsSubsData and SharedSmsMngSubsData shall not contain sharedDataIds
Note 3:	When shared data clash with individual data, individual data shall take precedence as default treatment unless the feature SharedDataTreatment is supported and the SharedData contains treatment instructions different from the default treatment.




* * * Next Change * * * *

[bookmark: _Toc11338878][bookmark: _Toc27585639][bookmark: _Toc36457662][bookmark: _Toc45028581][bookmark: _Toc45029416][bookmark: _Toc58583652][bookmark: _Hlk9329589]A.2	Nudm_SDM API
openapi: 3.0.0

info:
  version: '2.2.0-alpha.3'
  title: 'Nudm_SDM'
  description: |
    Nudm Subscriber Data Management Service.
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
[…]
    AccessAndMobilitySubscriptionData:
      type: object
      properties:
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        gpsis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        hssGroupId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfGroupId'
        internalGroupIds:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'
          minItems: 1
        sharedVnGroupDataIds:
          description: A map(list of key-value pairs) where GroupId serves as key of SharedDataId
          type: object
          additionalProperties
:
            $ref: '#/components/schemas/SharedDataId'
          minProperties: 1
        subscribedUeAmbr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AmbrRm'
        nssai:
          $ref: '#/components/schemas/Nssai'
        ratRestrictions:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/RatType'
        forbiddenAreas:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Area'
        serviceAreaRestriction:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/ServiceAreaRestriction'
        coreNetworkTypeRestrictions:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/CoreNetworkType'
        rfspIndex:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RfspIndexRm'
        subsRegTimer:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSecRm'
        ueUsageType:
          $ref: '#/components/schemas/UeUsageType'
        mpsPriority:
          $ref: '#/components/schemas/MpsPriorityIndicator'
        mcsPriority:
          $ref: '#/components/schemas/McsPriorityIndicator'
        activeTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSecRm'
        sorInfo:
          $ref: '#/components/schemas/SorInfo'
        sorInfoExpectInd:
          type: boolean
        sorafRetrieval:
          type: boolean
          default: false
        sorUpdateIndicatorList:
          type: array
          items:
            $ref: '#/components/schemas/SorUpdateIndicator'
          minItems: 1
        upuInfo:
          $ref: '#/components/schemas/UpuInfo'
        micoAllowed:
          $ref: '#/components/schemas/MicoAllowed'
        sharedAmDataIds:
          type: array
          items:
            $ref: '#/components/schemas/SharedDataId'
          minItems: 1
        odbPacketServices:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/OdbPacketServices'
        subscribedDnnList:
          type: array
          items:
            anyOf:
              - $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
              - $ref: 'TS29571_CommonData.yaml#/components/schemas/WildcardDnn'
        serviceGapTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DurationSec'
        mdtUserConsent:
          $ref: '#/components/schemas/MdtUserConsent'
        mdtConfiguration:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/MdtConfiguration'
        traceData:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TraceData'
        cagData:
          $ref: '#/components/schemas/CagData'
        stnSr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/StnSr'
        cMsisdn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/CMsisdn'
        nbIoTUePriority:
          $ref: '#/components/schemas/NbIoTUePriority'
        nssaiInclusionAllowed:
          type: boolean
          default: false
        rgWirelineCharacteristics:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RgWirelineCharacteristics'
        ecRestrictionDataWb:
          $ref: '#/components/schemas/EcRestrictionDataWb'
        ecRestrictionDataNb:
          type: boolean
          default: false
        expectedUeBehaviourList:
          $ref: '#/components/schemas/ExpectedUeBehaviourData'
        primaryRatRestrictions:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/RatType'
        secondaryRatRestrictions:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/RatType'
        edrxParametersList:
          type: array
          items:
            $ref: '#/components/schemas/EdrxParameters'
          minItems: 1
        ptwParametersList:
          type: array
          items:
            $ref: '#/components/schemas/PtwParameters'
          minItems: 1
        iabOperationAllowed:
          type: boolean
          default: false
        adjacentPlmnRestrictions:
          description: A map (list of key-value pairs where PlmnId serves as key) of PlmnRestriction
          type: object
          additionalProperties:
            $ref: '#/components/schemas/PlmnRestriction'
          minProperties: 1
        wirelineForbiddenAreas:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/WirelineArea'
        wirelineServiceAreaRestriction:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/WirelineServiceAreaRestriction'
[…]
    SmfSelectionSubscriptionData:
      type: object
      properties:
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        subscribedSnssaiInfos:
          description: A map(list of key-value pairs) where singleNssai serves as key of SnssaiInfo
          type: object
          additionalProperties:
            $ref: '#/components/schemas/SnssaiInfo'
        sharedSnssaiInfosId:
          $ref: '#/components/schemas/SharedDataId'
        hssGroupId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfGroupId'
[…]
    Nssai:
      type: object
      required:
       - defaultSingleNssais
      properties:
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        defaultSingleNssais:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
          minItems: 1
        singleNssais:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
          minItems: 1
        provisioningTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        additionalSnssaiData:
          description: A map(list of key-value pairs) where singleNssai serves as key of AdditionalSnssaiData
          type: object
          additionalProperties:
            $ref: '#/components/schemas/AdditionalSnssaiData'
          minProperties: 1
      nullable: true
[…]
    SessionManagementSubscriptionData:
      type: object
      required:
        - singleNssai
      properties:
        singleNssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        dnnConfigurations:
          description: A map (list of key-value pairs where Dnn, or optionally the Wildcard DNN, serves as key) of DnnConfigurations
          type: object
          additionalProperties:
            $ref: '#/components/schemas/DnnConfiguration'
        internalGroupIds:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/GroupId'
          minItems: 1
        sharedVnGroupDataIds:
          description: A map(list of key-value pairs) where GroupId serves as key of SharedDataId
          type: object
          additionalProperties:
            $ref: '#/components/schemas/SharedDataId'
          minProperties: 1
        sharedDnnConfigurationsId:
          $ref: '#/components/schemas/SharedDataId'
        odbPacketServices:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/OdbPacketServices'
        traceData:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TraceData'
        sharedTraceDataId:
          $ref: '#/components/schemas/SharedDataId'
        expectedUeBehavioursList:
          description: A map(list of key-value pairs) where Dnn serves as key of ExpectedUeBehaviourData
          type: object
          additionalProperties:
            $ref: '#/components/schemas/ExpectedUeBehaviourData'
          minProperties: 1
        suggestedPacketNumDlList:
          description: A map(list of key-value pairs) where Dnn serves as key of SuggestedPacketNumDl
          type: object
          additionalProperties:
            $ref: '#/components/schemas/SuggestedPacketNumDl'
          minProperties: 1
        3gppChargingCharacteristics:
          $ref: '#/components/schemas/3GppChargingCharacteristics'
[…]
    SharedData:
      type: object
      required:
        - sharedDataId
      properties:
        sharedDataId:
          $ref: '#/components/schemas/SharedDataId'
        sharedAmData:
          $ref: '#/components/schemas/AccessAndMobilitySubscriptionData'
        sharedSmsSubsData:
          $ref: '#/components/schemas/SmsSubscriptionData'
        sharedSmsMngSubsData:
          $ref: '#/components/schemas/SmsManagementSubscriptionData'
        sharedDnnConfigurations:
          description: A map(list of key-value pairs) where Dnn, or optionally the Wildcard DNN, serves as key of DnnConfiguration
          type: object
          additionalProperties:
            $ref: '#/components/schemas/DnnConfiguration'
          minProperties: 1
        sharedTraceData:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TraceData'
        sharedSnssaiInfos:
          description: A map(list of key-value pairs) where singleNssai serves as key of SnssaiInfo
          type: object
          additionalProperties:
            $ref: '#/components/schemas/SnssaiInfo'
          minProperties: 1
        sharedVnGroupDatas:
          description: A map(list of key-value pairs) where GroupId serves as key of VnGroupData
          type: object
          additionalProperties:
            $ref: '#/components/schemas/VnGroupData'
          minProperties: 1
        treatmentInstructions:
          description: A map(list of key-value pairs) where JSON pointer pointing to an attribute within the SharedData serves as key of SharedDataTreatmentInstruction
          type: object
          additionalProperties:
            $ref: '#/components/schemas/SharedDataTreatmentInstruction'
          minProperties: 1
[…]
* * * End of Changes * * * *


