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* * * First Change * * * *
[bookmark: _Toc25156463][bookmark: _Toc34124767][bookmark: _Toc43207893][bookmark: _Toc49857366][bookmark: _Toc56677207][bookmark: _Toc56696455][bookmark: _Toc67683619]6.2.3.2.3.1	POST
This method shall support the URI query parameters specified in table 6.2.3.2.3.1-1.
Table 6.2.3.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.2.3.1-2 and the response data structures and response codes specified in table 6.2.3.2.3.1-3.
Table 6.2.3.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	AmfCreateEventSubscription
	M
	1
	Describes of an AMF Event Subscription to be created



Table 6.2.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	AmfCreatedEventSubscription 
	M
	1
	201 Created
	Represents successful creation of an AMF Event Subscription

	RedirectResponseProblemDetails
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set.     

	RedirectResponseProblemDetails
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set.     

	ProblemDetails
	O
	0..1
	403 Forbidden
	Indicates the creation of subscription has failed due to application error.

The "cause" attribute may be used to indicate one of the following application errors:

-	UE_NOT_SERVED_BY_AMF



Table 6.2.3.2.3.1-4: Headers supported by the 201 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/namf-evts/<apiVersion>/subscriptions/{subscriptionId}



Table 6.2.3.2.3.1-5: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.2.3.2.3.1-6: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



* * * Next Change * * * *
[bookmark: _Toc25156469][bookmark: _Toc34124773][bookmark: _Toc43207899][bookmark: _Toc49857372][bookmark: _Toc56677213][bookmark: _Toc56696461][bookmark: _Toc67683625]6.2.3.3.3.1	PATCH
This method shall support the URI query parameters specified in table 6.2.3.3.3.1-1.
Table 6.2.3.3.3.1-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.3.3.1-2 and the response data structures and response codes specified in table 6.2.3.3.3.1-3.
Table 6.2.3.3.3.1-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(AmfUpdateEventSubscriptionItem)
	M
	1..N
	Document describes the modification(s) to a AMF Event Subscription

	array(AmfUpdateEventOptionItem)
	M
	1..1
	Document describing the modification to the event subscription options (e.g subscription expiry time).



Table 6.2.3.3.3.1-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	AmfUpdatedEventSubscription
	M
	1
	200 OK
	Represents a successful update on AMF Event Subscription

	RedirectResponseProblemDetails
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set.     

	RedirectResponseProblemDetails
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set.     

	ProblemDetails
	O
	0..1
	403 Forbidden
	Indicates the modification of subscription has failed due to application error.

The "cause" attribute may be used to indicate one of the following application errors:
-	UE_NOT_SERVED_BY_AMF

	ProblemDetails
	O
	0..1
	404 Not Found
	Indicates the modification of subscription has failed due to application error.

The "cause" attribute may be used to indicate one of the following application errors:
-	SUBSCRIPTION_NOT_FOUND



Table 6.2.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.2.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



* * * Next Change * * * *
[bookmark: _Toc25156470][bookmark: _Toc34124774][bookmark: _Toc43207900][bookmark: _Toc49857373][bookmark: _Toc56677214][bookmark: _Toc56696462][bookmark: _Toc67683626]6.2.3.3.3.2	DELETE
This method shall support the URI query parameters specified in table 6.2.3.3.3.2-1.
Table 6.2.3.3.3.2-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.3.3.2-2 and the response data structures and response codes specified in table 6.2.3.3.3.2-3.
Table 6.2.3.3.3.2-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.3.3.2-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	

	RedirectResponseProblemDetails
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set.     

	RedirectResponseProblemDetails
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set.     

	ProblemDetails
	O
	0..1
	404 Not Found
	Indicates the modification of subscription has failed due to application error.

The "cause" attribute may be used to indicate one of the following application errors:
-	SUBSCRIPTION_NOT_FOUND.



Table 6.2.3.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.2.3.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



* * * Next Change * * * *
[bookmark: _Toc25156478][bookmark: _Toc34124782][bookmark: _Toc43207908][bookmark: _Toc49857381][bookmark: _Toc56677222][bookmark: _Toc56696470][bookmark: _Toc67683634]6.2.5.2.3.1	POST
This method shall support the request data structures specified in table 6.2.5.2.3.1-1 and the response data structures and response codes specified in table 6.2.5.2.3.1-2.
Table 6.2.5.2.3.1-2: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	AmfEventNotification
	M
	1
	Represents the notification to be delivered



Table 6.2.5.2.3.1-3: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	

	RedirectResponseProblemDetails
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.

	RedirectResponseProblemDetails
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.



Table 6.2.5.2.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to the endpoint of another NF service consumer to which the notification should be sent

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.2.5.2.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to the endpoint of another NF service consumer to which the notification should be sent

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



* * * Next Change * * * *
[bookmark: _Toc25156480][bookmark: _Toc34124784][bookmark: _Toc43207910][bookmark: _Toc49857383][bookmark: _Toc56677224][bookmark: _Toc56696472][bookmark: _Toc67683636]6.2.6.1	General
This clause specifies the application data model supported by the API.
Table 6.2.6.1-1 specifies the data types defined for the Namf_EventExposure service based interface protocol.
Table 6.2.6.1-1: Namf_EventExposure specific Data Types
	Data type
	Clause defined
	Description

	AmfEventSubscription
	6.2.6.2.2
	Represents an individual event subscription resource on AMF

	AmfEvent
	6.2.6.2.3
	Describes an event to be subscribed

	AmfEventNotification
	6.2.6.2.4
	Represents a notification generated by AMF to be delivered

	AmfEventReport
	6.2.6.2.5
	Represents a report triggered by a subscribed event type, except the report triggered by UES_IN_AREA_REPORT event type

	AmfEventMode
	6.2.6.2.6
	Describes how the reports shall be generated by a subscribed event

	AmfEventState
	6.2.6.2.7
	Represents the state of a subscribed event

	RmInfo
	6.2.6.2.8
	Represents the registration state of a UE for an access type

	CmInfo
	6.2.6.2.9
	Represents the connection management state of a UE for an access type

	CommunicationFailure
	6.2.6.2.11
	Describes a communication failure detected by AMF

	AmfCreateEventSubscription
	6.2.6.2.12
	Describes of an AMF Event Subscription to be created

	AmfCreatedEventSubscription
	6.2.6.2.13
	Represents successful creation of an AMF Event Subscription

	AmfUpdateEventSubscriptionItem
	6.2.6.2.14
	Document describes the modification(s) to an AMF Event Subscription

	AmfUpdatedEventSubscription
	6.2.6.2.15
	Represents a successful update on an AMF Event Subscription

	AmfEventArea
	6.2.6.2.16
	Represents an area to be monitored by an AMF event.

	LadnInfo
	6.2.6.2.17
	LADN Information

	AmfUpdateEventOptionItem
	6.2.6.2.18
	Document describing the modifications to AMF event subscription options.

	5GsUserStateInfo
	6.2.6.2.19
	Represents the 5GS User state of the UE for an access type

	TrafficDescriptor
	6.2.6.2.20
	Represents the Traffic Descriptor

	UEIdExt
	6.2.6.2.21
	UE Identity

	AmfEventSubsSyncInfo
	6.2.6.2.22
	AMF Event Subscriptions Information for synchronization

	AmfEventSubscriptionInfo
	6.2.6.2.23
	Individual AMF Event Subscription Information

	AmfEventType
	6.2.6.3.3
	Describes the supported event types of Namf_EventExposure Service

	AmfEventTrigger
	6.2.6.3.4
	Describes how AMF should generate the report for the event

	LocationFilter
	6.2.6.3.5
	Describes the supported filters of LOCATION_REPORT event type

	UeReachability
	6.2.6.3.7
	Describes the reachability of the UE

	RmState
	6.2.6.3.9
	Describes the registration management state of a UE

	CmState
	6.2.6.3.10
	Describes the connection management state of a UE

	5GsUserState
	6.2.6.3.11
	Describes the 5GS User State of a UE

	LossOfConnectivityReason
	6.2.6.3.12
	Describes the reason for loss of connectivity

	ReachabilityFilter
	6.2.6.3.13
	Event filter for REACHABILITY_REPORT event type.



Table 6.2.6.1-2 specifies data types re-used by the Namf_EventExposure service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Namf_EventExposure service based interface.
Table 6.2.6.1-2: Namf_EventExposure re-used Data Types
	Data type
	Reference
	Comments

	Supi
	3GPP TS 29.571 [6]
	

	GroupId
	3GPP TS 29.571 [6]
	

	DurationSec
	3GPP TS 29.571 [6]
	

	Gpsi
	3GPP TS 29.571 [6]
	

	Uri
	3GPP TS 29.571 [6]
	

	Pei
	3GPP TS 29.571 [6]
	

	UserLocation
	3GPP TS 29.571 [6]
	

	TaI
	3GPP TS 29.571 [6]
	

	TimeZone
	3GPP TS 29.571 [6]
	

	AccessType
	3GPP TS 29.571 [6]
	

	Ecgi
	3GPP TS 29.571 [6]
	EUTRA Cell Identifier

	Ncgi
	3GPP TS 29.571 [6]
	NR Cell Identifier

	NfInstanceId
	3GPP TS 29.571 [6]
	

	ProblemDetails
	3GPP TS 29.571 [6]
	Problem Details

	SupportedFeatures
	3GPP TS 29.571 [6]
	Supported Features

	DateTime
	3GPP TS 29.571 [6]
	

	NgApCause
	3GPP TS 29.571 [6]
	

	PresenceInfo
	3GPP TS 29.571 [6]
	Presence Reporting Area Information

	PresenceState
	3GPP TS 29.571 [6]
	Describes the presence state of the UE to a specified area of interest

	Dnn
	3GPP TS 29.571 [6]
	

	Snssai
	3GPP TS 29.571 [6]
	

	DddTrafficDescriptor
	3GPP TS 29.571 [6]
	Downlink Data Delivery Traffic Descriptor

	SamplingRatio
	3GPP TS 29.571 [6]
	Sampling Ratio.

	RedirectResponse
	3GPP TS 29.571 [6]
	Response body of the redirect response message.

	ReferenceId
	3GPP TS 29.503 [35]
	

	NsiId
	3GPP TS 29.531 [18]
	NSI ID

	SamplingRatio
	3GPP TS 29.571 [6]
	Sampling Ratio.



* * * Next Change * * * *
[bookmark: _Toc25156616][bookmark: _Toc34124921][bookmark: _Toc43208057][bookmark: _Toc49857524][bookmark: _Toc56677370][bookmark: _Toc56696618][bookmark: _Toc67683789][bookmark: _Hlk18495581][bookmark: _Hlk56675666]A.3	Namf_EventExposure API
openapi: 3.0.0
info:
  version: 1.1.3
  title: Namf_EventExposure
  description: |
    AMF Event Exposure Service
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
security:
  - {}
  - oAuth2ClientCredentials:
      - namf-evts
externalDocs:
  description: 3GPP TS 29.518 V16.7.0; 5G System; Access and Mobility Management Services
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.518/'
servers:
  - url: '{apiRoot}/namf-evts/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause clause 4.4 of 3GPP TS 29.501
paths:
  /subscriptions:
    post:
      summary: Namf_EventExposure Subscribe service Operation
      tags:
        - Subscriptions collection (Document)
      operationId: CreateSubscription
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/AmfCreateEventSubscription'
        required: true
      responses:
        '201':
          description: Subsription Created
          headers:
            Location:
              description: 'Contains the URI of the newly created resource, according to the structure: {apiRoot}/namf-evts/<apiVersion>/subscriptions/{subscriptionId}'
              required: true
              schema:
                type: string
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AmfCreatedEventSubscription'
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
          description: temporary redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'An alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set'
              required: true
              schema:
                type: string
            3gpp-Sbi-Target-Nf-Id:
              description: ' Identifier of the target NF (service) instance ID towards which the request is redirected'
              schema:
                type: string
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
          description: permanent redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'An alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set'
              required: true
              schema:
                type: string
            3gpp-Sbi-Target-Nf-Id:
              description: ' Identifier of the target NF (service) instance ID towards which the request is redirected'
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error
      callbacks:
        onEventReport:
          '{$request.body#/subscription/eventNotifyUri}':
            post:
              summary: Event Notificaiton Delivery
              requestBody:
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/AmfEventNotification'
                required: true
              responses:
                '204':
[bookmark: _Hlk56693461]                  description: Successful acknowledgement
                '307':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                  description: temporary redirect
                  content:
                    application/problem+json:
                      schema:
                        $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
                  headers:
                    Location:
                      description: 'An alternative URI of the NF service consumer to which the notification should be sent'
                      required: true
                      schema:
                        type: string
                    3gpp-Sbi-Target-Nf-Id:
                      description: ' Identifier of the target NF (service) instance ID towards which the request is redirected'
                      schema:
                        type: string
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                  description: permanent redirect
                  content:
                    application/problem+json:
                      schema:
                        $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
                  headers:
                    Location:
                      description: 'An alternative URI of the NF service consumer to which the notification should be sent'
                      required: true
                      schema:
                        type: string
                    3gpp-Sbi-Target-Nf-Id:
                      description: ' Identifier of the target NF (service) instance ID towards which the request is redirected'
                      schema:
                        type: string
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                default:
                  description: Unexpected error
        onSubscriptionIdChangeEvtReport:
          '{$request.body#/subscription/subsChangeNotifyUri}':
            post:
              summary: Event Notificaiton Delivery For Subscription Id Change
              requestBody:
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/AmfEventNotification'
                required: true
              responses:
                '204':
                  description: Successful acknowledgement
                '307':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                  description: temporary redirect
                  content:
                    application/problem+json:
                      schema:
                        $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
                  headers:
                    Location:
                      description: 'An alternative URI of the NF service consumer to which the notification should be sent'
                      required: true
                      schema:
                        type: string
                    3gpp-Sbi-Target-Nf-Id:
                      description: ' Identifier of the target NF (service) instance ID towards which the request is redirected'
                      schema:
                        type: string
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                  description: permanent redirect
                  content:
                    application/problem+json:
                      schema:
                        $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
                  headers:
                    Location:
                      description: 'An alternative URI of the NF service consumer to which the notification should be sent'
                      required: true
                      schema:
                        type: string
                    3gpp-Sbi-Target-Nf-Id:
                      description: ' Identifier of the target NF (service) instance ID towards which the request is redirected'
                      schema:
                        type: string
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                default:
                  description: Unexpected error
  /subscriptions/{subscriptionId}:
    patch:
      summary: Namf_EventExposure Subscribe Modify service Operation
      tags:
        - Individual subscription (Document)
      operationId: ModifySubscription
      parameters:
        - name: subscriptionId
          in: path
          required: true
          description: Unique ID of the subscription to be modified
          schema:
            type: string
      requestBody:
        content:
          application/json-patch+json:
            schema:
              oneOf:
                - type: array
                  items:
                   $ref: '#/components/schemas/AmfUpdateEventSubscriptionItem'
                  minItems: 1
                - type: array
                  items:
                   $ref: '#/components/schemas/AmfUpdateEventOptionItem'
                  minItems: 1
                  maxItems: 1
        required: true
      responses:
        '200':
          description: Subsription modified successfully
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AmfUpdatedEventSubscription'
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
          description: temporary redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'An alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set'
              required: true
              schema:
                type: string
            3gpp-Sbi-Target-Nf-Id:
              description: ' Identifier of the target NF (service) instance ID towards which the request is redirected'
              schema:
                type: string
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
          description: permanent redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'An alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set'
              required: true
              schema:
                type: string
            3gpp-Sbi-Target-Nf-Id:
              description: ' Identifier of the target NF (service) instance ID towards which the request is redirected'
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error
    delete:
      summary: Namf_EventExposure Unsubscribe service Operation
      tags:
        - Individual subscription (Document)
      operationId: DeleteSubscription
      parameters:
        - name: subscriptionId
          in: path
          required: true
          description: Unique ID of the subscription to be deleted
          schema:
            type: string
      responses:
        '204':
          description: Subsription deleted successfully
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
          description: temporary redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'An alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set'
              required: true
              schema:
                type: string
            3gpp-Sbi-Target-Nf-Id:
              description: ' Identifier of the target NF (service) instance ID towards which the request is redirected'
              schema:
                type: string
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
          description: permanent redirect
          content:
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
          headers:
            Location:
              description: 'An alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set'
              required: true
              schema:
                type: string
            3gpp-Sbi-Target-Nf-Id:
              description: ' Identifier of the target NF (service) instance ID towards which the request is redirected'
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error
components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{nrfApiRoot}/oauth2/token'
          scopes:
            namf-evts: Access to the Namf_EventExposure API

********skipped for clarifty*************

* * * End of Changes * * * *


