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[bookmark: _Toc20213915][bookmark: _Toc27486227][bookmark: _Toc36200456][bookmark: _Toc45096137][bookmark: _Toc51742245]* * * First Change * * * *
9.2.20	WRITE-REPLACE-WARNING-INDICATION Request/Indication
	PARAMETER
	REFERENCE
	PRESENCE

	Message Type
	9.3.28
	M

	Message Identifier
	9.3.1
	M

	Serial-Number
	9.3.3
	M

	Broadcast Scheduled Area List
	9.3.40
	O

	Broadcast Scheduled Area List NG-RAN
	9.3.58
	O

	Broadcast Empty Area List
	9.3.44
	O

	Broadcast Empty Area List NG-RAN
	9.3.60
	O



This Indication is sent by the MME to report to the CBC the Broadcast Scheduled Area List(s) the MME has received from the eNodeB(s) as Broadcast Completed Area List. If the MME has received a WRITE REPLACE WARNING RESPONSE without a Broadcast Completed Area List, then the eNodeB ID shall be included in the Broadcast Empty Area List instead. Multiple responses from eNodeBs may be combined in a Broadcast Scheduled Area List.
This Indication is sent by an AMF via the PWS-IWF to report to the CBC the Broadcast Scheduled Area List(s) NG-RAN the AMF has received from the NG-RAN node(s) as Broadcast Completed Area List. If the AMF has received a WRITE-REPLACE WARNING RESPONSE without a Broadcast Completed Area List, then the gNodeB ID shall be included in the Broadcast Empty Area List NG-RAN instead. Multiple responses from NG-RAN nodes may be combined by the AMF in a Broadcast Scheduled Area List NG-RAN.
If the MME or the PWS-IWF interfaces with multiple CBCs (i.e. has active SCTP associations established with multiple CBCs), the MME or PWS-IWF shall forward the same WRITE-REPLACE-WARNING-INDICATION message to all CBCs.
The Broadcast Scheduled Area List IE or Broadcast Scheduled Area List NG-RAN IE is not included in the WRITE-REPLACE WARNING INDICATION when the broadcast is unsuccessful in all the cells within the eNodeBs or NG-RAN nodes.
If the message is received from an MME then the Broadcast Scheduled Area List IE may be present. If the message is received from an AMF via the PWS-IWF then the Broadscast Scheduled Area List NG-RAN IE may be present.
The Broadcast Empty Area List IE may be included in the WRITE-REPLACE-WARNING-INDICATION when the MME has received at least one WRITE REPLACE WARNING RESPONSE without Broadcast Completed Area List IE.
The Broadcast Empty Area List NG-RAN IE may be included in the WRITE-REPLACE-WARNING-INDICATION when the AMF has received at least one WRITE REPLACE WARNING RESPONSE without Broadcast Completed Area List IE.
* * * Next Change * * * *

[bookmark: _Toc20213925][bookmark: _Toc27486237][bookmark: _Toc36200466][bookmark: _Toc45096147][bookmark: _Toc51742255]9.2.30	WRITE-REPLACE-WARNING-INDICATION-NG-RAN Request/Indication
	PARAMETER
	REFERENCE
	PRESENCE

	Message Type
	9.3.28
	M

	Message Identifier
	9.3.1
	M

	Serial-Number
	9.3.3
	M

	Broadcast Scheduled Area List NG-RAN
	9.3.58
	O

	Broadcast Empty Area List NG-RAN
	9.3.60
	O



This Indication is sent by the AMF to report to the CBCF the Broadcast Scheduled Area List(s) the AMF has received from the NG-RAN node(s) as Broadcast Completed Area List. If the AMF has received a WRITE-REPLACE WARNING RESPONSE without a Broadcast Completed Area List, then the gNodeB ID shall be included in the Broadcast Empty Area List NG-RAN instead. Multiple responses from NG-RAN nodes may be combined in a Broadcast Scheduled Area List.
If the AMF interfaces with multiple CBCFs, the AMF shall forward the same WRITE-REPLACE-WARNING-INDICATION-NG-RAN message to all CBCFs.
The Broadcast Scheduled Area List IE is not included in the WRITE-REPLACE WARNING INDICATION-NG‑RAN when the broadcast is unsuccessful in all the cells within the NG-RAN nodes.
The Broadcast Empty Area List NG-RAN IE may be included in the WRITE-REPLACE-WARNING-INDICATION when the AMF has received at least one WRITE REPLACE WARNING RESPONSE without Broadcast Completed Area List IE.

* * * Next Change * * * *
[bookmark: _Toc20213976][bookmark: _Toc27486288][bookmark: _Toc36200517][bookmark: _Toc45096198][bookmark: _Toc51742306]9.3.44	Broadcast Empty Area List
This parameter is applicable for E-UTRAN and NG-RAN only.
For E-UTRAN:
The Broadcast Empty Area List IE contains a list of the eNodeB IDs (see subclause 9.3.46) of eNodeBs that have responded to the the MME with a 
-	WRITE-REPLACE WARNING RESPONSE message in which the Broadcast Completed Area List IE was not included (see 3GPP TS 36.413 [34]), or
-	KILL RESPONSE message in which the Broadcast Cancelled Area List IE was not included (see 3GPP TS 36.413 [34]). 
The MME may aggregate eNodeB IDs into the Broadcast Empty Area List.
For NG-RAN:
The Broadcast Empty Area List IE contains a list of the RAN Node IDs (see subclause 9.3.53) of NG-RAN nodes that have responded to the the AMF with a 
-	WRITE-REPLACE WARNING RESPONSE message in which the Broadcast Completed Area List IE was not included (see 3GPP TS 38.413 [40]), or
-	PWS CANCEL RESPONSE message in which the Broadcast Cancelled Area List IE was not included (see 3GPP TS 38.413 [40]). 
The AMF may aggregate NG-RAN node IDs into the Broadcast Empty Area List.

* * * Next Change * * * *
[bookmark: _Toc20213992][bookmark: _Toc27486304][bookmark: _Toc36200533][bookmark: _Toc45096214][bookmark: _Toc51742322]9.3.60	Broadcast Empty Area List NG-RAN
This parameter is applicable for NG-RAN only.
The Broadcast Empty Area List NG-RAN IE contains a list of the Global RAN Node IDs (see subclause 9.3.53) of NG-RAN Nodes that have responded to the the AMF with a 
-	WRITE-REPLACE WARNING RESPONSE message in which the Broadcast Completed Area List IE was not included (see 3GPP TS 38.413 [40]), or
-	PWS CANCEL RESPONSE message in which the Broadcast Cancelled Area List IE was not included (see 3GPP TS 38.413 [40]). 
The AMF may aggregate NG-RAN Node IDs into the Broadcast Empty Area List NG-RAN.

* * * End of Changes * * * *

