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[bookmark: _Toc20157607][bookmark: _Toc27507101][bookmark: _Toc27507967][bookmark: _Toc27508832][bookmark: _Toc27552962][bookmark: _Toc27553828][bookmark: _Toc27554695][bookmark: _Toc27555559][bookmark: _Toc36035662][bookmark: _Toc45273185][bookmark: _Toc51936913][bookmark: _Toc51938107][bookmark: _Toc68193581]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	OMA OMA-ERELD-DM-V1_2-20070209-A: "Enabler Release Definition for OMA Device Management, Version 1.2".
[3]	OMA OMA-TS-DM_Protocol-V1_2: "OMA Device Management Protocol".
[4]	OMA OMA-TS-XDM_Group-V1_1-20120403-A: "Group XDM Specification".
[5]	3GPP TS 23.003: "Numbering, addressing and identification".
[6]	3GPP TS 23.303: "Proximity-based Services (ProSe); Stage 2".
[7]	3GPP TS 24.379: "Mission Critical Push To Talk (MCPTT) call control Protocol specification".
[8]	3GPP TS 24.380: "Mission Critical Push To Talk (MCPTT) media plane control Protocol specification".
[9]	3GPP TS 24.481: "Mission Critical Services (MCS) group management Protocol specification".
[10]	3GPP TS 31.102: "Characteristics of the USIM Application".
[11]	3GPP TS 24.482: "Mission Critical Services (MCS) identity management Protocol specification".
[12]	3GPP TS 24.484: "Mission Critical Services (MCS) configuration management Protocol specification".
[13]	IETF RFC 4566 (July 2006): "Session Description Protocol".
[14]	Void.
[15]	3GPP TS 23.179: "Functional architecture and information flows to support mission critical communication services; Stage 2".
[16]	3GPP TS 24.282: "Mission Critical Data (MCData) signalling control Protocol specification".
[17]	3GPP TS 24.582: "Mission Critical Data (MCData) media plane control Protocol specification".
[18]	3GPP TS 24.281: "Mission Critical Video (MCVideo) signalling control Protocol specification".
[19]	3GPP TS 24.581: "Mission Critical Video (MCVideo) media plane control Protocol specification".
[20]	3GPP TS 33.180: "Security of the mission critical service".
[x]	OMA OMA-TS-DM_StdObj-V1_2-20070209-A: "OMA Device Management Standardized Objects", http://www.openmobilealliance.org/release/DM/V1_2-20070209-A/OMA-TS-DM_StdObj-V1_2-20070209-A.pdf.

***** Next change *****
3.3	Symbols
For the purposes of the present document, the following symbols apply to all the figures:
?	zero or one occurrences
*	zero or more occurrences
+	one or more occurrences
If none of these characters is used the default occurrence is exactly once.

***** Next change *****
[bookmark: _Toc20157610][bookmark: _Toc27507104][bookmark: _Toc27507970][bookmark: _Toc27508835][bookmark: _Toc27552965][bookmark: _Toc27553831][bookmark: _Toc27554698][bookmark: _Toc27555562][bookmark: _Toc36035665][bookmark: _Toc45273188][bookmark: _Toc51936916][bookmark: _Toc51938110][bookmark: _Toc59200946]3.4	Management Object design and representation guidelines
All the Management Objects (MOs) defined in the present document are compatible with OMA OMA-TS-DM_Protocol-V1_2 [3].
All figures are informative and the design principles of OMA OMA-TS-DM_StdObj-V1_2 [x] are applied with the following differences:
-	interior nodes are represented as rectangles with solid border;
-	leaf nodes are represented without any border;
-	un-named nodes are represented by less than and a greater than characters containing a lower-case or an uppercase character, e.g. <x>, <X>;
-	a stadium with solid border is used for informative text i.e. to point to a figure describing the contents of an MO; and
-	named nodes that share the same contents can refer to the same figure to represent their MO contents.
A representative example is shown in figure 3.4.1.


Figure 3.4.1: The MO graphical notation
***** Next change *****
[bookmark: _Toc20157636][bookmark: _Toc27507130][bookmark: _Toc27507996][bookmark: _Toc27508861][bookmark: _Toc27552991][bookmark: _Toc27553857][bookmark: _Toc27554724][bookmark: _Toc27555588][bookmark: _Toc36035691][bookmark: _Toc45273214][bookmark: _Toc51936942][bookmark: _Toc51938136][bookmark: _Toc68193610]5.1	General
The MCPTT user profile configuration Management Object (MO) is used to configure the MCPTT Client behaviour for the on-network or off-network MCPTT Service. The MCPTT user profileUE configuration parameters may be stored in the ME, or in the USIM as specified in 3GPP TS 31.102 [10], or in both the ME and the USIM. If both the ME and the USIM contain the same parameters, the values stored in the USIM shall take precedence.
The Management Object Identifier is: urn:oma:mo:ext-3gpp-MCPTT-user-profile:1.0.
Protocol compatibility: This MO is compatible with OMA OMA DM 1.2 [3].
The OMA DM ACL property mechanism (see OMA OMA-ERELD-DM-V1_2 [2]) may be used to grant or deny access rights to OMA DM servers in order to modify nodes and leaf objects of the MCPTT user profile MO.
The following nodes and leaf objects are possible under the MCPTT user profile node as described in figure 5.1.1, figure 5.1.2, figure 5.1.3, figure 5.1.4, figure 5.1.5, figure 5.1.6, figure 5.1.7, and figure 5.1.8.



Figure 5.1.1: The MCPTT user profile MO (1 of 3)


Figure 5.1.2: The MCPTT user profile MO (2 of 3)



Figure 5.1.3: The MCPTT user profile MO (3 of 3)



NOTE 1:	The LocationCriteriaForDeactivation MO contents are identical.Using the normative reference from [2], OMA-TS-DM_StdObj-V1_2_1-20080617-A, clause 5.1.1 states, “Each block in the graphical notation corresponds to a described node, and the text is the name of the node.” Thus the notation is a not supported or conformant.
NOTE 2:	This figure is referenced by figures 5.1.3, 10.1.2 and 13.1.2.
Editor’s Note:	The <X>* clause needs to be added and all paths downstream of it need to be updated. This also applies to clause 10 and clause 13.
Figure 5.1.4: LocationCriteriaForActivation and LocationCriteriaForDeactivationMO contents



NOTE:	The ExitSpecificArea MO contents are identical.Using the normative reference from [2], OMA-TS-DM_StdObj-V1_2_1-20080617-A, clause 5.1.1 states, “Each block in the graphical notation corresponds to a described node, and the text is the name of the node.” Thus the notation is a not supported or conformant.
Editor’s Note:	Any change to this figure or its associated items also applies to clause 10 and clause 13 in order to keep all three clauses aligned.
Figure 5.1.5: EnterSpecificArea and ExitSpecificAreaMO contents



[bookmark: _Hlk72867534]NOTE 1:	The RulesForDeaffiliation MO contents are identical.Using the normative reference from [2], OMA-TS-DM_StdObj-V1_2_1-20080617-A, clause 5.1.1 states, “Each block in the graphical notation corresponds to a described node, and the text is the name of the node.” Thus the notation is a not supported or conformant.
NOTE 2:	This figure is referenced by figures 5.1.3, 10.1.2 and 13.1.2.
Editor’s Note:	The number of occurrences for RuleForAffiliation and RuleForDeAffiliation needs to be updated to match the “?”. Any change to this figure or its associated items also applies to clause 10 and clause 13 in order to keep all three clauses aligned.
Figure 5.1.6: RulesForAffiliation and RulesForDeaffiliationMO contents



Figure 5.1.7: ListOfLocationCriteria MO contents




Figure 5.1.8: ListOfActiveFunctionalAliases MO contents

***** Next change *****
[bookmark: _Toc20157811][bookmark: _Toc27507358][bookmark: _Toc27508224][bookmark: _Toc27509089][bookmark: _Toc27553219][bookmark: _Toc27554085][bookmark: _Toc27554952][bookmark: _Toc27555816][bookmark: _Toc36036016][bookmark: _Toc45273571][bookmark: _Toc51937299][bookmark: _Toc51938493][bookmark: _Toc68193973]6.1	General
The MCS group configuration Management Object (MO) is used to configure the MCS Client behaviour for the on-network or off-network MC services. The MCS group configuration parameters may be stored in the ME, or in the USIM as specified in 3GPP TS 31.102 [10], or in both the ME and the USIM. If both the ME and the USIM contain the same parameters, the values stored in the USIM shall take precedence.
NOTE:	For historical reasons some of the elements in the MCS group configuration Management Object (MO) use the terminology "MCPTT", however this MO is common to all MCS with some MCPTT specific elements, some MCData specific elements and some MCVideo specific elements. Not all elements that contain the terminology "MCPTT" are just MCPTT specific. In the subclauses that follow, it is made clear what aspects are specific to MCPTT and what aspects are specific to all MC services. MCData specific elements are contained under "MCData" nodes. MCVideo specific elements are contained under "MCVideo" nodes.
The Management Object Identifier is: urn:oma:mo:ext-3gpp-MCPTT-group-configuration:1.0.
Protocol compatibility: This MO is compatible with OMA OMA DM 1.2 [3].
The OMA DM ACL property mechanism (see OMA OMA-ERELD-DM-V1_2 [2]) may be used to grant or deny access rights to OMA DM servers in order to modify nodes and leaf objects of the MCS group configuration MO.
The following nodes and leaf objects are possible under the MCS group configuration node as described in figure 6.1.1.:



Figure 6.1.1: The MCS group configuration MO (1 of 5)


Figure 6.1.2: The MCS group configuration MO (2 of 5)


Figure 6.1.3: The MCS group configuration MO (3 of 5)


Figure 6.1.4: The MCS group configuration MO (4 of 5)


Figure 6.1.5: The MCS group configuration MO (5 of 5)

***** Next change *****
[bookmark: _Toc20157941][bookmark: _Toc27507488][bookmark: _Toc27508354][bookmark: _Toc27509219][bookmark: _Toc27553349][bookmark: _Toc27554215][bookmark: _Toc27555082][bookmark: _Toc27555946][bookmark: _Toc36036146][bookmark: _Toc45273701][bookmark: _Toc51937430][bookmark: _Toc51938624][bookmark: _Toc68194104]8.1	General
The MCS UE initial configuration Management Object (MO) is used to configure the MCS Client behaviour for the on-network or off-network MCS Service. The MCS UE initial configuration parameters may be stored in the ME, or in the USIM as specified in 3GPP TS 31.102 [10], or in both the ME and the USIM. If both the ME and the USIM contain the same parameters, the values stored in the USIM shall take precedence.
NOTE:	For historical reasons some of the elements in the MCS UE initial MO uses the terminology "MCPTT", however this MO is common to all MCS with some MCPTT specific elements, some MCData specific elements and some MCVideo specific elements. Not all elements that contain the terminology "MCPTT" are just MCPTT specific.
The Management Object Identifier is: urn:oma:mo:ext-3gpp-MCPTT-UE-initial-configuration:1.0.
Protocol compatibility: This MO is compatible with OMA OMA DM 1.2 [3].
The OMA DM ACL property mechanism (see OMA OMA-ERELD-DM-V1_2 [2]) may be used to grant or deny access rights to OMA DM servers in order to modify nodes and leaf objects of the MCPTT user profile MO.
The following nodes and leaf objects are possible under the MCPTT node as described in figure 8.1.1, figure 8.1.2, figure 8.1.3 and figure 8.1.4.:



Figure 8.1.1: The MCS UE initial configuration MO (1 of 6)


Figure 8.1.2: The MCS UE initial configuration MO (2 of 6)


Figure 8.1.3: The MCS UE initial configuration MO (3 of 6)


Figure 8.1.4: The MCS UE initial configuration MO (4 of 6)


Figure 8.1.5: The MCS UE initial configuration MO (5 of 6)


Figure 8.1.6: The MCS UE initial configuration MO (6 of 6)

***** Next change *****
[bookmark: _Toc20158047][bookmark: _Toc27507595][bookmark: _Toc27508461][bookmark: _Toc27509326][bookmark: _Toc27553456][bookmark: _Toc27554322][bookmark: _Toc27555189][bookmark: _Toc27556053][bookmark: _Toc36036253][bookmark: _Toc45273808][bookmark: _Toc51937537][bookmark: _Toc51938731][bookmark: _Toc68194251]9.1	General
The MCData UE configuration Management Object (MO) is used to configure MCData Client behaviour for the on-network or off-network MCData Service. The MCData UE configuration parameters may be stored in the ME, or in the USIM as specified in 3GPP TS 31.102 [10], or in both the ME and the USIM. If both the ME and the USIM contain the same parameters, the values stored in the USIM shall take precedence.
The Management Object Identifier is: urn:oma:mo:ext-3gpp-MCData-UE-configuration:1.0.
Protocol compatibility: This MO is compatible with OMA OMA DM 1.2 [3].
The OMA DM ACL property mechanism (see OMA OMA-ERELD-DM-V1_2 [2]) may be used to grant or deny access rights to OMA DM servers in order to modify nodes and leaf objects of the MCData UE configuration MO.
The following nodes and leaf objects are possible under the MCData UE configuration node as described in figure 9.1.1 and figure 9.1.2.:



Figure 9.1.1: The MCData UE configuration MO (1 of 2)


Figure 9.1.2: The MCData UE configuration MO (2 of 2)

***** Next change *****
[bookmark: _Toc20158085][bookmark: _Toc27507633][bookmark: _Toc27508499][bookmark: _Toc27509364][bookmark: _Toc27553494][bookmark: _Toc27554360][bookmark: _Toc27555227][bookmark: _Toc27556091][bookmark: _Toc36036291][bookmark: _Toc45273846][bookmark: _Toc51937575][bookmark: _Toc51938769][bookmark: _Toc68194289]10.1	General
The MCData user profile configuration Management Object (MO) is used to configure the MCData Client behaviour for the on-network or off-network MCData Service. The MCData user profile configuration parameters may be stored in the ME, or in the USIM as specified in 3GPP TS 31.102 [10], or in both the ME and the USIM. If both the ME and the USIM contain the same parameters, the values stored in the USIM shall take precedence.
The Management Object Identifier is: urn:oma:mo:ext-3gpp-MCData-user-profile:1.0.
Protocol compatibility: This MO is compatible with OMA OMA DM 1.2 [3].
The OMA DM ACL property mechanism (see OMA OMA-ERELD-DM-V1_2 [2]) may be used to grant or deny access rights to OMA DM servers in order to modify nodes and leaf objects of the MCData user profile MO.
The following nodes and leaf objects are possible under the MCData user profile node as described in figures 10.1.1 through 10.1.4.:



Figure 10.1.1: The MCData user profile MO (1 of 4)



Figure 10.1.2: The MCData user profile MO (2 of 4)


Figure 10.1.3: The MCData user profile MO (3 of 4)


Figure 10.1.4: The MCData user profile MO (4 of 4)

***** Next change *****
[bookmark: _Toc20158261][bookmark: _Toc27507809][bookmark: _Toc27508675][bookmark: _Toc27509540][bookmark: _Toc27553670][bookmark: _Toc27554536][bookmark: _Toc27555403][bookmark: _Toc27556267][bookmark: _Toc36036468][bookmark: _Toc45274223][bookmark: _Toc51937952][bookmark: _Toc51939146][bookmark: _Toc68194666]13.1	General
The MCVideo user profile configuration Management Object (MO) is used to configure the MCVideo Client behaviour for the on-network or off-network MCVideo Service. The MCVideo user profile configuration parameters may be stored in the ME, or in the USIM as specified in 3GPP TS 31.102 [10], or in both the ME and the USIM. If both the ME and the USIM contain the same parameters, the values stored in the USIM shall take precedence.
The Management Object Identifier is: urn:oma:mo:ext-3gpp-MCVideo-user-profile:1.0.
Protocol compatibility: This MO is compatible with OMA OMA DM 1.2 [3].
The OMA DM ACL property mechanism (see OMA OMA-ERELD-DM-V1_2 [2]) may be used to grant or deny access rights to OMA DM servers in order to modify nodes and leaf objects of the MCVideo user profile MO.
The following nodes and leaf objects are possible under the MCVideo user profile node as described in figure 13.1.1, figure 13.1.2 and figure 13.1.3.:




Figure 13.1.1: The MCVideo user profile MO (1 of 3)



Figure 13.1.2: The MCVideo user profile MO (2 of 3)

Figure 13.1.3: The MCVideo user profile MO (3 of 3)

***** End of  change *****
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