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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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[24]	3GPP TS 23.282: "Functional architecture and information flows to support Mission Critical Data (MCData); Stage 2";
[25]	3GPP TS 24.282: "Mission Critical Data (MCData) signalling control Protocol specification".
[26]	3GPP TS 24.582: "Mission Critical Data (MCData) media plane control Protocol specification".
[27]	3GPP TS 23.281: "Functional architecture and information flows to support Mission Critical Video (MCVideo); Stage 2".
[28]	3GPP TS 24.281: "Mission Critical Video (MCVideo) signalling control Protocol specification".
[29]	3GPP TS 24.581: "Mission Critical Video (MCVideo) media plane control Protocol specification".
[30]	3GPP TS 22.280: "Mission Critical Services Common Requirements (MCCoRe) Stage 1".
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3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GS	5G System
APN	Access Point Name
AUID	Application Unique IDentity
CMC	Configuration Management Client
CMS	Configuration Management Server
DM	Device Management
DNN	Data Network Name
EPS	Evolved Packet System
E-UTRAN	Evolved Universal Terrestrial Radio Access Network
FQDN	Fully Qualified Domain Name
GC	General Client
HTTP	HyperText Transfer Protocol
HTTPS	HyperText Transfer Protocol Secure
IANA	Internet Assigned Numbers Authority
IETF	Internet Engineering Task Force
IMEI	International Mobile Equipment Identity
IP	Internet Protocol
MC	Mission Critical
MCPTT	Mission Critical Push To Talk
MCS	Mission Critical Service
MIME	Multi-Purpose Internet Mail Extensions
MO	Management Object
OMA	Open Mobile Alliance
ProSe	Proximity Services
RFC	Request For Comments
SIP	Session Initiation Protocol
SNR	Serial Number
S-NSSAI	Single Network Slice Selection Assistance Information
TAC	Type Allocation Code
UE	User Equipment 
URI	Uniform Resource Identifier
URN	Uniform Resource Name
USB	Universal Serial Bus
WLAN	Wireless Local Area Network
XCAP	XML Configuration Access Protocol
XDM	XML Document Management
XDMC	XML Document Management Client
XDMS	XML Document Management Server
XML	eXtensible Markup Language
XUI	XCAP Unique Identifier
***** Next change *****
Annex X (normative):
Configuration specific concepts for the support of mission critical services over 5GS 
[bookmark: _Toc20156543][bookmark: _Toc27501739][bookmark: _Toc36049870][bookmark: _Toc45210640][bookmark: _Toc51861467][bookmark: _Toc83392998]X.1	General
The present document applies to both EPS and 5GS. This annex lists the aspects of MC configuration management documents which are different in 5GS from EPS. Certain aspects that are only applicable to EPS are described in clause X.2. 5GS specific concepts are captured in clause X.3. A mapping of EPS-specific terms to their 5GS equivalents is provided in clause X.4.
[bookmark: _Toc20212498][bookmark: _Toc27731853][bookmark: _Toc36127631][bookmark: _Toc45214737][bookmark: _Toc51937876][bookmark: _Toc51938185][bookmark: _Toc82013054]X.2	Aspects not applicable to 5GS
The following aspects of EPS mentioned in the present document are not applicable to 5GS:
-	Proximity-services (ProSe) and the corresponding configuration data; and
-	Multimedia Broadcast and Multicast Service (MBMS) and the corresponding configuration data.
X.3	5GS specific aspects not applicable to EPS
In order to identify a Network Slice end to end, the 5GS uses information called S-NSSAI (Single Network Slice Selection Assistance Information) as specified in 3GPP TS 23.501 [x]. Network slicing and the S-NSSAI related configuration are not applicable to EPS.
X.4	Mapping of EPS-specific terms to 5GS
In 5GS, the Data Network Name (DNN) is the equivalent of an APN in EPS as specified in 3GPP TS 23.003 [16]. The requirements and configurations for an APN throughout this document shall apply to 5GS as well.
***** End of changes *****
