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	Reason for change:
	In 29.503, NEF provides 5G VN group data to UDM via Nudm_ParameterProvision Service API, and UDM provides the 5G VN group data to AMF and SMF via Nudm_SubscriberDataManagement Service API. However, the Data type of pduSessionTypes in 5GVnGroupData and VnGroupData is inconsistent, i.e. the Data type of pduSessionTypes in 5GVnGroupData is array(PduSessionType), the Data type of pduSessionTypes in VnGroupData is PduSessionTypes which includes a defaultSessionType. 

In case of the defaultSessionType could not be used for the PDU session type of 5G VN Group. This CR proposes to modify the cardinality of defaultSessionType. 


	
	

	Summary of change:
	Corrects the information of pduSessionTypes.

	
	

	Consequences if not approved:
	The 5G VN group data is inconsistent in different NF.
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* * * First Change * * * *
[bookmark: _Toc11338589][bookmark: _Toc27585241][bookmark: _Toc36457207][bookmark: _Toc45028101][bookmark: _Toc45028936][bookmark: _Toc67681695][bookmark: _Toc82680281][bookmark: _Toc27585269][bookmark: _Toc36457235][bookmark: _Toc45028129][bookmark: _Toc45028964][bookmark: _Toc67681723][bookmark: _Toc82680309]6.1.6.2.11	Type: PduSessionTypes
Table 6.1.6.2.11-1: Definition of type PduSessionTypes
	Attribute name
	Data type
	P
	Cardinality
	Description

	defaultSessionType
	PduSessionType
	CM
	0..1
	Default session type, shall be present unless the VnGroupData is supported.

	allowedSessionTypes
	array(PduSessionType)
	O
	1..N
	Additional session types allowed for the data network



* * * Next Change * * * *
[bookmark: _Toc11338878][bookmark: _Toc27585639][bookmark: _Toc36457662][bookmark: _Toc45028581][bookmark: _Toc45029416][bookmark: _Toc67682190][bookmark: _Toc82680818]A.2	Nudm_SDM API
openapi: 3.0.0
 (… text not shown for clarity …)
    PduSessionTypes:
      type: object
      required:
        - defaultSessionType
      properties:
        defaultSessionType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionType'
        allowedSessionTypes:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionType'
          minItems: 1

(… text not shown for clarity …)

* * * End of Changes * * * *


