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	Reason for change:
	Annex B defines the 3gpp-Sbi-Callback Types as below:

"Nudm_SDM_Notification"
"Nudm_UECM_DeregistrationNotification"
"Nudm_UECM_PCSCFRestorationNotification"
…
For notification and callback service operations (used across PLMNs or within a PLMN) that are not part of Table B.1, the value of the header shall be constructed as follows:

"<service name>_<name of the callback service operation in the corresponding OpenAPI specification file>"

The schema in the description is not correct, as by definition of stage 2 the <Service Name> is named:

Table 5.1-1: API Descriptions
	Service Name
	Clause
	Description
	OpenAPI Specification File
	apiName
	Annex

	Nudm_SubscriberDataManagement
	6.1
	UDM Subscriber Data Management Service
	TS29503_Nudm_SDM.yaml
	nudm-sdm
	A.2

	Nudm_UEContextManagement
	6.2
	UDM Context Management Service
	TS29503_Nudm_UECM.yaml
	nudm-uecm
	A.3



For the callbacks not listed in the Table, there will be different understandings, take the Nudm_EventExposure service for example:
1. Nudm_ee_eventOccurrenceNotification;
2. Nudm_EventExposure_eventOccurrenceNotification.
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* * * First Change * * * *

[bookmark: _Toc19709036][bookmark: _Toc27745127][bookmark: _Toc29803275][bookmark: _Toc35970067][bookmark: _Toc36050861][bookmark: _Toc44847585][bookmark: _Toc51845240][bookmark: _Toc51845571][bookmark: _Toc51847091][bookmark: _Toc57022729][bookmark: _Toc67557711]Annex B (normative):
3gpp-Sbi-Callback Types
This annex specifies the list of allowed 3GPP SBI callback type values for the 3gpp-Sbi-Callback HTTP custom header specified in clause 5.2.3.2.3.
Table B-1 specifies callbacks that are invoked across PLMN.
[bookmark: _Hlk7447701]Table B-1: Values for 3gpp-Sbi-Callback Custom HTTP Header
	Value for 3gpp-Sbi-Callback Custom HTTP Header
	Reference

	"Nsmf_PDUSession_Update"
	3GPP TS 29.502 [28], Clause 5.2.2.8.3.2, 5.2.2.8.3.3, 5.2.2.8.3.4 and 5.2.2.8.3.5. 

	"Nsmf_PDUSession_StatusNotify"
	3GPP TS 29.502 [28], Clause 5.2.2.10.

	"Nudm_SDM_Notification"
	3GPP TS 29.503 [29], Clause 6.1.5.2

	"Nudm_UECM_DeregistrationNotification"
	3GPP TS 29.503 [29], Clause 6.2.5.2

	"Nudm_UECM_PCSCFRestorationNotification"
	3GPP TS 29.503 [29], Clause 6.2.5.3

	"Nnrf_NFManagement_NFStatusNotify"
	3GPP TS 29.510 [8], Clause 6.1.5.2.

	"Namf_EventExposure_Notify"
	3GPP TS 29.518 [31], Clause 6.2.5.2.

	"Npcf_UEPolicyControl_UpdateNotify"
	3GPP TS 29.525 [35], Clauses 4.2.4, 5.5.2 and 5.5.3.

	"Nnssf_NSSAIAvailability_Notification"
	3GPP TS 29.531 [32], Clause 6.2.5.2

	"Namf_Communication_AMFStatusChangeNotify"
	3GPP TS 29.518 [31], Clause 6.1.5.2.

	"Ngmlc_Location_EventNotify"
	3GPP TS 29.515 [40], Clause 6.1.4.2.

	"Nchf_ConvergedCharging_Notify"
	3GPP TS 32.291 [42], Clause 6.1.5.2

	"Nnssaaf_NSSAA_ReAuthentication"
	3GPP TS 29.526 [44], Clause 6.1.5.2.

	"Nnssaaf_NSSAA_Revocation"
	3GPP TS 29.526 [44], Clause 6.1.5.3.



For notification and callback service operations (used across PLMNs or within a PLMN) that are not part of Table B.1, the value of the header shall be constructed as follows:
"<API name taken from the heading of the relevant annex A.x as defined in the corresponding 3GPP TS of that APIservice name>_<name of the callback service operation in the corresponding OpenAPI specification file>"
EXAMPLE:	Nsmf_PDUSession_smContextStatusNotification (for the Notify SM Context Status service operation)
where the "smContextStatusNotification" correspond to:
      callbacks:
        smContextStatusNotification:
          '{$request.body#/smContextStatusUri}':

* * * End of Changes * * * *


