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	Reason for change:
	The UE Radio Capability for Paging Information and the UE Radio Capability Information are two distinct information elements received from NG-RAN, as specified in TS 38.413. 

The NG-RAN node controlling a UE-associated logical NG connection initiates the procedure by sending a UE RADIO CAPABILITY INFO INDICATION message to the AMF including the UE radio capability information.
The UE RADIO CAPABILITY INFO INDICATION message may also include paging specific UE radio capability information within the UE Radio Capability for Paging IE.
-------------------------------------------------------------------
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This IE contains paging specific UE Radio Capability information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UE Radio Capability for Paging of NR
	O
	
	OCTET STRING
	Includes the RRC UERadioPagingInformation message as defined in TS 38.331 [18].

	UE Radio Capability for Paging of E-UTRA
	O
	
	OCTET STRING
	Includes the RRC UERadioPagingInformation message as defined in TS 36.331 [21].

	UE Radio Capability for Paging of NB-IoT
	O
	
	OCTET STRING
	Includes the RRC UERadioPagingInformation-NB message as defined in TS 36.331 [21].



As specified in TS 23.501, subclause 5.4.4.3:
"The UE Radio Capability for Paging Information is maintained in the core network, even during AMF reselection", and also in TS 23.502, Table 5.2.2.2.2-1, UE Radio Capability for Paging shall be transferred between AMFs as part of UE Context via Namf_Communication_UEContextTransfer service operation. 

The UE Radio Capability Information has been transferred between AMFs, while the UE Radio Capability for Paging is missing. 
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	Add UE Radio Capability for Paging information as binary information in UeContextTransferRspData and UeContextCreateData which are used in the context transfer and handover procedures respectively.
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	Clauses affected:
	6.1.6.2.24, 6.1.6.2.41, 6.1.6.3.17, 6.1.6.4.3.2, A.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	The CR introduces a backward compatible correction to Namf_Communication service API.

	
	

	This CR's revision history:
	Rev2: Correct OpenAPI errors found during the implementation of the CR.




Page 1






[bookmark: _Toc19717220][bookmark: _Toc27490703][bookmark: _Toc27556996][bookmark: _Toc27723913][bookmark: _Toc36030986][bookmark: _Toc36042906][bookmark: _Toc36814231][bookmark: _Toc44689085][bookmark: _Toc44923839][bookmark: _Toc51860808][bookmark: _Toc57930579][bookmark: _Toc57931209][bookmark: _Toc25073927][bookmark: _Toc34063110][bookmark: _Toc43120087][bookmark: _Toc49768142][bookmark: _Toc56434315][bookmark: _Toc58591220][bookmark: _Toc25074011][bookmark: _Toc34063203][bookmark: _Toc43120188][bookmark: _Toc49768245][bookmark: _Toc56434421][bookmark: _Toc58591326]* * * First Change * * * *
[bookmark: _Toc25156381][bookmark: _Toc34124683][bookmark: _Toc43207807][bookmark: _Toc49857277][bookmark: _Toc56677113][bookmark: _Toc56691636][bookmark: _Toc56698900][bookmark: _Toc82710167][bookmark: _Toc73971656][bookmark: _Hlk73960143][bookmark: _Toc19777497][bookmark: _Toc27740794][bookmark: _Toc36054173][bookmark: _Toc44874049][bookmark: _Toc51863027][bookmark: _Toc57980456][bookmark: _Toc58578779][bookmark: _Toc19717279][bookmark: _Toc27490769][bookmark: _Toc27557062][bookmark: _Toc27723979][bookmark: _Toc36031051][bookmark: _Toc36042971][bookmark: _Toc36814296][bookmark: _Toc44689150][bookmark: _Toc44923904][bookmark: _Toc51860874][bookmark: _Toc57930645][bookmark: _Toc57931275]6.1.6.2.24	Type: UeContextTransferRspData
Table 6.1.6.2.24-1: Definition of type UeContextTransferRspData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ueContext
	UeContext
	M
	1
	Represents an individual ueContext resource after the modification is applied.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported. 
	

	ueRadioCapability
	N2InfoContent
	C
	0..1
	This IE shall be included to contain the "UE Radio Capability Information" if available during context transfer procedure.
UE Radio Capability Information does not include NB-IoT UE radio capability, see clause 5.4.4.1 of 3GPP TS 23.501 [2]
	

	ueRadioCapabilityForPaging
	N2InfoContent
	C
	0..1
	This IE shall be included to contain the "UE Radio Capability for Paging" if available during context transfer procedure.

	

	ueNbiotRadioCapability
	N2InfoContent
	C
	0..1
	This IE shall be included to contain "NB-IoT UE radio capability Information" if available during context transfer procedure, see clause 5.4.4.1 of 3GPP TS 23.501 [2]
	CIOT



* * * Next Change * * * *
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[bookmark: _Hlk20138717]Table 6.1.6.2.41-1: Definition of type UeContextCreateData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ueContext
	UeContext
	M
	1
	Represents an individual ueContext resource to be created
	

	targetId
	NgRanTargetId
	M
	1
	Represents the identification of target RAN
	

	sourceToTargetData
	N2InfoContent
	M
	1
	This IE shall be included to contain the "Source to Target Transparent Container".
	

	pduSessionList
	array(N2SmInformation)
	M
	1..N
	This IE shall be included to contain the list of N2SmInformation, where each N2SmInformation includes the "Handover Required Transfer" received from the source RAN per PDU session ID.
	

	n2NotifyUri
	Uri
	M
	1
	This IE shall contain a callback URI to receive the N2 Information Notification.
	

	ueRadioCapability
	N2InfoContent
	C
	0..1
	This IE shall be included to contain the "UE Radio Capability Information" if available.
	

	ueRadioCapabilityForPaging
	N2InfoContent
	C
	0..1
	This IE shall be included to contain the "UE Radio Capability for Paging" if available.

	

	ngapCause
	NgApCause
	C
	0..1
	This IE shall be present, if available. When present, it shall represent the NGAP Cause received from RAN.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported.
	

	servingNetwork
	PlmnIdNid
	C
	0..1
	A Source AMF complying with this release of the specification shall include this IE to indicate the current Serving Network.
When present, this IE shall contain the serving core network operator PLMN ID and, for an SNPN, the NID that together with the PLMN ID identifies the SNPN.
	



* * * Next Change * * * *
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Table 6.1.6.3.17-1: Enumeration NgapIeType
	Enumeration value
	Description

	"PDU_RES_SETUP_REQ"
	PDU Session Resource Setup Request Transfer 

	"PDU_RES_REL_CMD"
	PDU Session Resource Release Command Transfer

	"PDU_RES_MOD_REQ"
	PDU Session Resource Modify Request Transfer

	"HANDOVER_CMD"
	Handover Command Transfer

	"HANDOVER_REQUIRED"
	Handover Required Transfer

	"HANDOVER_PREP_FAIL"
	Handover Preparation Unsuccessful Transfer

	"SRC_TO_TAR_CONTAINER"
	Source to Target Transparent Container

	"TAR_TO_SRC_CONTAINER"
	Target to Source Transparent Container

	"TAR_TO_SRC_FAIL_CONTAINER"
	Target to Source Failure Transparent Container

	"RAN_STATUS_TRANS_CONTAINER"
	RAN Status Transfer Transparent Container

	"SON_CONFIG_TRANSFER"
	SON Configuration Transfer

	"NRPPA_PDU"
	NRPPa-PDU

	"UE_RADIO_CAPABILITY"
	UE Radio Capability

	"RIM_INFO_TRANSFER"
	RIM Information Transfer

	"SECONDARY_RAT_USAGE"
	Secondary RAT Data Usage Report Transfer

	"PC5_QOS_PARA"
	PC5 QoS Parameters

	"EARLY_STATUS_TRANS_CONTAINER"
	Early Status Transfer Transparent Container

	"UE_RADIO_CAPABILITY_FOR_PAGING"
	UE Radio Capability for Paging



* * * Next Change * * * *
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For N2 information class SM, N2 Information may encode following NGAP SMF related IE specified in 3GPP TS 38.413 [12], as summarized in Table 6.1.6.4.3-1.
Table 6.1.6.4.3-1: N2 Information content for class SM
	NGAP IE
	Reference
(3GPP TS 38.413 [12])
	Related NGAP message

	PDU Session Resource Setup Request Transfer 
	9.3.4.1
	PDU SESSION RESOURCE SETUP REQUEST

	PDU Session Resource Release Command Transfer
	9.3.4.12
	PDU SESSION RESOURCE RELEASE COMMAND

	PDU Session Resource Modify Request Transfer
	9.3.4.3
	PDU SESSION RESOURCE MODIFY REQUEST

	Handover Command Transfer
	9.3.4.10
	HANDOVER COMMAND

	Handover Required Transfer
	9.3.4.14
	HANDOVER REQUIRED

	Handover Preparation Unsuccessful Transfer
	9.3.4.18
	HANDOVER COMMAND

	Secondary RAT Data Usage Report Transfer
	9.3.4.23
	SECONDARY RAT DATA USAGE REPORT



For N2 information class RAN, N2 Information may encode one of the following NGAP Transparent Container IEs specified in 3GPP TS 38.413 [12], as summarized in Table 6.1.6.4.3-2.
Table 6.1.6.4.3-2: N2 Information content for class RAN
	NGAP IE
	Reference
(3GPP TS 38.413 [12])
	Related NGAP message

	Source to Target Transparent Container
	9.3.1.20
	HANDOVER REQUIRED, HANDOVER REQUEST

	Target to Source Transparent Container
	9.3.1.21
	HANDOVER COMMAND, HANDOVER REQUEST ACKNOWLEDGE

	Target to Source Failure Transparent Container
	9.3.1.186
	HANDOVER FAILURE

	UE Radio Capability
	9.3.1.74
	UE RADIO CAPABILITY INFO INDICATION. (NOTE 1).

	UE Radio Capability for Paging
	9.3.1.68
	UE RADIO CAPABILITY INFO INDICATION. (NOTE 1).

	SON Configuration Transfer
	9.3.3.6
	UPLINK RAN CONFIGURATION TRANSFER, DOWNLINK RAN CONFIGURATION TRANSFER

	RAN Status Transfer Transparent Container
	9.2.3.13, 9.2.3.14
	UPLINK RAN STATUS TRANSFER, DOWNLINK RAN STATUS TRANSFER

	Early Status Transfer Transparent Container
	9.2.3.16, 9.2.3.17
	UPLINK RAN EARLY STATUS TRANSFER
DOWNLINK RAN EARLY STATUS TRANSFER

	RIM Information Transfer
	9.3.3.28
	UPLINK RIM INFORMATION TRANSFER, DOWNLINK RIM INFORMATION TRANSFER

	NOTE 1:	The AMF receives the UE Radio Capability and UE Radio Capability for Paging within a UE RADIO CAPABILITY INFO INDICATION message and then the AMF shall store the UE Radio Capability information and UE Radio Capability for Paging, and transfer it them to the target AMF during an inter AMF mobility procedure.



For N2 information class NRPPa, N2 Information may encode the following NGAP NRPPA Transport related IE specified in 3GPP TS 38.413 [12], as summarized in Table 6.1.6.4.3-3
Table 6.1.6.4.3-3: N2 Information content for class NRPPa
	NGAP IE
	Reference
(3GPP TS 38.413 [12])
	Related NGAP message

	NRPPa-PDU
	9.3.3.14
	DOWNLINK UE ASSOCIATED NRPPA TRANSPORT
UPLINK UE ASSOCIATED NRPPA TRANSPORT
DOWNLINK NON UE ASSOCIATED NRPPA TRANSPORT
UPLINK NON UE ASSOCIATED NRPPA TRANSPORT



For N2 information class V2X, N2 Information may encode the following V2X related IE specified in 3GPP TS 38.413 [12], as summarized in Table 6.1.6.4.3-4
Table 6.1.6.4.3-4: N2 Information content for class V2X
	NGAP IE
	Reference
(3GPP TS 38.413 [12])
	Related NGAP message

	PC5 QoS Parameters
	9.3.1.150
	INITIAL CONTEXT SETUP REQUEST
UE CONTEXT MODIFICATION REQUEST
HANDOVER REQUEST
PATH SWITCH REQUEST ACKNOWLEDGE



Editor's Note:	The 5G ProSe PC5 QoS parameters will be specified in 3GPP TS 38.413 [12].
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openapi: 3.0.0
info:
  version: 1.2.0-alpha.4
  title: Namf_Communication
  description: |
    AMF Communication Service
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
security:
  - {}
  - oAuth2ClientCredentials:
      - namf-comm
externalDocs:
  description: 3GPP TS 29.518 V17.3.0; 5G System; Access and Mobility Management Services
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.518/'
servers:
  - url: '{apiRoot}/namf-comm/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause clause 4.4 of 3GPP TS 29.501
paths:
  /ue-contexts/{ueContextId}:
    put:
      summary: Namf_Communication CreateUEContext service Operation
      tags:
        - Individual ueContext (Document)
      operationId: CreateUEContext
      parameters:
        - name: ueContextId
          in: path
          description: UE Context Identifier
          required: true
          schema:
            type: string
            pattern: '^(5g-guti-[0-9]{5,6}[0-9a-fA-F]{14}|imsi-[0-9]{5,15}|nai-.+|gli-.+|gci-.+|imei-[0-9]{15}|imeisv-[0-9]{16}|.+)$'
      requestBody:
        content:
          multipart/related:  # message with binary body part(s)
            schema:
              type: object
              properties: # Request parts
                jsonData:
                  $ref: '#/components/schemas/UeContextCreateData'
                binaryDataN2Information:
                  type: string
                  format: binary
                binaryDataN2InformationExt1:
                  type: string
                  format: binary
                binaryDataN2InformationExt2:
                  type: string
                  format: binary
                binaryDataN2InformationExt3:
                  type: string
                  format: binary
                binaryDataN2InformationExt4:
                  type: string
                  format: binary
                binaryDataN2InformationExt5:
                  type: string
                  format: binary
                binaryDataN2InformationExt6:
                  type: string
                  format: binary
                binaryDataN2InformationExt7:
                  type: string
                  format: binary
                binaryDataN2InformationExt8:
                  type: string
                  format: binary
                binaryDataN2InformationExt9:
                  type: string
                  format: binary
                binaryDataN2InformationExt10:
                  type: string
                  format: binary
                binaryDataN2InformationExt11:
                  type: string
                  format: binary
                binaryDataN2InformationExt12:
                  type: string
                  format: binary
                binaryDataN2InformationExt13:
                  type: string
                  format: binary
                binaryDataN2InformationExt14:
                  type: string
                  format: binary
                binaryDataN2InformationExt15:
                  type: string
                  format: binary
                binaryDataN2InformationExt16:
                  type: string
                  format: binary
                binaryDataN2InformationExt17:
                  type: string
                  format: binary
            encoding:
              jsonData:
                contentType:  application/json
              binaryDataN2Information:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2InformationExt1:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2InformationExt2:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2InformationExt3:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2InformationExt4:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2InformationExt5:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2InformationExt6:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2InformationExt7:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2InformationExt8:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2InformationExt9:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2InformationExt10:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2InformationExt11:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2InformationExt12:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2InformationExt13:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2InformationExt14:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2InformationExt15:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2InformationExt16:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
              binaryDataN2InformationExt17:
                contentType:  application/vnd.3gpp.ngap
                headers:
                  Content-Id:
                    schema:
                      type: string
        required: true
      callbacks:
        onN2MessageNotify:
          '{$request.body#/n2NotifyUri}':
            post:
              summary: Namf_Communication N2 Info Notify (UE Specific) service Operation
              tags:
                - N2 Info Notify
              operationId: N2InfoNotifyHandoverComplete
              requestBody:
                description: UE Specific N2 Information Notification
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/N2InformationNotification'
              responses:
                '200':
                  description: N2 Information Notification Response.
                  content:
                    application/json:
                      schema:
                        $ref: '#/components/schemas/N2InfoNotificationRspData'
                    multipart/related:  # message with binary body part(s)
                      schema:
                        type: object
                        properties: # Request parts
                          jsonData:
                            $ref: '#/components/schemas/N2InfoNotificationRspData'
                          binaryDataN2Information:
                            type: string
                            format: binary
                      encoding:
                        jsonData:
                          contentType:  application/json
                        binaryDataN2Information:
                          contentType:  application/vnd.3gpp.ngap
                          headers:
                            Content-Id:
                              schema:
                                type: string
                '204':
                  description: Expected response to a successful callback processing
                '307':
[bookmark: _Hlk71279910]                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
      responses:
        '201':
          description: UE context successfully created.
          headers:
            Location:
              description: 'Contains the URI of the newly created resource, according to the structure: {apiRoot}/namf-comm/<apiVersion>/ue-contexts/{ueContextId}'
              required: true
              schema:
                type: string
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/UeContextCreatedData'
            multipart/related:  # message with binary body part(s)
              schema:
                type: object
                properties: # Request parts
                  jsonData:
                    $ref: '#/components/schemas/UeContextCreatedData'
                  binaryDataN2Information:
                    type: string
                    format: binary
                  binaryDataN2InformationExt1:
                    type: string
                    format: binary
                  binaryDataN2InformationExt2:
                    type: string
                    format: binary
                  binaryDataN2InformationExt3:
                    type: string
                    format: binary
                  binaryDataN2InformationExt4:
                    type: string
                    format: binary
                  binaryDataN2InformationExt5:
                    type: string
                    format: binary
                  binaryDataN2InformationExt6:
                    type: string
                    format: binary
                  binaryDataN2InformationExt7:
                    type: string
                    format: binary
                  binaryDataN2InformationExt8:
                    type: string
                    format: binary
                  binaryDataN2InformationExt9:
                    type: string
                    format: binary
                  binaryDataN2InformationExt10:
                    type: string
                    format: binary
                  binaryDataN2InformationExt11:
                    type: string
                    format: binary
                  binaryDataN2InformationExt12:
                    type: string
                    format: binary
                  binaryDataN2InformationExt13:
                    type: string
                    format: binary
                  binaryDataN2InformationExt14:
                    type: string
                    format: binary
                  binaryDataN2InformationExt15:
                    type: string
                    format: binary
              encoding:
                jsonData:
                  contentType:  application/json
                binaryDataN2Information:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN2InformationExt1:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN2InformationExt2:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN2InformationExt3:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN2InformationExt4:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN2InformationExt5:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN2InformationExt6:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN2InformationExt7:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN2InformationExt8:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN2InformationExt9:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN2InformationExt10:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN2InformationExt11:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN2InformationExt12:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN2InformationExt13:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN2InformationExt14:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN2InformationExt15:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          description: Bad Request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/UeContextCreateError'
            application/problem+json: # error originated by an SCP or SEPP
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        '403':
          description: Forbidden
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/UeContextCreateError'
            application/problem+json: # error originated by an SCP or SEPP
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
            multipart/related:  # message with binary body part(s)
              schema:
                type: object
                properties: # Response parts
                  jsonData:
                    $ref: '#/components/schemas/UeContextCreateError'
                  binaryDataN2Information:
                    type: string
                    format: binary
              encoding:
                jsonData:
                  contentType:  application/json
                binaryDataN2Information:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          description: Internal Server Error
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/UeContextCreateError'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error

[...]
  /ue-contexts/{ueContextId}/transfer:
    post:
      summary: Namf_Communication UEContextTransfer service Operation
      tags:
        - Individual ueContext (Document)
      operationId: UEContextTransfer
      parameters:
        - name: ueContextId
          in: path
          description: UE Context Identifier
          required: true
          schema:
            type: string
            pattern: '^(5g-guti-[0-9]{5,6}[0-9a-fA-F]{14}|imsi-[0-9]{5,15}|nai-.+|gli-.+|gci-.+|imei-[0-9]{15}|imeisv-[0-9]{16}|.+)$'
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/UeContextTransferReqData'
          multipart/related:  # message with binary body part(s)
            schema:
              type: object
              properties: # Request parts
                jsonData:
                  $ref: '#/components/schemas/UeContextTransferReqData'
                binaryDataN1Message:
                  type: string
                  format: binary
            encoding:
              jsonData:
                contentType:  application/json
              binaryDataN1Message:
                contentType:  application/vnd.3gpp.5gnas
                headers:
                  Content-Id:
                    schema:
                      type: string
        required: true
      responses:
        '200':
          description: UE context transfer successfully initiated.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/UeContextTransferRspData'
            multipart/related:  # message with binary body part(s)
              schema:
                type: object
                properties: # Request parts
                  jsonData:
                    $ref: '#/components/schemas/UeContextTransferRspData'
                  binaryDataN2Information:
                    type: string
                    format: binary
                  binaryDataN2InformationExt1:
                    type: string
                    format: binary
                  binaryDataN2InformationExt2:
                    type: string
                    format: binary
              encoding:
                jsonData:
                  contentType:  application/json
                binaryDataN2Information:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN2InformationExt1:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
                binaryDataN2InformationExt2:
                  contentType:  application/vnd.3gpp.ngap
                  headers:
                    Content-Id:
                      schema:
                        type: string
[bookmark: _Hlk71549740]        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error
[...]
[bookmark: _Hlk531968307]    UeContextTransferRspData:
      description: Data within a successful response to the UE Context Transfer request
      type: object
      properties:
        ueContext:
          $ref: '#/components/schemas/UeContext'
        ueRadioCapability:
          $ref: '#/components/schemas/N2InfoContent'
        ueRadioCapabilityForPaging:
          $ref: '#/components/schemas/N2InfoContent'
        ueNbiotRadioCapability:
          $ref: '#/components/schemas/N2InfoContent'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - ueContext
[...]
    UeContextCreateData:
      description: Data within a request to create an individual ueContext resource
      type: object
      properties:
        ueContext:
          $ref: '#/components/schemas/UeContext'
        targetId:
          $ref: '#/components/schemas/NgRanTargetId'
        sourceToTargetData:
          $ref: '#/components/schemas/N2InfoContent'
        pduSessionList:
          type: array
          items:
            $ref: '#/components/schemas/N2SmInformation'
          minItems: 1
        n2NotifyUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
[bookmark: _Hlk531968179]        ueRadioCapability:
          $ref: '#/components/schemas/N2InfoContent'
        ueRadioCapabilityForPaging:
          $ref: '#/components/schemas/N2InfoContent'
        ngapCause:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NgApCause'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        servingNetwork:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnIdNid'
      required:
        - ueContext
        - targetId
        - sourceToTargetData
        - pduSessionList

[...]
    NgapIeType:
      description: Indicates the supported NGAP IE types
      anyOf:
      - type: string
        enum:
          - PDU_RES_SETUP_REQ
          - PDU_RES_REL_CMD
          - PDU_RES_MOD_REQ
          - HANDOVER_CMD
          - HANDOVER_REQUIRED
          - HANDOVER_PREP_FAIL
          - SRC_TO_TAR_CONTAINER
          - TAR_TO_SRC_CONTAINER
          - TAR_TO_SRC_FAIL_CONTAINER
          - RAN_STATUS_TRANS_CONTAINER
          - SON_CONFIG_TRANSFER
          - NRPPA_PDU
          - UE_RADIO_CAPABILITY
          - RIM_INFO_TRANSFER
          - SECONDARY_RAT_USAGE
          - PC5_QOS_PARA
          - EARLY_STATUS_TRANS_CONTAINER
          - UE_RADIO_CAPABILITY_FOR_PAGING
      - type: string

[...]

* * * End of Changes * * * *

