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* * * First Change * * * *

[bookmark: _Toc82715841]5.2.4.21	Type: RedirectResponse
Table 5.2.4.21-1: Definition of type RedirectResponse
	Attribute name
	Data type
	P
	Cardinality
	Description

	cause
	string
	C
	0..1
	A machine-readable cause string, specific to this occurrence of the redirection.
If the redirection is initiated by an SCP towards another SCP, this IE shall be present and set to "SCP_REDIRECTION".
If the redirection is initiated by an SEPP towards another SEPP, this IE shall be present and set to "SEPP_REDIRECTION".

	targetScp
	Uri
	O
	0..1
	ApiRoot of the SCP towards which an HTTP request is redirected (see clause 6.10.9 of 3GPP TS 29.500 [25]).

	targetSepp
	Uri
	O
	0..1
	ApiRoot of the SEPP towards which an HTTP request is redirected (see clause 6.10.9 of 3GPP TS 29.500 [25]).



* * * Next Change * * * *

[bookmark: _Toc24925935][bookmark: _Toc24926113][bookmark: _Toc24926289][bookmark: _Toc33964149][bookmark: _Toc33980916][bookmark: _Toc36462718][bookmark: _Toc36462914][bookmark: _Toc43026185][bookmark: _Toc49763719][bookmark: _Toc56754420][bookmark: _Toc82716055]A.2	Data related to Common Data Types
openapi: 3.0.0

info:
  version: '1.3.0-alpha.3'
  title: 'Common Data Types'
  description: |
    Common Data Types for Service Based Interfaces.
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
[…]
    RedirectResponse:
      description: The response shall include a Location header field containing a different URI (pointing to a different URI of an other service instance), or the same URI if a request is redirected to the same target resource via a different SCP.
      type: object
      properties:
        cause:
          type: string
        targetScp:
          $ref: '#/components/schemas/Uri'
        targetSepp:
          $ref: '#/components/schemas/Uri'
[…]
* * * End of Changes * * * *


