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* * * First Change * * * *
[bookmark: _Toc24937714][bookmark: _Toc33962533][bookmark: _Toc42883300][bookmark: _Toc49733168][bookmark: _Toc56685027][bookmark: _Toc82688378][bookmark: _Toc82688889][bookmark: _Hlk42822550][bookmark: _Toc24937748][bookmark: _Toc33962568][bookmark: _Toc42883337][bookmark: _Toc49733205][bookmark: _Toc56685064][bookmark: _Toc58585094][bookmark: _Toc24937836][bookmark: _Toc33962656][bookmark: _Toc42883425][bookmark: _Toc49733293][bookmark: _Toc56690943][bookmark: _Toc58585721]
[bookmark: _Toc82688193][bookmark: _Toc56684844][bookmark: _Toc49732987][bookmark: _Toc42883119][bookmark: _Toc33962357][bookmark: _Toc24937542]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GC	5G Core Network
CEF	Charging Enablement Function
CHF	Charging Function
IPUPS	Inter-PLMN User Plane Security
NF	Network Function
NRF	NF Repository Function
NWDAF	Network Data Analytics Function
PFD	Packet Flow Description
SNPN	Stand-alone Non-Public Network
TNGF	Trusted Non-3GPP Gateway Function
TWIF	Trusted WLAN Interworking Function
W-AGF	Wireline Access Gateway Function

* * * Next Change * * * *
6.1.6.3.3	Enumeration: NFType
The enumeration NFType represents the different types of Network Functions or Network Entities that can be found in the 5GC.
Table 6.1.6.3.3-1: Enumeration NFType
	Enumeration value
	Description

	"NRF"
	Network Function: NRF

	"UDM"
	Network Function: UDM

	"AMF"
	Network Function: AMF

	"SMF"
	Network Function: SMF

	"AUSF"
	Network Function: AUSF

	"NEF"
	Network Function: NEF

	"PCF"
	Network Function: PCF

	"SMSF"
	Network Function: SMSF

	"NSSF"
	Network Function: NSSF

	"UDR"
	Network Function: UDR

	"LMF"
	Network Function: LMF

	"GMLC"
	Network Function: GMLC

	"5G_EIR"
	Network Function: 5G-EIR

	"SEPP"
	Network Entity: SEPP

	"UPF"
	Network Function: UPF

	"N3IWF"
	Network Function and Entity: N3IWF

	"AF"
	Network Function: AF

	"UDSF"
	Network Function: UDSF

	"BSF"
	Network Function: BSF

	"CHF"
	Network Function: CHF

	"NWDAF"
	Network Function: NWDAF

	"PCSCF"
	Network Function: P-CSCF

	"CBCF"
	Network Function: CBCF

	"UCMF"
	Network Function: UCMF

	"HSS"
	Network Function: HSS

	"SOR_AF"
	Network Function: SOR-AF

	"SPAF"
	Network Function: SP-AF

	"MME"
	Network Function: MME

	"SCSAS"
	Network Function: SCS/AS

	"SCEF"
	Network Function: SCEF

	"SCP"
	Network Entity: SCP

	"NSSAAF"
	Network Function: NSSAAF

	"ICSCF"
	Network Function: I-CSCF

	"SCSCF"
	Network Function: S-CSCF

	"DRA"
	Network Function: DRA

	"IMS_AS"
	Network Function: IMS-AS

	"CEF"
	Network Function: CEF



* * * Next Change * * * *

[bookmark: _Toc56685152][bookmark: _Toc82688505]A.2	Nnrf_NFManagement API
openapi: 3.0.0

info:
  version: '1.1.5'
  title: 'NRF NFManagement Service'
  description: |
    NRF NFManagement Service.
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.510 V16.9.0; 5G System; Network Function Repository Services; Stage 3
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.510/'

[…]

    NFType:
      description: NF types known to NRF
      anyOf:
        - type: string
          enum:
            - NRF
            - UDM
            - AMF
            - SMF
            - AUSF
            - NEF
            - PCF
            - SMSF
            - NSSF
            - UDR
            - LMF
            - GMLC
            - 5G_EIR
            - SEPP
            - UPF
            - N3IWF
            - AF
            - UDSF
            - BSF
            - CHF
            - NWDAF
            - PCSCF
            - CBCF
            - HSS
            - UCMF
            - SOR_AF
            - SPAF
            - MME
            - SCSAS
            - SCEF
            - SCP
            - NSSAAF
            - ICSCF
            - SCSCF
            - DRA
            - IMS_AS
            - CEF
        - type: string
[…]

* * * End of Changes * * * *
