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* * * First Change * * * *

[bookmark: _Toc20150343][bookmark: _Toc25168582][bookmark: _Toc27593001][bookmark: _Toc34147871][bookmark: _Toc36463255][bookmark: _Toc43215095][bookmark: _Toc45032343][bookmark: _Toc49849832][bookmark: _Toc51873346][bookmark: _Toc56517474][bookmark: _Toc58594375][bookmark: _Toc67685885][bookmark: _Toc74993706][bookmark: _Toc82716294]5.2.2.3.2	Periodic or Triggered Event Notification
This procedure notifies the NF Service Consumer (i.e. GMLC) about event information related to periodic or triggered location of a target UE. The notification is delivered to:
-	the callback URI of an H-GMLC received (from an AMF) during an earlier DetermineLocation service operation if still available and if the LMF is configured for direct access to the H-GMLC;
-	the callback URI of an H-GMLC received (from another LMF) during an earlier LocationContextTransfer service operation if still available and if the LMF is configured for direct access to the H-GMLC;
-	the callback URI of an H-GMLC received (from the target UE) in a supplementary services event report if the LMF is configured for direct access to the H-GMLC;
otherwise (if not available),
-	the callback URI of a V-GMLC registered in the NRF, if the V-GMLC registered to the NRF with notification endpoints for periodic or triggered event notifications; or
otherwise (if not available),
-	the URI of a V-GMLC locally provisioned in the LMF.



Figure 5.2.2.3.2-1: EventNotify Request
1.	The LMF shall send a POST request to the GMLC callback URI determined as described above. The request body shall include a notification correlation ID (LDR reference), the UE identification (SUPI and if available GPSI), the type of event and may include a geodetic location, local location, civic location, position methods used, and other available parameters related to the position if any (e.g. Velocity, Altitude etc.), H-GMLC callback URI (if the NF consumer is a V-GMLC) and serving LMF identification.
2a.	On success, "204 No content" shall be returned by the NF Service Consumer.
2b.	On failure or redirection, one of the appropriate HTTP status code listed in Table 6.1.5.1.3.1-2 (e.g. "403 Forbidden") indicating the error shall be returned. For a 4xx/5xx response, and the message body should contain a ProblemDetails structure indicating appropriate additional error information.

* * * Next Change * * * *
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The Nlmf_Location service shall use the Nlmf_Location API.
The API URI of the Nlmf_Location API shall be:
{apiRoot}/<apiName>/<apiVersion>/
The request URI used in HTTP requests from the NF service consumer towards the NF service producer shall have the Resource URI structure defined in clause 4.4.1 of 3GPP TS 29.501 [5], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [5].
-	The <apiName> shall be "nlmf-loc".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 6.1.3.

* * * Next Change * * * *
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The Nlmf_Broadcast service shall use the Nlmf_Broadcast API.
The API URI of the Nlmf_Broadcast API shall be:
{apiRoot}/<apiName>/<apiVersion>/
The request URI used in HTTP requests from the NF service consumer towards the NF service producer shall have the Resource URI structure defined in clause 4.4.1 of 3GPP TS 29.501 [5], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [5].
-	The <apiName> shall be "nlmf-broadcast".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 6.2.3.

* * * End of Changes * * * *
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