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	Reason for change:
	As described in discussion paper (C4-213234) and specified in TS 23.682 the MME/SGSN includes the event report if available in the Answer to HSS:
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…
7.	If the monitoring configuration is successful, the MME/SGSN sends an Insert Subscriber Data Answer (Cause) message to the HSS. If the requested Monitoring Event is available to the MME/SGSN at the time of sending Insert Subscriber Data Answer, then the MME/SGSN includes the Monitoring Event Report in the Insert Subscriber Data Answer message.
CR0042 TS 29.563 has been agreed at CT4#105e which introduce the immediate report in response on Nhss EE API.

SA2 146e further agreed CR2992 of TS 23.502 (S2-2106687) clarifying that AMF/SMF can also include the immediate reports in subscription response.

This CR propose the feature to support immediate reports in subscription response in AMF EE API (consistent with EPC and consistent with HSS).


	
	

	Summary of change:
	1/ Specify new feature IERSR (Event Reports in Response)

2/ Update subscription create procedure for IERSR feature handling.

3/ Update table NOTE for AmfCreatedEventSubscription data type for handling of the new feature.


	
	

	Consequences if not approved:
	Immediate event report cannot be included in subscription create response when UDM subscribe to AMF events on behalf of other NF consumers (e.g. NEF). Stage 2 requirement not fulfilled.


	
	

	Clauses affected:
	5.3.2.2.2, 6.2.6.2.13, 6.2.8.
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	Other comments:
	This CR does not require version update on OpenAPI files.

	
	

	This CR's revision history:
	Rev1:

- Clarify the feature that supporting immediate event reports in response message of subscriptions on behalf another NF.
- Update CoNA field.
- Update the feature name to IERSR
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The Subscribe service operation is invoked by a NF Service Consumer, e.g. NEF, towards the AMF, when it needs to create a subscription to monitor at least one event relevant to the AMF. The NF Service Consumer may subscribe to multiple events in a subscription. A subscription may be associated with one UE, a group of UEs or any UE.
The NF Service Consumer shall request to create a new subscription by using HTTP method POST with URI of the subscriptions collection, see clause 6.2.3.2.
The NF Service Consumer shall include the following information in the HTTP message body:
-	NF ID, indicates the identity of the network function instance initiating the subscription;
-	Subscription Target, indicates the target(s) to be monitored, as one of the following types:
-	A specific UE, identified with a SUPI, a PEI or a GPSI;
-	A group of UEs, identified with a group identity;
-	Any UE, identified by the "anyUE" flag.
-	Notification URI, indicates the address to deliver the event notifications generated by the subscription;
-	Notification Correlation ID, indicates the correlation identity to be carried in the event notifications generated by the subscription;
-	List of events to be subscribed;
-	Event Types per event, as specified in clause 5.3.1.
The NF Service Consumer may include the following information in the HTTP message body:
-	Immediate Report Flag per event, indicates an immediate report to be generated with current event status;
-	Event Trigger, indicates how the events shall be reported (One-time Reporting or Continuously Reporting).
-	Maximum Number of Reports, defines the maximum number of reports after which the event subscription ceases to exist;
-	Expiry, defines maximum duration after which the event subscription ceases to exist;
-	Sampling ratio, defines the random subset of UEs among target UEs, and AMF only report the event(s) related to the selected subset of UEs;
-	Periodic Report Flag per event, indicates the report to be generated periodically;
-	Repetition Period, defines the period for periodic reporting;
-	Event Filter per applicable event, defines further options on how the event shall be reported.
-	Reference Id per event, indicates the value of the Reference Id associated with the event to be monitored. If provided, the Reference Id shall be included in the reports triggered by the event.


Figure 5.3.2.2.2-1 Subscribe for Creation
1.	The NF Service Consumer shall send a POST request to create a subscription resource in the AMF. The payload body of the POST request shall contain a representation of the individual subscription resource to be created. The request may contain an expiry time, suggested by the NF Service Consumer as a hint, representing the time upto which the subscription is desired to be kept active and the time after which the subscribed event(s) shall stop generating report.
2a.	On success, the request is accepted, the AMF shall include a HTTP Location header to provide the location of a newly created resource (subscription) together with the status code 201 indicating the requested resource is created in the response message. If the NF Service Consumer has included more than one events in the event subscription and some of the events are failed to be subscribed, the AMF shall accept the message and provide the successfully subscribed event(s) in AmfEventSubscription. If the NF Service Consumer has included the immediateFlag with value as "true" in the event subscription, the AMF shall include the current status of the events subscribed, if available (e.g. last known location information is included if the subscribed event is LOCATION_REPORT). If the events with immediateFlag set to "true" are subscribed by an NF service consumer on behalf of a third NF and the NF service consumer has not indicated supporting of IERSR feature (see 6.2.8), the notification will be sent to the third NF directly, i.e. subsChangeNotifyUri is included in the event subscription, the current status of the events subscribed shall not be included in response. The AMF shall subsequently send a notification to the third NF including the current status of the events subscribed.

If the NF Service Consumer has set the event reporting option as ONE_TIME and if the AMF has included the current status of the events subscribed in the response, then the AMF shall not do any subsequent event notification for the events given in the AmfCreateEventSubscription parameter. If the NF Service Consumer has set the event reporting option as ONE_TIME, the subscribed event as LOCATION_REPORT and the immediateFlag is set to false or absent, the AMF shall send an event notification to notify the current location of the UE after the subscription.
The response, based on operator policy and taking into account the expiry time included in the request, may contain the expiry time, as determined by the AMF, after which the subscription becomes invalid. Once the subscription expires, if the NF Service Consumer wants to keep receiving notifications, it shall create a new subscription in the AMF. The AMF shall not provide the same expiry time for many subscriptions in order to avoid all of them expiring and recreating the subscription at the same time. If the expiry time is not included in the response, the NF Service Consumer shall consider the subscription to be valid without an expiry time.
If the sampling ratio ("sampRatio") attribute is included in the subscription, the AMF shall select a random subset of UEs among target UEs according to the sampling ratio and only report the event(s) related to the selected subset of UEs.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.2.3.2.3.1-3 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application error listed in Table 6.2.3.2.3.1-3.
* * * Next Change * * * *
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Table 6.2.6.2.13-1: Definition of type AmfCreatedEventSubscription
	Attribute name
	Data type
	P
	Cardinality
	Description

	subscription
	AmfEventSubscription
	M
	1
	Represents the newly created AMF Event Subscription resource.

	subscriptionId
	Uri
	M
	1
	Represents the URI of the newly created AMF Event Subscription resource. This shall contain an absolute URI set to the Resource URI specified in clause 6.2.3.3.2. (NOTE 2)

	reportList
	array(AmfEventReport)
	O
	1..N
	Represents the immediate event reports (i.e. the current value / status of the events subscribed), if available (NOTE 1).

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.2.8 is supported. 

	NOTE 1:	If the subscription is on behalf of another NF and the NF service consumer has not indicated supporting of IERSR feature (see 6.2.8), then the reports attribute shall be absent.
NOTE 2:	3GPP TS 23.502 [3] specifies this attribute as "Subscription Correlation ID".
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The feature negotiation mechanism specified in clause 6.6 of 3GPP TS 29.500 [4] shall be used to negotiate the optional features applicable between the AMF and the NF Service Consumer, for the Namf_EventExposure service, if any.
The NF Service Consumer shall indicate the optional features it supports for the Namf_EventExposure service, if any, by including the supportedFeatures attribute in payload of the HTTP Request Message for subscription resource creation.
The AMF shall determine the supported features for the service operations as specified in clause 6.6 of 3GPP TS 29.500 [4] and shall indicate the supported features by including the supportedFeatures attribute in payload of the HTTP response for subscription resource creation.
The syntax of the supportedFeatures attribute is defined in clause 5.2.2 of 3GPP TS 29.571 [6].
The following features are defined for the Namf_EventExposure service:
Table 6.2.8-1: Features of supportedFeatures attribute used by Namf_EventExposure service
	Feature Number
	Feature
	M/O
	Description

	1
	ENA
	O
	Enablers for Network Automation for 5G

An AMF and an NF that support this feature shall support the procedures specified in 3GPP TS 23.288 [38].

	2
	APRA
	O
	Additional Presence Reporting Area

An AMF that supports this feature shall support subscription of "PRESENCE_IN_AOI_REPORT" event with a Set of Core Network Predefined Presence Reporting Areas and generating event report including both PRA Set ID and additional PRA ID referring to an individual PRA in the Set.

An NF service consumer that supports this feature shall support receiving "PRESENCE_IN_AOI_REPORT" event with additional PRA ID referring to an individual PRA in the Set.

	3
	ESSYNC
	O
	Event Subscription Synchronization

An AMF and UDM that supports this feature shall support the event subscription synchronization procedure, as specified in clause 5.3.2.4.2.

	4
	ES3XX
	M
	Extended Support of HTTP 307/308 redirection

An NF Service Consumer (e.g. NEF) that supports this feature shall support handling of HTTP 307/308 redirection for any service operation of the Namf_EventExposure service. An NF Service Consumer that does not support this feature does only support HTTP redirection as specified for 3GPP Release  15.

	x
	IERSR
	O
	Immediate Event Report in Subscription Creation Response for Subscriptions on behalf of another NF

An NF consumer (e.g. UDM) supporting this feature shall be able to handle the immediate event reports in the Subscription Creation Response for subscriptions on behalf of another NF, as specified in clause 5.3.2.2.2.


	Feature number: The order number of the feature within the supportedFeatures attribute (starting with 1).
Feature: A short name that can be used to refer to the bit and to the feature.
M/O: Defines if the implementation of the feature is mandatory ("M") or optional ("O").
Description: A clear textual description of the feature.
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