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[bookmark: _Toc51789270][bookmark: _Toc83385891]3.3	Table of optional features
…
**** first change ****
Table A.1: Options
	Item
	Option
	Status
	Support
	Mnemonic

	1
	Capability Configuration parameter
	M
	
	O_Cap_Conf

	…
	….
	…
	
	…

	188
	Class E: Terminal does support NG-RAN
	O
	
	pc_BIP_NG_RAN

	189
	Class V: support of PROVIDE LOCATION INFORMATION, H(e)NB IP address
	O
	
	O_PLI_HeNB_IP_Address

	190
	Class W: support of PROVIDE LOCATION INFORMATION, H(e)NB surrounding macrocells
	O
	
	O_PLI_HeNB_Sur_Macrocells

	C001	If terminal is implemented according to Rel-6 or later then M, else O

	C002	   If feature is implemented according to Rel-8 or later then O, else M. It is possible to implement the related features according to Rel-8 or later even if the generic toolkit implementation is according to a release earlier then Rel-8.

	C003	If terminal is implemented according to Rel-8 or later AND ((A.1/139 OR  A.1/140) AND (NOT A.1/64) AND (NOT A.1/134)) THEN M ELSE N/A

	C004	If feature is implemented according to Rel-11 or later then M, else N/A

	C005	If feature is implemented according to Rel-12 or later then O, else N/A

	C006	If feature is implemented according to Rel-13 or later then M, else O

	NOTE:	Items 161, 162, 163 and 164 were made optional as a consequence of the approval of CR 0429 against TS 31.111 and CR 0419 against TS 31.124



**** next change ****
[bookmark: _Toc51789706][bookmark: _Toc83386334]Annex B (normative):
Details of terminal profile support
Table E.1: TERMINAL PROFILE support
	Item
	Byte.bit
	Terminal Profile
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	1.1
	Profile Download
	[bookmark: MCCQCTEMPBM_00000032][bookmark: MCCQCTEMPBM_00000285][bookmark: MCCQCTEMPBM_00000566]TS 31.111 §5.2
	R99
	M
	
	PD_Pro_DvnlDwnl

	[bookmark: _GoBack]…
	…
	…
	…
	…
	…
	
	…

	153
	20.1
	Reserved by TIA/EIA/IS-820 [25]
	TS 31.111 §5.2
	R99
	XO
	
	Reserved

	154
	20.2
	Reserved by TIA/EIA/IS-820 [25]
	TS 31.111 §5.2
	R99
	XO
	
	Reserved

	155
	20.3
	Reserved by TIA/EIA/IS-820 [25]
	TS 31.111 §5.2
	R99
	XO
	
	Reserved

	156
	20.4
	Reserved by TIA/EIA/IS-820 [25]
	TS 31.111 §5.2
	R99
	XO
	
	Reserved

	157
	20.5
	Reserved by TIA/EIA/IS-820 [25]
	TS 31.111 §5.2
	R99
	XO
	
	Reserved

	158
	20.6
	Reserved by TIA/EIA/IS-820 [25]
	TS 31.111 §5.2
	R99
	XO
	
	Reserved

	159
	20.7
	Reserved by TIA/EIA/IS-820 [25]
	TS 31.111 §5.2
	R99
	XO
	
	Reserved

	160
	20.8
	Reserved by TIA/EIA/IS-820 [25]
	TS 31.111 §5.2
	R99
	XO
	
	Reserved

	…
	…
	…
	…
	…
	…
	
	…

	232
	29.8
	RFU
	TS 31.111 §5.2
	Rel-6
	X
	
	PD_RFU_224232

	…
	…
	…
	…
	…
	…
	
	…

	250
	32.2
	PROVIDE LOCATION
INFORMATION, H(e)NB IP address support (if class "v" is supported)) 
	TS 31.111 §5.2
	Rel-11
	XC307
	
	PD_PLI_HENB_IP_Address_support

	251
	32.3
	 PROVIDE LOCATION
INFORMATION, H(e)NB surrounding macrocells support (if class "w" is supported)
	TS 31.111 §5.2
	Rel-11
	XC308
	
	PD_PLI_HENB_surrounding_Macrocell

	…
	…
	…
	…
	…
	…
	
	…

	264
	33.8
	Proactive UICC: PROVIDE LOCAL INFORMATION (WLAN identifier of the current WLAN connection)
	TS 31.111 §5.2
	Rel-13
	C298

	
	PD_ Provide_Local_WLAN_ID

	…
	…
	…
	…
	…
	…
	
	…

	280
	35.8
	Reserved by ETSI
	TS 31.111 §5.2
	Rel-14
	O
	
	PD_Reserved



	C201
	Void
	-- Void

	…
	…
	…

	C306
	IF A.1/186 THEN O ELSE M
	-- O_NB-IoT_only

	C307
	IF A.1/189 THEN M ELSE O.1
	-- O_PLI_HeNB_IP_Address

	C308
	IF A.1/190 THEN M ELSE O.1
	-- O_PLI_HeNB_Sur_Macrocells

	O.1
	Allowed: Bit value ="0" or bit not present
	



**** end of changes ****
…

