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	Reason for change:
	Lack of clarification in 3GPP TS 31.102 on how the ME uses URSP rules for each PLMN defined in EF-URSP.

	
	

	Summary of change:
	As per 24.526 cl 4.2.2.2:
For a UE not operating in SNPN access operation mode, if the UE has no signalled URSP, the UE shall:

-
only use the pre-configured URSP rules of the HPLMN and ignore URSP rules of other PLMN(s) in the USIM, if there are pre-configured URSP rules of the HPLMN in the USIM; or

-
use the pre-configured URSP rules in the ME if the UE has pre-configured URSP in the ME and:

-
only pre-configured URSP rules of PLMN(s) other than HPLMN in the USIM; or

-
no pre-configured URSP in the USIM.

Reference to this clause is required in 3GPP TS 31.102 cluse 5.2.34. Hence clarification is added to explain how the ME uses the URSP rules defined in EF_URSP.

	
	

	Consequences if not approved:
	Lack of clarification in 3GPP TS 31.102 on how the ME uses URSP rules for each PLMN defined in EF-URSP.
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***** Start of change *****
5.2.34
URSP request

Requirement:
Service n°132 is "available".

Request:
The ME performs the reading procedure with EFURSP.

How the ME uses the URSP rules defined in EFURSP is specified in 3GPP TS 24.526 [109] subclause 4.2.2.2. 
***** End of change *****
