

	
3GPP TSG-CT Meeting #94-e	CP-213172
E-Meeting, 13th – 15th December 2021	(revision of C4-215299)
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	29.572
	CR
	0120
	rev
	1
	Current version:
	17.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	UE Positioning Capabilities Data Type

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	Ericsson

	
	

	Work item code:
	5G_eLCS_ph2
	
	Date:
	2021-11-26

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	TS 29.572 has introduced UE Positioning Capabilities which is requested by LMF with LPP Capabilities Procedure as defined in TS 27.355. The UE Positioning Capabilities is defined as array in the interface with each array item encodes one of the UE capabilities for a positioning method.

When the LMF request capabilities from the devices, the UE will provide the corresponding capabilities in ProvideCapabilities-r9-IEs IE as a ASN.1 SEQUENCE data type:

ProvideCapabilities-r9-IEs ::= SEQUENCE {
	commonIEsProvideCapabilities		CommonIEsProvideCapabilities			OPTIONAL,
	a-gnss-ProvideCapabilities			A-GNSS-ProvideCapabilities				OPTIONAL,
	otdoa-ProvideCapabilities			OTDOA-ProvideCapabilities				OPTIONAL,
	ecid-ProvideCapabilities			ECID-ProvideCapabilities				OPTIONAL,
	epdu-ProvideCapabilities			EPDU-Sequence							OPTIONAL,
	...,
	[[	sensor-ProvideCapabilities-r13	Sensor-ProvideCapabilities-r13			OPTIONAL,
		tbs-ProvideCapabilities-r13		TBS-ProvideCapabilities-r13				OPTIONAL,
		wlan-ProvideCapabilities-r13	WLAN-ProvideCapabilities-r13			OPTIONAL,
		bt-ProvideCapabilities-r13		BT-ProvideCapabilities-r13				OPTIONAL
	]],
	[[	nr-ECID-ProvideCapabilities-r16	NR-ECID-ProvideCapabilities-r16			OPTIONAL,
		nr-Multi-RTT-ProvideCapabilities-r16	
										NR-Multi-RTT-ProvideCapabilities-r16	OPTIONAL,
		nr-DL-AoD-ProvideCapabilities-r16
										NR-DL-AoD-ProvideCapabilities-r16		OPTIONAL,
		nr-DL-TDOA-ProvideCapabilities-r16
										NR-DL-TDOA-ProvideCapabilities-r16		OPTIONAL,
		nr-UL-ProvideCapabilities-r16	NR-UL-ProvideCapabilities-r16			OPTIONAL
	]]
}

As specified TS 27.355, the LPP messages are encoded with ASN.1 Basic-Packed Encoding Rules (B-PER). As the elements of the ProvideCapabilities-r9-IEs SEQUENCE IE are optional, the presence of each element is indicated by the preamble part of the ProvideCapabilities-r9-IEs IE and each capabilities element in the sequence only contains values without type indication. If these elements is carried in an array, it is impossible for the receiver to successfully map each array item to the correct capabilities type.

There are two possible solutions to resolve the issue:
1. The LMF re-encode the capabilities with another encoding rules which includes a type indication, e.g. BER. Thus the receiver will be possible to identify each capabilities explicitly. But this requires the LMF to equip another encoding rules stack which is not needed for LPP handling, and it also add extra decoding/encoding cost at LMFs.

2. Another possibility is to use the ProvideCapabilities-r9-IEs IE as a container (complete encoding with preamble). This will be much easier for the receiver and introduce no extra cost.

This CR propose alternative 2 as way forward to define the UePositioningCapabiliites as byte string encoding the ProvideCapabilities-r9-IEs IE. And correspondingly, UE positioning capabilities attribute in interface API shall be defined as sigular.


	
	

	Summary of change:
	1/ Define data type UePositioningCapabilites data type as Bytes to encode the ProvideCapabilities-r9-IEs IE from octet 1, i.e. including the preamble.

2/ Change uePositioingCapList IE from array to singleton.

3/ Update OpenAPI accordingly.

	
	

	Consequences if not approved:
	UE Positioning Capabilities carried in an array cannot be decoded by receiving LMF.
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	This CR introduce backward compatible corrections to the OpenAPI specification files for Nlmf_Location API.
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* * * Begin of Changes * * * *
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Table 6.1.6.2.2-1: Definition of type InputData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	externalClientType
	ExternalClientType
	O
	0..1
	When present, this IE shall carry the external client type of the requester.
	

	correlationID
	CorrelationID
	O
	0..1
	When present, this IE shall carry the correlation ID of the request.
	

	amfId
	NfInstanceId
	O
	0..1
	Indicates the AMF Instance serving the UE. LMF shall use the AMF Instance to forward LCS related N1/N2 messages to the UE/RAN.
	

	locationQoS
	LocationQoS
	O
	0..1
	When present, this IE shall carry the QoS of the location request.
	

	supportedGADShapes
	array(SupportedGADShapes)
	O
	1..N
	When present, this IE shall carry the GAD shapes supported by the requester.
	

	supi
	Supi
	O
	0..1
	Indicates the SUPI of the target UE.
	

	pei
	Pei
	O
	0..1
	Indicates the PEI of the target UE.
	

	gpsi
	Gpsi
	O
	0..1
	Indicates the GPSI of the target UE.
	

	ecgi
	Ecgi
	O
	0..1
	When present, this IE shall indicate the identifier of the E-UTRAN cell serving the UE or the serving cell identifier of the Primary Cell in the Master RAN Node that is an E-UTRAN node on Dual Connectivity scenarios.
(NOTE 2)
	

	ecgiOnSecondNode
	Ecgi
	O
	0..1
	When present, the serving cell identifier of the Primary Cell in the Secondary RAN Node that is an E-UTRAN node when available on Dual Connectivity scenarios.
 (NOTE 3) (NOTE 4)
	

	ncgi
	Ncgi
	O
	0..1
	When present, this IE shall indicate the identifier of the NR cell serving the UE or the serving cell identifier of the Primary Cell in the Master RAN Node that is a NR node on Dual Connectivity scenarios.
(NOTE 2)
	

	ncgiOnSecondNode
	Ncgi
	O
	0..1
	When present, the serving cell identifier of the Primary Cell in the Secondary RAN Node that is a NR node when available on Dual Connectivity scenarios.
 (NOTE 3) (NOTE 4)
	

	priority
	LcsPriority
	O
	0..1
	When present, this IE shall indicate the priority of the location request.
	

	velocityRequested
	VelocityRequested
	O
	0..1
	When present, this IE shall indicate whether velocity is requested or not.
	

	ueLcsCap
	UeLcsCapability
	O
	0..1
	When present, this IE shall indicate the LCS capability supported by the UE.
	

	lcsServiceType
	LcsServiceType
	O
	0..1
	The LCS service type
	

	ldrType
	LdrType
	O
	0..1
	The type of LDR
	

	hgmlcCallBackURI
	Uri
	C
	0..1
	Callback URI of the H-GMLC

It shall be present, if attribute LdrType is present.
	

	vgmlcAddress
	Uri
	C
	0..1
	V-GMLC address that corresponds to the V-GMLC that receives Location Request
It shall be present, if attribute LdrType is present and the target UE is in roaming case.
	

	ldrReference
	LdrReference
	C
	0..1
	LDR Reference Number

It shall be present, if attribute LdrType is present.
	

	periodicEventInfo
	PeriodicEventInfo
	C
	0..1
	Information for periodic event reporting
	

	areaEventInfo
	AreaEventInfo
	C
	0..1
	Information for area event reporting
	

	motionEventInfo
	MotionEventInfo
	C
	0..1
	Information for motion event reporting
	

	reportingAccessTypes
	ReportingAccessTypes
	O
	0..1
	Allowed access types for event reporting
	

	ueConnectivityStates
	array(UeConnectivityState)
	O
	1..N
	When present, this IE shall indicate the UE connectivity state per access type
	

	ueLocationServiceInd
	UeLocationServiceInd
	C
	0..1
	If UE sends an MO-LR Request message, this IE shall be present and indicate the request type for a 5GC-MO-LR.
	

	moAssistanceDataTypes
	LcsBroadcastAssistanceTypesData
	O
	0..1
	When present, this IE shall indicate a list of one or more types of location assistance data that UE subscribed. 
	

	lppMessage
	RefToBinaryData
	C
	0..1
	If UE includes the LPP message in MO-LR Request, this IE shall be present and Indicate the binary data of LPP message.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.9 is supported.
	

	uePositioningCapList
	array(UePositioningCapabilities)
	O
	0..1..N
	When present, this IE shall indicate the list of the positioning capabilities supported by the UE.
	

	tnapId
	TnapId
	O
	0..1
	When present, This IE shall contain the TNAP Identifier.

This IE may be present for non-3GPP access.
	

	twapId
	TwapId
	O
	0..1
	When present, This IE shall contain the TWAP Identifier.
This IE may be present for non-3GPP access.
	

	ueCountryDetInd
	boolean
	O
	0..1
	When present, This IE shall contain an indication of determining the country or international area indication where UE is located.
	SAT

	NOTE 1:	At least one of the attributes defined in this table shall be present in the InputData structure.
NOTE 2:	Attribute "ecgi" and "ncgi" shall not be present at the same time.
NOTE 3:	Attribute "ecgiOnSecondNode" and "ncgiOnSecondNode" shall not be present at the same time.
NOTE 4:	Attribute "ecgiOnSecondNode" or "ncgiOnSecondNode" shall not be present if neither attribute "ecgi" nor "ncgi" is present.
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Table 6.1.6.2.3-1: Definition of type LocationData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	locationEstimate
	GeographicArea
	M
	1
	For a request for triggered location where location estimates are not required, the location estimate can be based on current serving cell.
	

	accuracyFulfilmentIndicator
	AccuracyFulfilmentIndicator
	O
	0..1
	When present, this IE shall indicate fulfilment of required accuracy.
	

	ageOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	When present, this IE shall indicate age of the location estimate.
	

	velocityEstimate
	VelocityEstimate
	O
	0..1
	When present, this IE shall indicate velocity estimate.
	

	civicAddress
	CivicAddress
	O
	0..1
	When present, this IE shall indicate a civic address.
	

	localLocationEstimate
	LocalArea
	O
	0..1
	When present, this IE shall indicate a local area in reference system.
	

	positioningDataList
	array(PositioningMethodAndUsage)
	O
	1..N
	When present, this IE shall include a list of data related to positioning methods.
	

	gnssPositioningDataList
	array(GnssPositioningMethodAndUsage)
	O
	1..N
	When present, this IE shall include a list of data related to GNSS positioning methods.
	

	ecgi
	Ecgi
	O
	0..1
	When present, this IE shall indicate the ID of the E-UTRAN cell serving the UE.
	

	ncgi
	Ncgi
	O
	0..1
	When present, this IE shall indicate the ID of the NR cell serving the UE.
	

	altitude
	Altitude
	O
	0..1
	Altitude of the positioning estimate. When the shape used in "locationEstimate" supports conveying the altitude parameter, this IE shall be absent.
	

	barometricPressure
	BarometricPressure
	O
	0..1
	If present, this IE contains the barometric pressure measurement as reported by the target UE.
	

	servingLMFidentification
	LMFIdentification
	O
	0..1
	When present, this IE shall indicate the identity of the serving LMF
	

	uePositioningCapList
	array(UePositioningCapabilities)
	O
	0..1..N
	When present, this IE shall indicate the list of the positioning capabilities supported by the UE.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.9 is supported.
	

	ueAreaInd
	UeAreaIndication
	O
	0..1
	When present, this IE shall contain a country or international area indication where UE is located.

If UE is outside of the area of any known country, i.e. international area, then the LMF shall provide the International Area Indication without a country.

	SAT

	achievedQos
	MinorLocationQoS
	O
	0..1
	When present, this IE shall contain the achieved Location QoS Accuracy of the estimated location.

This IE may be present if the LCS QoS Class required in the request message is "MULTIPLE_QOS". 

If it's absent, LCS QoS Class required in the request message is "MULTIPLE_QOS" and AccuracyFulfilmentIndicator is "REQUESTED_ACCURACY_FULFILLED", it indicates that the location QoS in the highest priority is achieved.
	MUTIQOS
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Table 6.1.6.2.30-1: Definition of type LocContextData
	Attribute name
	Data type
	P
	Cardinality
	Description

	amfId
	NfInstanceId
	M
	1
	Indicates the AMF Instance serving the UE. LMF shall use the AMF Instance to forward LCS related N1/N2 messages to the UE/RAN.

	locationQoS
	LocationQoS
	C
	0..1
	This IE shall contain the location QoS if available.

	supportedGADShapes
	array(SupportedGADShapes)
	C
	0..N
	This IE shall contain the supported GAD shapes if available.

	Supi
	Supi
	C
	0..1
	This IE shall contain the SUPI if available.

	Gpsi
	Gpsi
	C
	0..1
	This IE shall contain the GPSI if available.

	ldrType
	LdrType
	M
	1
	The type of LDR

	hgmlcCallBackURI
	Uri
	M
	1
	Callback URI of the H-GMLC

	ldrReference
	LdrReference
	M
	1
	LDR Reference

	periodicEventInfo
	PeriodicEventInfo
	C
	0..1
	Information for periodic event reporting

	areaEventInfo
	AreaEventInfo
	C
	0..1
	Information for area event reporting

	motionEventInfo
	MotionEventInfo
	C
	0..1
	Information for motion event reporting

	eventReportMessage
	EventReportMessage
	M
	1
	Contains an embedded event report

	eventReportingStatus
	EventReportingStatus
	O
	0..1
	Status of event reporting

	ueLocationInfo
	UELocationInfo
	O
	0..1
	Location information for the target UE

	cIoT5GSOptimisation
	boolean
	C
	0..1
	This IE shall be present if it was received from AMF. When present, it shall be set as follows:
	- true: Control Plane CIoT 5GS Optimisation was used and no signalling or data is currently pending for the UE at the AMF.
	- false (default): Control Plane CIoT 5GS Optimisation was not used or signalling or data is currently pending for the UE at the AMF.

	ecgi
	Ecgi
	C
	0..1
	When present, this IE shall indicate the identifier of the E-UTRAN cell serving the UE.
This IE shall be present if it was received from AMF.

	ncgi
	Ncgi
	C
	0..1
	When present, this IE shall indicate the identifier of the NR cell serving the UE.
This IE shall be present if it was received from AMF

	guami
	Guami
	C
	0..1
	This IE shall be present if it was received from AMF.

When present, it shall contain the GUAMI serving the UE.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.9 is supported.

	uePositioningCapList
	array(UePositioningCapabilities)
	O
	0..1..N
	When present, this IE shall indicate the list of the positioning capabilities supported by the UE.

	NOTE:	At least one of periodicEventInfo, areaEventInfo or motionEventInfo shall be present in the LocContextData structure.
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The simple data types defined in table 6.1.6.3.2-1 shall be supported.
Table 6.1.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description

	Altitude
	number
	Double-precision float value of the altitude, expressed in meters.
Minimum: -32767. Maximum: 32767.
Format: double.

	Angle
	integer
	Integer value of the angle, expressed in degrees.
Minimum: 0. Maximum: 360.

	Uncertainty
	number
	Float value of uncertainty, expressed in meters.
Minimum: 0
Format: float.

	Orientation
	integer
	Integer value of the orientation angle, expressed in degrees.
Minimum: 0. Maximum: 180.

	Confidence
	integer
	Integer value of the confidence, expressed in percentage value.
Minimum: 0. Maximum: 100.

	Accuracy
	number
	Float value of accuracy, expressed in meters.
Minimum: 0
Format: float.

	InnerRadius
	integer
	Integer value of the inner radius, expressed in meters.
Minimum: 0. Maximum: 327675.
Format: int32.

	CorrelationID
	string
	LCS Correlation ID. The correlation ID shall be of a minimum length of 1 character and maximum length of 255 characters.

	AgeOfLocationEstimate
	integer
	Integer value of the age of the location estimate, expressed in minutes.
Minimum: 0. Maximum: 32767.

	HorizontalSpeed
	number
	Float value of horizontal speed, expressed in kilometres per hour.
Minimum: 0. Maximum: 2047.
Format: float.

	VerticalSpeed
	number
	Float value of horizontal speed, expressed in kilometres per hour.
Minimum: 0. Maximum: 255.
Format: float.

	SpeedUncertainty
	number
	Float value of speed uncertainty, expressed in kilometres per hour.
Minimum: 0. Maximum: 255.
Format: float.

	BarometricPressure
	integer
	This IE specifies the measured uncompensated atmospheric pressure in units of Pascal (Pa).
Minimum: 30000. Maximum: 115000.

	LcsServiceType
	integer
	The LCS service type as defined in 3GPP TS 22.071 [17] and clause 17.7.8 of 3GPP TS 29.002 [18].
Minimum: 0. Maximum: 127.

	LdrReference
	string
	LDR Reference encoded as a string of hexadecimal characters. The LdrReference shall be of a minimum length of 2 characters and maximum length of 510 characters.

	ReportingAmount
	integer
	Number of required periodic event reports.
Minimum: 1. Maximum: 8639999.

	ReportingInterval
	integer
	Event reporting periodic interval in seconds.
Minimum: 1. Maximum: 8639999.
ReportingInterval x ReportingAmount shall not exceed 8639999. 

	MinimumInterval
	integer
	Minimum interval between event reports in seconds.
Minimum: 1. Maximum: 32767.

	MaximumInterval
	integer
	Maximum interval between event reports in seconds.
Minimum: 1. Maximum: 86400.

	SamplingInterval
	integer
	Maximum time interval between consecutive evaluations by a UE of a trigger event, in seconds.
Minimum: 1. Maximum: 3600

	ReportingDuration
	integer
	Maximum duration of event reporting, in seconds.
Minimum: 1. Maximum: 8640000.

	LinearDistance
	integer
	The minimum straight line distance moved by a UE to trigger a motion event report, in meters.
Minimum: 1. Maximum: 10000.

	LMFIdentification
	string
	The serving LMF identification as defined in 3GPP TS 23.273 [19], encoded as a string of hexadecimal characters.

	EventReportCounter
	integer
	Number of event reports received from the target UE.
Minimum: 1. Maximum: 8640000.
Note: the current event report is included in the count.

	EventReportDuration
	integer
	Duration of event reporting, in seconds.
Minimum: 0. Maximum: 8640000.
Note: the duration starts when event reporting is activated in the UE and extends to the current time.

	UePositioningCapabilities
	stringBytes
	Positioning capabilities supported by the UE.

String with format "byte" as defined in OpenAPI Initiative [14], i.e. base64-encoded characters, encoding the "ProvideCapabilities-r9-IEs" IE as specified in clause 6.3 of 3GPP TS 37.355 [21] (start from octet 1) as defined in 3GPP TS 37.355 [21] clause 6.3, encoded as a string of binary characters.



* * * Next Change * * * *
A.2	Nlmf_Location API
openapi: 3.0.0

**************** Text Skipped for Clarity ****************

    InputData:
      description: Information within Determine Location Request.
      type: object
      not:
        required: [ ecgi, ncgi ]
      properties:
        externalClientType:
          $ref: '#/components/schemas/ExternalClientType'
        correlationID:
          $ref: '#/components/schemas/CorrelationID'
        amfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        locationQoS:
          $ref: '#/components/schemas/LocationQoS'
        supportedGADShapes:
          type: array
          items:
            $ref: '#/components/schemas/SupportedGADShapes'
          minItems: 1
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        ecgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ecgi'
        ecgiOnSecondNode:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ecgi'
        ncgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ncgi'
        ncgiOnSecondNode:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ncgi'
        priority:
          $ref: '#/components/schemas/LcsPriority'
        velocityRequested:
          $ref: '#/components/schemas/VelocityRequested'
        ueLcsCap:
          $ref: '#/components/schemas/UeLcsCapability'
        lcsServiceType:
          $ref: '#/components/schemas/LcsServiceType'
        ldrType:
          $ref: '#/components/schemas/LdrType'
        hgmlcCallBackURI:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        vgmlcAddress:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        ldrReference:
          $ref: '#/components/schemas/LdrReference'
        periodicEventInfo:
          $ref: '#/components/schemas/PeriodicEventInfo'
        areaEventInfo:
          $ref: '#/components/schemas/AreaEventInfo'
        motionEventInfo:
          $ref: '#/components/schemas/MotionEventInfo'
        reportingAccessTypes:
          $ref: '#/components/schemas/ReportingAccessTypes'
        ueConnectivityStates:
          $ref: '#/components/schemas/UeConnectivityState'
        ueLocationServiceInd:
          $ref: '#/components/schemas/UeLocationServiceInd'
        moAssistanceDataTypes:
          $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/LcsBroadcastAssistanceTypesData'
        lppMessage:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RefToBinaryData'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
[bookmark: OLE_LINK16][bookmark: OLE_LINK3][bookmark: OLE_LINK4]        uePositioningCapList:
          description: Indicates the positioning capabilities supported by the UE.
          type: array
          items:
            $ref: '#/components/schemas/UePositioningCapabilities'
          minItems: 1
        tnapId:
          description: This IE shall contain the TNAP Identifier
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TnapId'
        twapId:
          description: This IE shall contain the TWAP Identifier
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TwapId'
        ueCountryDetInd:
          type: boolean

    LocationData:
      description: Information within Determine Location Response.
      type: object
      required:
        - locationEstimate
      properties:
        locationEstimate:
          $ref: '#/components/schemas/GeographicArea'
        accuracyFulfilmentIndicator:
          $ref: '#/components/schemas/AccuracyFulfilmentIndicator'
        ageOfLocationEstimate:
          $ref: '#/components/schemas/AgeOfLocationEstimate'
        velocityEstimate:
          $ref: '#/components/schemas/VelocityEstimate'
        civicAddress:
          $ref: '#/components/schemas/CivicAddress'
        localLocationEstimate:
          $ref: '#/components/schemas/LocalArea'
        positioningDataList:
          type: array
          items:
            $ref: '#/components/schemas/PositioningMethodAndUsage'
          minItems: 1
        gnssPositioningDataList:
          type: array
          items:
            $ref: '#/components/schemas/GnssPositioningMethodAndUsage'
          minItems: 1
        ecgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ecgi'
        ncgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ncgi'
        altitude:
          $ref: '#/components/schemas/Altitude'
        barometricPressure:
          $ref: '#/components/schemas/BarometricPressure'
        servingLMFIdentification:
          $ref: '#/components/schemas/LMFIdentification'
        uePositioningCapList:
          description: Indicates the positioning capabilities supported by the UE.
          type: array
          items:
            $ref: '#/components/schemas/UePositioningCapabilities'
          minItems: 1
        ueAreaInd:
          $ref: '#/components/schemas/UeAreaIndication'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        achievedQos:
          $ref: '#/components/schemas/MinorLocationQoS'

**************** Text Skipped for Clarity ****************
    LocContextData:
      description: Information within Transfer Location Context Request.
      type: object
      required:
        - amfId
        - ldrType
        - hgmlcCallBackURI
        - ldrReference
        - eventReportMessage
      properties:
        amfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        locationQoS:
          $ref: '#/components/schemas/LocationQoS'
        supportedGADShapes:
          type: array
          items:
            $ref: '#/components/schemas/SupportedGADShapes'
          minItems: 1
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        ldrType:
          $ref: '#/components/schemas/LdrType'
        hgmlcCallBackURI:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        ldrReference:
          $ref: '#/components/schemas/LdrReference'
        periodicEventInfo:
          $ref: '#/components/schemas/PeriodicEventInfo'
        areaEventInfo:
          $ref: '#/components/schemas/AreaEventInfo'
        motionEventInfo:
          $ref: '#/components/schemas/MotionEventInfo'
        eventReportMessage:
          $ref: '#/components/schemas/EventReportMessage'
        eventReportingStatus:
          $ref: '#/components/schemas/EventReportingStatus'
        ueLocationInfo:
          $ref: '#/components/schemas/UELocationInfo'
        cIoT5GSOptimisation:
          type: boolean
          default: false
        ecgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ecgi'
        ncgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ncgi'
        guami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        uePositioningCapList:
          description: Indicates the positioning capabilities supported by the UE.
          type: array
          items:
            $ref: '#/components/schemas/UePositioningCapabilities'
          minItems: 1

**************** Text Skipped for Clarity ****************
    UePositioningCapabilities:
      description: Positioning capabilities supported by the UE. A string encoding the "ProvideCapabilities-r9-IEs" IE as specified in clause 6.3 of 3GPP TS 37.355 (start from octet 1).
      type: string
      format: byte
      minLength: 1
      maxLength: 255


**************** Text Skipped for Clarity ****************
* * * End of Changes * * * *


