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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28005424][bookmark: _Toc36038096][bookmark: _Toc45133293][bookmark: _Toc51762121][bookmark: _Toc59016526][bookmark: _Toc68167495][bookmark: _Toc83238095][bookmark: _Toc28005519][bookmark: _Toc36038191][bookmark: _Toc45133388][bookmark: _Toc51762218][bookmark: _Toc59016623][bookmark: _Toc68167593][bookmark: _Toc83238194]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 23.503: "Policy and Charging Control Framework for the 5G System; Stage 2".
[5]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[6]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[7]	3GPP TS 29.507: "5G System; Access and Mobility Policy Control Service; Stage 3".
[8]	3GPP TS 29.508: "5G System; Session Management Event Exposure Service; Stage 3".
[9]	3GPP TS 29.512: "5G System; Session Management Policy Control Service; Stage 3".
[10]	3GPP TS 29.514: "5G System; Policy Authorization Service; Stage 3".
[11]	3GPP TS 29.520: "5G System; Network Data Analytics Services; Stage 3".
[12]	3GPP TS 29.519: "5G System; Usage of the Unified Data Repository Service for Policy Data, Application Data and Structured Data for Exposure; Stage 3".
[13]	Void
[14]	3GPP TS 26.114: "IP Multimedia Subsystem (IMS); Multimedia Telephony; Media handling and interaction".
[15]	3GPP TS 29.201: "Representational State Transfer (REST) reference point between Application Function (AF) and Protocol Converter (PC)".
[16]	IETF RFC 4566: "SDP: Session Description Protocol".
[17]	3GPP TS 26.247: "Transparent end-to-end Packet-switched Streaming Service (PSS) Progressive Download and Dynamic Adaptive Streaming over HTTP (3GP-DASH)".
[18]	3GPP TS 29.214: "Policy and Charging Control over Rx reference point".
[19]	3GPP TS 26.234: "End-to-end transparent streaming service; Protocols and codecs".
[bookmark: _Hlk510034957][20]	3GPP2 C.S0046-0 v1.0: "3G Multimedia Streaming Services".
[21]	3GPP2 C.S0055-A v1.0: "Packet Switched Video Telephony Services (PSVT/MCS)".
[22]	3GPP TS 29.521: "5G System; Binding Support Management Service; Stage 3".
[23]	3GPP TS 29.594: "5G System; Spending Limit Control Service; Stage 3".
[24]	3GPP TS 29.522: "5G System; Network Exposure Function Northbound APIs; Stage 3".
[25]	3GPP TS 29.551: "5G System; Packet Flow Description Management Service; Stage 3".
[26]	3GPP TS 29.554: "5G System; Background Data Transfer Policy Control Service; Stage 3".
[27]	3GPP TS 29.504: "5G System; Unified Data Repository Services; Stage 3".
[28]	3GPP TS 32.240: "Charging management; Charging architecture and principles".
[29]	IETF RFC 6733: "Diameter Base Protocol".
[30]	3GPP TS 29.213: "Policy and charging control signalling flows and Quality of Service (QoS) parameter mapping".
[bookmark: _Hlk494379414][31]	3GPP TS 29.525: "UE Policy Control Service; Stage 3".
[32]	3GPP TS 29.518: "Access and Mobility Management Services; Stage 3".
[33]	3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
[34]	3GPP TS 29.122: "T8 reference point for northbound Application Programming Interfaces (APIs)".Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
[35]	3GPP TS 24.292: "IP Multimedia (IM) Core Network (CN) subsystem Centralized Services (ICS); Stage 3".
[36]	IETF RFC 3556: "Session Description Protocol (SDP) Bandwidth Modifiers for RTP Control Protocol (RTCP) Bandwidth".
[37]	IETF RFC 3890: "A Transport Independent Bandwidth Modifier for the Session Description Protocol (SDP)".
[38]	IETF RFC 5761: "Multiplexing RTP Data and Control Packets on a Single Port".
[39]	IETF RFC 4145: "TCP-Based Media Transport in the Session Description Protocol (SDP)".
[40]	IETF RFC 4975: "The Message Session Relay Protocol (MSRP)".
[41]	3GPP TS 24.229: " IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3".
[42]	IETF RFC 4412: "Communications Resource Priority for the Session Initiation Protocol (SIP)".
[43]	IETF RFC 3264: "An Offer/Answer model with the Session Description Protocol (SDP)". 
[44]	3GPP TS 23.216: “Single Radio Voice Call Continuity (SRVCC); Stage 2”. 
[45]	3GPP TS 23.380: "IMS Restoration Procedures".
[46]	3GPP TS 23.221: "Architectural requirements".
[47]	3GPP TS 29.505: "5G System; Usage of the Unified Data Repository Service for Subscription Data; Stage 3".
[48]	3GPP TS 29.552: "5G System; Network Data Analytics signalling follows; Stage 3".
[49]	3GPP TS 29.523: "5G System; Policy Control Event Exposure Service; Stage 3".
[50]	3GPP TS 29.534: "5G System; Access and Mobility Policy Authorization Service; Stage 3".
[r1]	3GPP TS 29.510: "5G System; Network Function Repository Services; Stage 3".

*** 2nd Change ***
[bookmark: _Toc28005524][bookmark: _Toc36038196][bookmark: _Toc45133393][bookmark: _Toc51762223][bookmark: _Toc59016628][bookmark: _Toc68167598][bookmark: _Toc83238199][bookmark: _Toc83238200][bookmark: _Toc28005522][bookmark: _Toc36038194][bookmark: _Toc45133391][bookmark: _Toc51762221][bookmark: _Toc59016626][bookmark: _Toc68167596]8.4.2	Binding Support Function (BSF)
The BSF has the following characteristics:
a)	The BSF stores internally information about the corresponding selected PCF.
-	For a certain PDU session, the BSF stores internally information about the user identity, the DNN, the UE (IP or Ethernet) address(es), S-NSSAI, the IPv4 address domain (if applicable) and the selected PCF address, and if available the associated PCF instance ID, PCF set ID and the level of SBA binding.
-	For a certain UE, the BSF stores internally information about the user identity, the selected PCF address and if available the associated PCF instance ID, PCF set ID and the level of SBA binding.
NOTE 1:	Only NF instance or NF set of level of binding is supported at the BSF for SBA binding level of Npcf_PolicyAuthorization service.
NOTE 2:	How to ensure the routing of the Npcf_SMPolicyControl_Create service operation to the appropriate PCF instance when the "SamePcf" feature or the "ExtendedSamePcf" feature are supported depends on the implementation.
b)	The PCF utilizes the Nbsf_Management service of the BSF to register, update or remove the stored information in the BSF.
-	For a PDU Session, the PCF ensures that the binding information is updated each time an IP address is allocated or released for the PDU Session or, for Ethernet PDU Sessions, each time the PCF is notified that a MAC address is taken into use or no more used in the PDU Session or, each time the PCF instance is changed.
-	For a UE, the PCF ensures that it is updated each time the AMF selects a new PCF instance.
-	Based on operator's policies and configuration and if the "ExtendedSamePcf" feature is supported or the "SamePcf" feature is supported, the PCF determines whether the same PCF shall be selected for the SM Policy associations to a parameter combination (e.g. same SUPI, S-NSSAI and DNN combination) in the non-roaming or home-routed scenario. If yes, the PCF includes the parameter combination in the register request. If no such PCF is found the BSF stores the information in the request; otherwise, the BSF rejects the register request and includes the existing PCF address information hosting the Npcf_SMPolicyControl service in the response (see subclause 4.2.2.2 of 3GPP TS 29.521 [22]).
c)	For the retrieval of binding information, any NF, such as NEF or AF, uses the Nbsf_Management service as defined in 3GPP TS 29.521 [22] when itthat needs to discover the selected PCF address(es), and if available, the associated PCF instance ID, PCF set ID and the level of SBA binding for:
i.	 the tuple (UE address, DNN, SUPI, GPSI, S-NSSAI, IPv4 address domain) (or for a subset of this tuple), when the target is the PCF for the PDU session; or
ii.	the tuple (SUPI, GPSI) (or for a subset of this tuple), when the target is the PCF for the UEuses the Nbsf_Management_Discovery service operation as defined in 3GPP TS 29.521 [22]. 
d)	If the NF received a PCF set ID or a PCF instance ID with a level of SBA binding as result of the Nbsf management service discovery service operation or in the request of the Nbsf management service notification service operation or in the response of the Nbsf management subscribe service operation, it should use that information as NF set level or NF instance level SBA Binding Indication to route requests to the PCF.
e)	For an ongoing NF service session, the PCF may provide SBA Binding Indication to the NF (see clause 6.3.1.0 of 3GPP TS 23.501 [2]). This SBA Binding Indication shall then be used instead of any PCF information received from the BSF.
f)	The BSF is able to proxy or redirect Rx requests based on the IP address of a UE. For any AF using Rx, such as P-CSCF, the BSF determines the selected PCF address according to the information carried by the incoming Rx requests.
It shall support the functionality of a proxy agent and a redirect agent as defined in IETF RFC 6733 [29]. The mode in which it operates (i.e. proxy or redirect) shall be based on operator’s requirements.
[bookmark: _Hlk491363296]g)	The BSF may be deployed standalone or may be collocated with other network functions such as the PCF, UDR, NRF, and SMF.
NOTE 3:	Collocation allows combined implementation.
h)	The NF may discover the BSF via NRF by invoking the Nnrf_NFDiscovery service operation or based on local configuration. In case of via NRF the BSF registers the NF profile in NRF. The IP domain list, tThe Range(s) of UE IPv4 addresses, Range(s) of UE IPv6 prefixes, Range(s) of SUPIs, the Range(s) of GPSIs or the BSF Group Id supported by the BSF may be provided to NRF, as described in clause 6.1.6.2.21 of TS 29.510 [r1].
i)	The BSF verifies whether to provide the address of a PCF for a PDU Session or a PCF for a UE based on the explicit NF service request to the resource collection representing the binding information for the PCF for a PDU Session or the PCF for a UE as specified in 3GPP TS 29.521 [22]3GPP TS 29.521 [22] .

*** End of Changes ***

