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	TS 23.502 clause 5.2.6.26.4 and TS 23.548 clause 6.2.3.4 adding the new Nnef_EASDeployment_Delete service operation, hence need to define the procedure to support this new service operation in this specification.

	
	

	Summary of change:
	Define procedures for Nnef_EASDeployment_Delete service operation.

	
	

	Consequences if not approved:
	Misalignment with stage 2. NEF cannot support procedures for the new Nnef_EASDeployment_Delete service operation.
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Additional discussion(if needed):
Proposed changes:

[bookmark: _Hlk32241584][bookmark: _Hlk32443572]*** 1st Change ***
[bookmark: _Toc82747035][bookmark: _Toc11247460][bookmark: _Toc27044584][bookmark: _Toc36033626][bookmark: _Toc45131763][bookmark: _Toc49776048][bookmark: _Toc51746968][bookmark: _Toc66360523][bookmark: _Toc68105028][bookmark: _Toc74755658][bookmark: _Toc75351369][bookmark: _Toc11247463][bookmark: _Toc27044587][bookmark: _Toc36033629][bookmark: _Toc45131766][bookmark: _Toc49776051][bookmark: _Toc51746971][bookmark: _Toc66360526][bookmark: _Toc68105031][bookmark: _Toc74755661][bookmark: _Toc75351372]4.4.m.4	Deletion of an existing individual EAS Deployment Information resource
In order to delete an existing EAS Deployment Information, the AF shall send an HTTP DELETE request message to the NEF for the "Individual EAS Deployment Information" resource. The NEF shall interact with the UDR by invoking the Nudr_DataRepository service as described in 3GPP TS 29.504 [20] to delete the EAS Deployment Information in the application data in the UDR. 
After receiving a successful response from the UDR, the NEF shall delete the "Individual EAS Deployment Information" resource and shall respond to the AF with an HTTP "204 No Content" response message.
If the NEF receives an error code from the UDR, the NEF shall take proper error handling actions and shall respond to the AF with a proper error status code.
Editor's note:	It is FFS for the interaction between the NEF and UDR.
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