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	29.122
	0527
	-
	Rel-17
	Clarification of direct notification
	B
	17.3.0
	CT3#119-e
	C3-216129
	Huawei
	eEDGE_5GC
	
	

	29.508
	0149
	1
	Rel-17
	Adding EAS IP replacement information in AppRelocationInfo
	B
	17.4.0
	CT3#119-e
	C3-216446
	Nokia, Nokia Shanghai Bell
	eEDGE_5GC
	
	

	29.512
	0845
	2
	Rel-17
	CR 0845 29.512 Rel-17 Remove the editor’s note for AF preference for the user plane latency
	B
	17.4.0
	CT3#119-e
	C3-216436
	Huawei
	eEDGE_5GC
	
	

	29.512
	0862
	1
	Rel-17
	Adding EAS IP replacement information in PCC rules
	B
	17.4.0
	CT3#119-e
	C3-216416
	Nokia, Nokia Shanghai Bell
	eEDGE_5GC
	
	

	29.512
	0872
	1
	Rel-17
	AF Request for Simultaneous Connectivity over Source and Target PSA at Edge Relocation
	B
	17.4.0
	CT3#119-e
	C3-216413
	Ericsson
	eEDGE_5GC
	
	

	29.513
	0303
	1
	Rel-17
	Update the procedure to support AF preference for the user plane latency
	B
	17.4.0
	CT3#119-e
	C3-216479
	Huawei
	eEDGE_5GC
	
	

	29.513
	0316
	1
	Rel-17
	AF Request for Simultaneous Connectivity over Source and Target PSA at Edge Relocation
	B
	17.4.0
	CT3#119-e
	C3-216414
	Ericsson
	eEDGE_5GC
	
	

	29.514
	0356
	1
	Rel-17
	Adding EAS IP replacement information in Policy Authorization
	B
	17.2.0
	CT3#119-e
	C3-216417
	Nokia, Nokia Shanghai Bell
	eEDGE_5GC
	
	

	29.514
	0368
	1
	Rel-17
	AF Request for Simultaneous Connectivity over Source and Target PSA at Edge Relocation
	B
	17.2.0
	CT3#119-e
	C3-216415
	Ericsson
	eEDGE_5GC
	
	

	29.519
	0286
	1
	Rel-17
	Clarification of AF preference for the user plane latency
	B
	17.4.0
	CT3#119-e
	C3-216419
	Huawei
	eEDGE_5GC
	
	

	29.519
	0291
	1
	Rel-17
	AF Request for Simultaneous Connectivity over Source and Target PSA at Edge Relocation
	B
	17.4.0
	CT3#119-e
	C3-216577
	Ericsson
	eEDGE_5GC
	
	

	29.522
	0440
	1
	Rel-17
	Adding EAS IP replacement information in Traffic Influence
	B
	17.3.0
	CT3#119-e
	C3-216418
	Nokia, Nokia Shanghai Bell
	eEDGE_5GC
	
	

	29.522
	0448
	1
	Rel-17
	Clarification of AF preference for the user plane latency
	B
	17.3.0
	CT3#119-e
	C3-216420
	Huawei
	eEDGE_5GC
	
	

	29.522
	0449
	-
	Rel-17
	Clarification of direct notification
	B
	17.3.0
	CT3#119-e
	C3-216130
	Huawei
	eEDGE_5GC
	
	

	29.522
	0452
	1
	Rel-17
	Introduce Nnef_EASDeplyment service
	B
	17.3.0
	CT3#119-e
	C3-216472
	Ericsson
	eEDGE_5GC
	
	

	29.522
	0453
	1
	Rel-17
	Procedures to support Nnef_EASDeployment_Create service opertion
	B
	17.3.0
	CT3#119-e
	C3-216473
	Ericsson
	eEDGE_5GC
	
	

	29.522
	0454
	1
	Rel-17
	Procedures to support Nnef_EASDeployment _Update service operation
	B
	17.3.0
	CT3#119-e
	C3-216562
	Ericsson
	eEDGE_5GC
	
	

	29.522
	0455
	1
	Rel-17
	Procedures to support Nnef_EASDeployment _Delete service operation
	B
	17.3.0
	CT3#119-e
	C3-216573
	Ericsson
	eEDGE_5GC
	
	

	29.522
	0460
	-
	Rel-17
	AF Request for Simultaneous Connectivity over Source and Target PSA at Edge Relocation
	B
	17.3.0
	CT3#119-e
	C3-216303
	Ericsson
	eEDGE_5GC
	
	

	29.525
	0180
	-
	Rel-17
	Handling of retrieved URSP policies from the UDR
	B
	17.4.0
	CT3#119-e
	C3-216192
	Ericsson
	eEDGE_5GC
	
	

	29.591
	0063
	-
	Rel-17
	Procedures to support Nnef_EASDeployment_Subscribe service operation
	B
	17.3.0
	CT3#119-e
	C3-216596
	Ericsson
	eEDGE_5GC
	
	


