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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28012415][bookmark: _Toc36038368][bookmark: _Toc45133638][bookmark: _Toc51762392][bookmark: _Toc59016964][bookmark: _Toc83232363][bookmark: _Toc28012881][bookmark: _Toc34251326][bookmark: _Toc36103022][bookmark: _Toc43388774][bookmark: _Toc45134056][bookmark: _Toc51763119][bookmark: _Toc56634723][bookmark: _Toc59018018][bookmark: _Toc63194088][bookmark: _Toc66233176][bookmark: _Toc68169166][bookmark: _Toc70541625][bookmark: _Toc73544905][bookmark: _Toc73546132]5.3.2.3.1	POST
This method shall support the URI query parameters specified in table 5.3.2.3.1-1.
Table 5.3.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.3.2.3.1-2 and the response data structures and response codes specified in table 5.3.2.3.1-3.
Table 5.3.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	AppSessionContext
	M
	1
	Contains the information for the creation of a new Individual Application Session Context resource.



Table 5.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	AppSessionContext
	M
	1
	201 Created
	Successful case.
The creation of an Individual Application Session Context resource is confirmed and a representation of that resource is returned.

	n/a
	
	
	303 See Other
	The result of the HTTP POST request would be equivalent to the existing Application Session Context. The HTTP response shall contain a Location header field set to the URI of the existing individual Application Session Context resource.

	ProblemDetails
	O
	0..1
	400 Bad Request
	(NOTE 2)

	ExtendedProblemDetails
	O
	0..1
	403 Forbidden
	(NOTE 2)

	ProblemDetails
	O
	0..1
	500 Internal Server Error
	(NOTE 2)

	NOTE 1:	In addition, the HTTP status codes which are specified as mandatory in table 5.2.7.1-1 of 3GPP TS 29.500 [5] for the POST method shall also apply.
NOTE 2:	Failure cases are described in subclause 5.7.



Table 5.3.2.3.1-4: Headers supported by the 201 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/npcf-policyauthorization/v1/app-sessions/{appSessionId}



Table 5.3.2.3.1-5: Headers supported by the 303 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the existing individual Application Session Context resource.



Table 5.3.2.3.1-6: Headers supported by the 403 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Retry-After
	string or integer
	M
	1
	Indicates the time the NF service consumer has to wait before making a new request.



*** 2nd Change ***
[bookmark: _Toc59016975][bookmark: _Toc83232374]5.3.3.3.2	PATCH
This method shall support the URI query parameters specified in table 5.3.3.3.2-1.
Table 5.3.3.3.2-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.3.3.3.2-2 and the response data structures and response codes specified in table 5.3.3.3.2-3.
Table 5.3.3.3.2-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	AppSessionContextUpdateDataPatch
	M
	1
	Contains the modification(s) to apply to the Individual Application Session Context resource.



Table 5.3.3.3.2-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	AppSessionContext
	M
	1
	200 OK
	Successful case.
The Individual Application Session Context resource was modified and a representation of that resource is returned.

	n/a
	
	
	204 No Content
	Successful case.
The Individual Application session context resource was modified.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection, during Individual Application Session Context modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative PCF (service) instance. 
Applicable if the feature "ES3XX" is supported.

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection, during Individual Application Session Context modification. The response shall include a Location header field containing an alternative URI of the resource located in an alternative PCF (service) instance. 
Applicable if the feature "ES3XX" is supported.

	ProblemDetails
	O
	0..1
	400 Bad Request
	(NOTE 2)

	ExtendedProblemDetails
	M
	1
	403 Forbidden
	(NOTE 2)

	ProblemDetails
	O
	0..1
	404 Not Found
	(NOTE 2)

	NOTE 1:	In addition, the HTTP status codes which are specified as mandatory in table 5.2.7.1-1 of 3GPP TS 29.500 [5] for the PATCH method shall also apply.
NOTE 2:	Failure cases are described in subclause 5.7.



Table 5.3.3.3.2-4: Headers supported by the 403 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Retry-After
	string or integer
	M
	1
	Indicates the time the NF service consumer has to wait before making a new request.



Table 5.3.3.3.2-5: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative PCF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected



Table 5.3.3.3.2-6: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative PCF (service) instance.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance towards which the request is redirected



*** End of Changes ***

