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	Reason for change:
	For Rel-16 it is required the support of EPS interworking for Emergency calls over a PLMN. This implies that the UE connects to the PLMN using IMSI/MSISDN/IMEI(SV), i.e., EPS identities. In this context, when the P-CSCF requests the 5GS Level user identities to the PCF, the PCF can only report the IMSI/MSISDN/IMEI(SV). Consequently, the emergency applications developed in a PLMN and for EPS are not impacted in this regard when integrated with 5GC using Rx. 
For Rel-17 it is required the support of Emergency calls over SNPN. For SNPN(s) it is not required EPS interworking and the UE might access the SNPN using an IMSI or using an NAI. Emergency calls can be provided when the UE accesses the SNPN using a NAI. The PCF then, when the P-CSCF requests the 5GS_Level user identities, would report the corresponding received identifier(s), which for the SUPI, it might be either an IMSI or an NAI. Emergency applications developed for EPS need to be impacted to support SNPN, and this impact is covered in 23.167(see approved CR0360, agreed in SA2#145e).

	
	

	Summary of change:
	· When the UE accesses a PLMN, the PCF shall provide the IMSI and the MSISDN within the Subscription-Id AVP(s), if available. When the UE accesses a SNPN, the PCF may provide the IMSI or the NAI, and the MSISDN or the External Identifier within the Subscription-Id AVP(s), if available. For both, SNPN and PLMN accesses, the PCF shall provide the IMEI(SV) as specified above.
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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc83303211][bookmark: _Toc28012316][bookmark: _Toc36038259][bookmark: _Toc45133524][bookmark: _Toc51762278][bookmark: _Toc59016849][bookmark: _Toc83232237][bookmark: _Hlk513114331][bookmark: _Toc28012415][bookmark: _Toc36038368][bookmark: _Toc45133638][bookmark: _Toc51762392][bookmark: _Toc59016964][bookmark: _Toc83232363][bookmark: _Toc28012881][bookmark: _Toc34251326][bookmark: _Toc36103022][bookmark: _Toc43388774][bookmark: _Toc45134056][bookmark: _Toc51763119][bookmark: _Toc56634723][bookmark: _Toc59018018][bookmark: _Toc63194088][bookmark: _Toc66233176][bookmark: _Toc68169166][bookmark: _Toc70541625][bookmark: _Toc73544905][bookmark: _Toc73546132]E.9	5GS-Level Identities report
The PCF provides 5GS-Level Identities as defined in annex A.1 and A.5 with the following differences:
-	the IMSI is included within the Subscription-Id AVP if the IMSI is received within the "supi" attribute;
-	the MSISDN is included within the Subscription-Id AVP if the MSISDN is received within the "gpsi" attribute;
-	the IMEISV is included with the User-Equipment-Info AVP if the IMEISV is received within the "pei" attribute;
-	the IMEI is included with the the User-Equipment-Info-Extension AVP if the User-Equipment-Info-Extension feature is supported and the IMEI is received within the "pei" attribute.
NOTE x1: UE identities for wireless and wireline convergence access are not considered to be used for the IMS.
Editor’s note: The reporting for NAI is FFS
NOTE x2:	When the UE accesses a PLMN, the PCF provides the IMSI and the MSISDN within the Subscription-Id AVP(s), if available. When the UE accesses a SNPN, the PCF provides the IMSI or the NAI, and the MSISDN within the Subscription-Id AVP(s), if available. For both, SNPN and PLMN accesses, the PCF provides the IMEI(SV) in the concerned AVP(s) as specified above. 
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