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	Reason for change:
	There is an EN in clause 5.4.2.29:
Editor's Note:	The presence conditions for the "mbrUl", "mbrDl", "remainMbrUl" and "remainMbrDl" attributes is FFS.

Agreed S2-2106855 already clarified:
· The Maximum Slice Data Rate (UL/DL) are only used for the NWDAF assistance case. 
· The remaining Maximum Slice Data Rate (UL/DL) are only used for PCF based monitoring case, and the initial values are set to the Maximum Slice Data Rate (UL/DL).
This editor’s note thus can be removed.
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*** First Change ***
[bookmark: _Toc83232884]5.4.2.29	Type SlicePolicyData
Table 5.4.2.29-1: Definition of type SlicePolicyData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	mbrUl
	BitRate
	O
	0..1
	Maximum aggregate UL data bitrate that can be provided across all GBR and Non-GBR QoS Flows in the S-NSSAI. (NOTE x1)
	

	mbrDl
	BitRate
	O
	0..1
	Maximum aggregate DL data bitrate that can be provided across all GBR and Non-GBR QoS Flows in the S-NSSAI. (NOTE x1)
	

	remainMbrUl
	BitRate
	O
	0..1
	The remaining maximum aggregate UL data bitrate that can be provided across all GBR and Non-GBR QoS Flows in the S-NSSAI. (NOTE x2)
It is set to the maximum allowed aggregate UL data rate across all GBR and Non-GBR QoS Flows in the S-NSSAI when the system is initially configured based on operator policies.
	

	remainMbrDl
	BitRate
	O
	0..1
	The remaining maximum aggregate DL data bitrate that can be provided across all GBR and Non-GBR QoS Flows in the S-NSSAI. (NOTE x2)
It is set to the maximum allowed aggregate DL data rate across all GBR and Non-GBR QoS Flows in the S-NSSAI when the system is initially configured based on operator policies.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Indicates the list of negotiated supported features.
It shall be provided in the HTTP GET response if the "supp-feat" attribute query parameter is included in the HTTP GET request.
	

	NOTE x1:	The "mbrUl" and "mbrDl" attributes are only used for limiting data rate per network slice with assistance of the NWDAF.
NOTE x2:	The "remainMbrUl" and "remainMbrDl" attributes are only used for limiting data rate per network slice with PCF based monitoring.



Editor's Note:	The presence conditions for the "mbrUl", "mbrDl", "remainMbrUl" and "remainMbrDl" attributes is FFS.

*** End of Changes ***

