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* * * Start of changes * * * *
[bookmark: _Toc82747447][bookmark: _Toc28013380][bookmark: _Toc34222288][bookmark: _Toc36040471][bookmark: _Toc39134400][bookmark: _Toc43283347][bookmark: _Toc45134387][bookmark: _Toc49929987][bookmark: _Toc50024107][bookmark: _Toc51763595][bookmark: _Toc56594459][bookmark: _Toc67493801][bookmark: _Hlk526265712][bookmark: _Toc28013417][bookmark: _Toc34222330][bookmark: _Toc36040513][bookmark: _Toc39134442][bookmark: _Toc43283389][bookmark: _Toc45134429][bookmark: _Toc49931760][bookmark: _Toc51763541][bookmark: _Toc493774024][bookmark: _Toc494194773][bookmark: _Toc528159067][bookmark: _Toc532198029][bookmark: _Toc34123783][bookmark: _Toc36038527][bookmark: _Toc36038615][bookmark: _Toc36038806][bookmark: _Toc44680746][bookmark: _Toc45133658][bookmark: _Toc45133749][bookmark: _Toc49417447][bookmark: _Toc51762414][bookmark: _Toc20408087][bookmark: _Toc39068125][bookmark: _Toc43273318][bookmark: _Toc45134856][bookmark: _Toc49939192][bookmark: _Toc51764216]5.15.3.2.3.2	Notification via Websocket 
If supported by both AF and NEF and successfully negotiated, the Time Synchroniaition Capability Notification may alternatively be delivered through the Websocket mechanism as defined in subclause 5.2.5.4 of 3GPP TS 29.122 [4].
Editor's note:	Error responses are FFS.

Table 5.15.3.2.3.2-1: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative AF towards which the notification should be redirected.



Table 5.15.3.2.3.2-2: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative AF towards which the notification should be redirected.



* * * Next changes * * * *
[bookmark: _Toc82747453]5.15.3.3.3.2	Notification via Websocket 
If supported by both AF and NEF and successfully negotiated, the state of Time Synchroniaition Service Configuration Notification may alternatively be delivered through the Websocket mechanism as defined in subclause 5.2.5.4 of 3GPP TS 29.122 [4].
Editor's note:	Error responses are FFS.

Table 5.15.3.3.3.2-1: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative AF towards which the notification should be redirected.



Table 5.15.3.3.3.2-2: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative AF towards which the notification should be redirected.



* * * Next changes * * * *
[bookmark: _Toc82747515]5.17.2.2.3.2	Notification via Websocket 
If supported by both AF and NEF and successfully negotiated, the AM Event Notification may alternatively be delivered through the Websocket mechanism as defined in subclause 5.2.5.4 of 3GPP TS 29.122 [4].


Editor's note:	Error responses are FFS.

Table 5.17.2.3.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	String
	M
	1
	An alternative URI representing the end point of an alternative AF towards which the notification should be redirected.



Table 5.17.2.3.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	String
	M
	1
	An alternative URI representing the end point of an alternative AF towards which the notification should be redirected.



* * * End of changes * * * *
