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* * * Start of changes * * * *
[bookmark: _Toc11247839][bookmark: _Toc27044983][bookmark: _Toc36034025][bookmark: _Toc45132172][bookmark: _Toc49776457][bookmark: _Toc51747377][bookmark: _Toc66360953][bookmark: _Toc68105458][bookmark: _Toc74756088][bookmark: _Toc75351799]5.13.2.1.1	Introduction
This clause defines data structures to be used in resource representations.
Table 5.13.2.1.1-1 specifies data types re-used by the NetworkParameterConfiguration API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the NetworkParameterConfiguration API. 
Table 5.13.2.1.1-1: NetworkParameterConfiguration API re-used Data Types
	Data type
	Reference
	Comments

	SupportedFeatures
	3GPP TS 29.571 [45]
	Used to negotiate the applicability of the optional features defined in table 5.13.4-1.



Table 5.13.2.1.1-2 specifies the data types defined for the NpConfiguration API.
Table 5.13.2.1.1-2: NpConfiguration API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	ConfigurationNotification
	5.13.2.1.4
	Represents a configuration result notification.
	

	NpConfiguration
	5.13.2.1.2
	Represents a network parameters configuration.
	

	NpConfigurationPatch
	5.13.2.1.3
	Represents parameters used to request the modification of a network parameters configuration resource.
	



* * * End of changes * * * *
