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*** 1st Change ***
[bookmark: _Toc28012785][bookmark: _Toc34266255][bookmark: _Toc36102426][bookmark: _Toc43563468][bookmark: _Toc45134011][bookmark: _Toc50031941][bookmark: _Toc51762861][bookmark: _Toc56640928][bookmark: _Toc59017896][bookmark: _Toc66231764][bookmark: _Toc68168925][bookmark: _Toc70550592][bookmark: _Toc83233038]5.1.1	Introduction
The Nnwdaf_EventsSubscription Service shall use the Nnwdaf_EventsSubscription API.
The API URI of the Nnwdaf_EventsSubscription API shall be: 
{apiRoot}/<apiName>/<apiVersion>/
The request URIs used in each HTTP requests from the NF service consumer towards the NWDAF shall have the Resource URI structure defined in subclause 4.4.1 of 3GPP TS 29.501 [7], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [7].
-	The <apiName> shall be "nnwdaf-eventssubscription".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in subclause 5.1.3.
*** 2nd Change ***
[bookmark: _Toc28012847][bookmark: _Toc34266333][bookmark: _Toc36102504][bookmark: _Toc43563548][bookmark: _Toc45134094][bookmark: _Toc50032026][bookmark: _Toc51762946][bookmark: _Toc56641015][bookmark: _Toc59017983][bookmark: _Toc66231851][bookmark: _Toc68169012][bookmark: _Toc70550679][bookmark: _Toc83233132]5.2.1	Introduction
The Nnwdaf_AnalyticsInfo Service shall use the Nnwdaf_AnalyticsInfo API.
The API URI of the Nnwdaf_AnalyticsInfo API shall be: 
{apiRoot}/<apiName>/<apiVersion>
The request URIs used in each HTTP requests from the NF service consumer towards the NWDAF shall have the Resource URI structure defined in subclause 4.4.1 of 3GPP TS 29.501 [7], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [7].
-	The<apiName> shall be "nnwdaf-analyticsinfo".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in subclause 5.2.3.
*** 3rd Change ***
[bookmark: _Toc83233140][bookmark: _Toc70550687][bookmark: _Toc68169020][bookmark: _Toc66231859][bookmark: _Toc59017991][bookmark: _Toc56641023][bookmark: _Toc51762954][bookmark: _Toc50032034][bookmark: _Toc45134102][bookmark: _Toc43563556][bookmark: _Toc36102512][bookmark: _Toc34266341][bookmark: _Toc28012855]5.2.3.1	Resource Structure


Figure 5.2.3.1-1: Resource URI structure of the Nnwdaf_AnalyticsInfo API
Table 5.2.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 5.2.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	NWDAF Analytics
	/analytics 
	GET
	Retrieve the NWDAF analytics



*** 4th Change ***
[bookmark: _Toc70550715][bookmark: _Toc83233170]5.3.1	Introduction
The Nnwdaf_DataManagement Service shall use the Nnwdaf_DataManagement API.
The API URI of the Nnwdaf_DataManagement API shall be: 
{apiRoot}/<apiName>/<apiVersion>
The request URIs used in each HTTP requests from the NF service consumer towards the NWDAF shall have the Resource URI structure defined in subclause 4.4.1 of 3GPP TS 29.501 [7], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [7].
-	The<apiName> shall be "nnwdaf-datamanagement".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in subclause 5.2.3.
*** 5th Change ***
[bookmark: _Toc70550733][bookmark: _Toc83233188]5.4.1	Introduction
The Nnwdaf_MLModelProvision Service shall use the Nnwdaf_MLModelProvision API.
The API URI of the Nnwdaf_MLModelProvision API shall be: 
{apiRoot}/<apiName>/<apiVersion>
The request URIs used in each HTTP requests from the NF service consumer towards the NWDAF shall have the Resource URI structure defined in subclause 4.4.1 of 3GPP TS 29.501 [7], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [7].
-	The<apiName> shall be "nnwdaf-mlmodelprovision".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in subclause 5.2.3.
* * * End of Changes * * * *
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