

	
[bookmark: _GoBack]3GPP TSG-CT3 Meeting #119e	C3-216155
E-Meeting, 11th – 19th November 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	29.507
	CR
	0187
	rev
	-
	Current version:
	17.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Correction of the applicability feature for data type Snssai

	
	

	Source to WG:
	ZTE

	Source to TSG:
	CT3

	
	

	Work item code:
	TEI17, en5GPccSer
	
	Date:
	2021-11-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	“allowedSnssais” attribute depends on DNNReplacementControl feature, however in Table 5.6.1-2, this feature is missing from the applicability info of the corresponding data type “Snssai”.


	
	

	Summary of change:
	DNNReplacementControl feature is added to the applicability column of “Snssai” data type in Table 5.6.1-2.


	
	

	Consequences if not approved:
	Incorrect specification.

	
	

	Clauses affected:
	5.6.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not impact the OpenAPI file.

	
	

	This CR's revision history:
	



Page 1


*** First Change ***
[bookmark: _Toc28011133][bookmark: _Toc34137996][bookmark: _Toc36037591][bookmark: _Toc39051693][bookmark: _Toc43363285][bookmark: _Toc45132892][bookmark: _Toc49871623][bookmark: _Toc50023513][bookmark: _Toc51761193][bookmark: _Toc67492676][bookmark: _Toc74838410][bookmark: _Toc83229935]5.6.1	General
This subclause specifies the application data model supported by the API.
Table 5.6.1-1 specifies the data types defined for the Npcf_AMPolicyControl service based interface protocol.
Table 5.6.1-1: Npcf_AMPolicyControl specific Data Types
	Data type
	Section defined
	Description
	Applicability

	CandidateForReplacement
	5.6.2.8
	Contains the list of candidate DNNs for replacement per S-NSSAI.
	DNNReplacementControl

	PolicyAssociation
	5.6.2.2
	Description of a policy association that is returned by the PCF when a policy Association is created, or read.
	

	PolicyAssociationReleaseCause
	5.6.3.4
	The cause why the PCF requests the termination of the policy association.
	

	PolicyAssociationRequest
	5.6.2.3
	Information that NF service consumer provides when requesting the creation of a policy association.
	

	PolicyAssociationUpdateRequest
	5.6.2.4
	Information that NF service consumer provides when requesting the update of a policy association.
	

	PolicyUpdate
	5.6.2.5
	Updated policies that the PCF provides in a notification or in the reply to an Update Request.
	

	RequestTrigger
	5.6.3.3
	Enumeration of possible Request Triggers.
	

	SmfSelectionData
	5.6.2.7
	Includes the SMF Selection information that may be replaced by the PCF.
	DNNReplacementControl

	TerminationNotification
	5.6.2.6
	Request to terminate a policy Association that the PCF provides in a notification.
	

	AmRequestedValueRep
	5.6.2.9
	Contains the current applicable values corresponding to the policy control request triggers.
	ImmediateReport



Table 5.6.1-2 specifies data types re-used by the Npcf_AMPolicyControl service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Npcf_AMPolicyControl service based interface. 
Table 5.6.1-2: Npcf_AMPolicyControl re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	AccessType
	3GPP TS 29.571 [11]
	
	

	Ambr
	3GPP TS 29.571 [11]
	Aggregated Maximum Bit Rate.
	UE-AMBR_Authorization

	Dnn
	3GPP TS 29.571 [11]
	DNN
	DNNReplacementControl

	Fqdn
	3GPP TS 29.510 [13]
	FQDN
	

	Gpsi
	3GPP TS 29.571 [11]
	Generic Public Subscription Identifier
	

	GroupId
	3GPP TS 29.571 [11]
	
	

	Guami
	3GPP TS 29.571 [11]
	Globally Unique AMF Identifier
	

	Ipv4Addr
	3GPP TS 29.571 [11]
	
	

	Ipv6Addr
	3GPP TS 29.571 [11]
	
	

	MappingOfSnssai
	3GPP TS 29.531 [24]
	Identifies the mapping of an S-NSSAI of the Allowed NSSAI to the corresponding S-NSSAI of the HPLMN.
	DNNReplacementControl

	Pei
	3GPP TS 29.571 [11]
	Permanent Equipment Identifier
	

	PlmnIdNid
	3GPP TS 29.571 [11]
	PLMN Identifier, and for SNPN NID
	

	PresenceInfo
	3GPP TS 29.571 [11]
	Presence reporting area information
	

	PresenceInfoRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "PresenceInfo" data type, but with the OpenAPI "nullable: true" property.
	

	ProblemDetails
	3GPP TS 29.571 [11]
	
	

	RedirectResponse
	3GPP TS 29.571 [11]
	Contains redirection related information.
	ES3XX

	Uri
	3GPP TS 29.571 [11]
	
	

	UserLocation
	3GPP TS 29.571 [11]
	
	

	RatType
	3GPP TS 29.571 [11]
	
	

	[bookmark: _Hlk514096864]RfspIndex
	3GPP TS 29.571 [11]
	
	

	ServiceAreaRestriction
	[bookmark: _Hlk518262898]3GPP TS 29.571 [11]
	Within the areas attribute, only tracking area codes shall be included.
	

	ServiceName
	3GPP TS 29.510 [13]
	Name of the service instance.
	

	SliceMbr
	3GPP TS 29.571 [11]
	Per UE per Slice-Maximum Bit Rate.
	UE-Slice-MBR_Authorization

	Snssai
	3GPP TS 29.571 [11]
	Identifies a S-NSSAI included in the Allowed NSSAI.
	SliceSupport
DNNReplacementControl

	Supi
	3GPP TS 29.571 [11]
	Subscription Permanent Identifier
	

	SupportedFeatures
	3GPP TS 29.571 [11]
	Used to negotiate the applicability of the optional features defined in table 5.8-1.
	

	TimeZone
	3GPP TS 29.571 [11]
	
	

	TraceData
	3GPP TS 29.571 [11]
	
	

	WirelineServiceAreaRestriction
	3GPP TS 29.571 [11]
	
	WirelineWirelessConvergence



*** End of Changes ***

