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***** First change *****
[bookmark: _Toc20233334][bookmark: _Toc27747471][bookmark: _Toc36213665][bookmark: _Toc36657842][bookmark: _Toc45287520][bookmark: _Toc51948796][bookmark: _Toc51949888][bookmark: _Toc82896634]D.1.1	Overview
The PCF may provide the UE with one or more UE policies using the network-requested UE policy management procedure. The UE provides the PCF with a list of one or more stored UE policy section identifiers (UPSIs), and the PCF provides each UE policy using one or more UE policy sections, each identified by a UPSI. The UPSI is composed of two parts:
a)	a PLMN ID part containing:
1)	the PLMN ID for the PLMN; or
2)	the PLMN ID part of the SNPN identity for the SNPN;
	of the PCF which provides the UE policies; and
b)	a UE policy section code (UPSC) containing a value assigned by the PCF.
The UE processes the UE policy sections, each identified by the UPSI, received from the PCF and informs the PCF of the result.
The UE provides the PCF with the UE policy related capabilities such as the UE's support for ANDSP and the UE's OS Id.
The UE can also request the PCF to provide V2XP as specified in 3GPP TS 24.587 [19B].
The UE can also request the PCF to provide ProSeP as specified in 3GPP TS 24.5545 [19EF].
***** End of changes *****

